
7.PNEUMATIC TUBE & AUTO HOSE

PA6/PA12 NYLON TUBE 

Material: nylon
Temperature:-40℃ (-104 ℉ ) to +121℃ (+250 ℉ )

Application:
The PA air hose used for transport compressed air,water,oil,chemicals etc.
Such as the nylon hose widely used in light truck,air brake hose in car,power steering hose; forklift truck,loading care 
excavator,crane, ships,engineering machinery and control system line;paint;high pressure liquid resin spraying pipe,air 
condition etc Characteristic:
●  PA hose has superior mechanical strength
●  excellent abrasive resistance,oil resistance, superior cold resistance
●  The nylon air hose is high precision of inside and outside diameter,suitable for various kinds of fittings.

Item 
Code

Size Item Code Size
O.D I.D W.P B.P R O.D I.D W.P B.P R

mm mm mm Mpa Mpa mm mm mm mm Mpa Mpa mm
PA4-2.5 4.0*0.75 4 2.5 3.1 7.54 20 PA10-6 10.0*2.0 10 6 3.4 8.62 60
PA4-2 4.0*1.0 4 2 4.5 11.25 20 PA11-8 11.0*1.5 11 8 2.1 5.51 60
PA5-3 5.0*1.0 5 3 3.4 8.57 25 PA12-9.5 12.0*1.2 12 9.5 1.6 4.06 60
PA6-5 6.0*0.5 6 5 1.2 2.80 30 PA12-9 12.0*1.5 12 9 1.9 5.00 60

PA6-4.5 6.0*0.75 6 4.5 1.9 4.77 30 PA12-8 12.0*2 12 8 2.7 6.96 60
PA6-4.5 6.0*1.0 6 4 2.7 6.92 30 PA12.5-10 12.5*1.2 12.5 10 1.5 3.89 60
PA6-3 6.0*1.5 6 3 4.4 11.36 30 PA12.5-9.5 12.5*1.5 12.5 9.5 1.8 4.84 60

PA6.5-4 6.5*1.25 6.5 4 3.1 8.30 30 PA12.5-9.1 12.5*1.7 12.5 9.1 2.0 5.59 60
PA6-2 6.2*2.0 6 2 6.7 16.74 30 PA14-11 14.0*1.5 14 11 1.6 4.22 75

PA6.5-4.5 6.5*1.0 6.5 4.5 2.4 6.40 30 PA14-10 14.0*2.0 14 10 2.2 5.83 75
PA8-6 8.0*1.0 8 6 1.9 5.00 40 PA15-13 15.0*1.0 15 13 1.0 2.53 90
PA7-5 7.0*1.0 7 5 2.2 5.90 40 PA15-12 15.0*1.5 15 12 1.5 3.92 90

PA7-5.5 8.0*1.25 8 5.5 2.5 6.42 40 PA16-13 16.0*1.5 16 13 1.2 3.65 100
PA8-5 8.0*1.5 8 5 3.1 8.00 40 PA16-12 16.0*2.0 16 12 1.9 5.00 100

PA8.7-6.7 8.7*1.0 8.7 6.7 1.52 4.60 40 PA18-15 18.0*1.5 18 15 1.2 3.21 100
PA8-4 8.0*2.0 8 4 4.5 11.43 40 PA18-14 18.0*2.0 18 14 1.7 4.40 100
PA9-6 9.0*1.5 9 6 2.7 6.92 40 PA20-16 20.0*2.0 20 16 1.5 3.92

PA10-8 10.0*1 10 8 1.5 3.91 60 PA22-18 22.0*2.0 22 18 1.3 3.54
PA10-7.5 10.0*1.2 10 7.5 1.9 4.98 60

   More information please check www.strongflex.com
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7.PNEUMATIC TUBE & AUTO HOSE

AIR BRAKE TUBE SAE J844 TYPE A / TYPE B 

Construction:
Material: 
Type A – Single-wall extruded Nylon (polyamide)
Type B – Nylon (polyamide) core, fiber reinforcement,
Nylon (polyamide) cover/sheath
Operating Parameters
Temperature Range: -40˚F (-40˚C) to +200˚F (93˚C)
Working Pressure: 150 psi (10.3 bar)

Product Features:
● 100% Pressure Tested
● Excellent UV Stability
● Abrasion Resistant
● Kink Resistant
● Increased dimensional stability
● Reduced manufacturing and labor costs
● Less downtime due to kinking failures
● Tubing maintains extended dimensional integrity

Type A 

Item Code Size
O.D I.D Wall Thickness B.P R Weight

inch mm mm mm psi bar mm kg
SAE J844-A-2 1/8" 3.2 2.0 0.6 1000 69.0 9.4 1.51

SAE J844-A-2.3 5/32" 4.0 2.3 0.8 1200 82.7 12.7 2.54
SAE J844-A-3 3/16" 4.8 3.0 0.9 1200 82.7 19.1 3.43
SAE J844-A-4 1/4" 6.4 4.3 1.0 1200 82.7 25.4 5.4
SAE J844-A-5 5/16" 7.9 5.9 1.0 1000 69.0 31.8 3.49

Type B

Item Code Size
O.D I.D Wall Thickness B.P R Weight

inch mm mm mm psi bar mm kg
SAE J844-B-6 3/8" 9.5 6.4 1.6 1400 96.5 38.1 5.98
SAE J844-B-9 1/2" 12.7 9.6 1.6 950 65.5 50.8 8.67

SAE J844-B-11 5/8" 15.9 11.2 2.3 900 62.1 63.5 7.79
SAE J844-B-14 3/4" 19.1 14.4 2.3 800 55.2 76.2 9.56

   More information please check www.strongflex.com

7.1 PNEUMATIC NYLON TUBE  



7.PNEUMATIC TUBE & AUTO HOSE

PNEUMATIC PU TUBE

Construction:
Material:Polyurethane
Characteristic:
Has excellent flexibility,the bevelling radius is small;Good anti-knocking property;The nature is light;The operating
temperature and the workingpressure scope is wide;Hasthe excellent chemical properties,the pressure loss is
minimum;Degree of hardness is constant,the service life is long;Non-toxic,tasteless;Custom-made color is doable,easy 
pipeline recognition,Confore to the ROHS environmental protection requirement.

Item Code

I.D O.D W.P W.P B.P kg R L

mm mm bar psi bar kg/reel mm m/roll

PU2030 2 3 10 145 32 1.4 8 200
PU2540 2.5 4 10 145 32 2.3 10 200
PU3050 3 5 10 145 32 3.6 8 200
PU4060 4 6 8 116 24 4.3 15 200
PU5080 5 8 10 145 32 4.2 20 100
PU5580 5.5 8 8 116 24 3.7 20 100
PU6510 6.5 10 8 116 24 6.1 25 100
PU8012 8 12 8 116 24 8.2 35 100
PU1014 10 14 8 116 24 9.4 45 100
PU1216 12 16 8 116 24 11.3 70 100
PU1316 13 16 6 87 18 8.9 80 100
PU1/8 2 3.2 10 145 32 1.6 8 200

PU5/32 2.5 4 10 145 32 2.3 10 200
PU1/4 4.6 6.4 8 116 24 4.2 15 200

PU5/16 5 8 10 145 32 4.2 20 100
PU3/8 6.5 9.6 8 116 24 5.1 25 100
PU1/2 9.6 12.6 8 116 24 6.7 35 100

   More information please check www.strongflex.com
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PU/PA COIL HOSE 

Construction：                                                                                                                                               
Material: nylon, Polyurethane                                                                                                                           
Application：
used for air brake,automated machinery,coating machinery,all kinds of
pneumatic tools,pneumatic & hydraulic machinery,construction and 
various pneumatic tools.Polyether based PU tube is hydrolysis-
resistant,anti-bacterial & anti-fungous,and it can be used for 
gardening,cleaning,water hoses and other purposes.

Characteristic:
●  Good elasticity,it is easy to operate,save space
●  Absorbing impact and reduce the hose to rub
●  Custom made specification and size available
●  Non-toxic,smelless
●  Excellent flexibility,bending radius is small
Temperature： -40℃  (-104 ℉  )  to +90℃  (+140 ℉  )
PU Coil Hose

PU COIL HOSE
Item Code

I.D O.D W.P W.P B.P B.P L

mm mm bar psi bar psi m/pc
PUC508060 5 8 116 8 348 24.0 6
PUC508090 5.0 8 116 8 348 24.0 9
PUC508012 5 8 116 8 348 24.0 12
PUC508015 5 8 116 8 348 24.0 15
PUC651060 7 10 116 8 348 24.0 6
PUC651090 6.5 10 116 8 348 24.0 9
PUC651012 6.5 10 116 8 348 24.0 12
PUC651015 7 10 116 8 348 24.0 15
PUC801260 8 12 116 8 348 24.0 6
PUC801290 8 12 116 8 348 24.0 9
PUC801212 8 12 116 8 348 24.0 12
PUC801215 8 12.0 116 8 348 24.0 15
PUC121612 12.0 16 116 8 348 24.0 12
PUC121615 12.0 16.0 116 8 348 24.0 15

NYLON COIL HOSE 
Item Code

I.D O.D W.P W.P B.P B.P L

mm mm bar psi bar psi m/pc
PACH460 4 6 276 19 827 57.0

3m,6m,9m,12
m,15m

PACH680 6.0 8 276 19 827 57.0
PACH710 7 10 276 19 827 57.0
PACH912 9 12 276 19 827 57.0

   More information please check www.strongflex.com
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