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3. PVC HOSE 3.1 PVC Fiber Reinforced Hose

Strongflex PVC fiber reinforced Hose

Construction:                                                              

Tube: Non-toxic flexible PVC
Reinforcement: high tensile polyester fibre
Cover: Non-toxic flexible PVC

Application:                                                                                                                

PVC fibre reinforced hose is used for conveying water, oil, gas under normal working 
condition in the factory, farm, ship, building and family. The hose used for foodstuffs is 
made of special food grade material, It can also be used for conveying milk, beverage, 
distilled liquor, beer, jam and other foods, It can be used as PVC shower hose too.

Characteristic:                                                                                                            

Flexible, transparent, durable, non-toxic, without odor
Anti-erosion and anti-abrasion
Adding colorful symbol lines on the surface of the hose   

Temperature:  
-10°C(-50°F)to + 65°C  (+ 150°F)

More information, please check www.strongflex.com P1

PFH-05 13/64" 5 9 116 8 363 25 100 5.8 0.012

PFH-06 1/4" 6 10 145 10 435 30 100 6.6 0.015

PFH-06B 1/4" 6 11 145 10 435 30 100 8.8 0.018

PFH-06C 1/4" 6 12 145 10 435 30 100 11.2 0.019

PFH-08 5/16" 8 12 145 10 435 30 100 8.3 0.019

PFH-08B 5/16" 8 13 145 10 435 30 100 10.9 0.025

PFH-08C 5/16" 8 14 145 10 435 30 100 13.7 0.029

PFH-09 3/8" 9 13 131 9 392 27 100 9.1 0.025

PFH-09B 3/8" 9 14 131 9 392 27 100 11.9 0.029

PFH-10 13/32" 10 14 116 8 348 24 100 9.9 0.029

PFH-10B 13/32" 10 15 116 8 348 24 100 13 0.032

PFH-10C 13/32" 10 16 116 8 348 24 100 16.2 0.038

PFH-12 1/2" 12 16 102 7

It em  
Code

I.D O.D W.P. B.P. Lengt h Weight Volum e

inch m m m m psi bar ps i bar m /r oll kg/r oll m 3

305 21 100 11.6 0.038

PFH-12B 1/2" 12 17 102 7 305 21 100 15 0.042

PFH-12C 1/2" 12 18 131 9 392 27 100 18.7 0.045

PFH-13 1/2" 13 17 87 6 261 18 100 12.4 0.042

PFH-13B 1/2" 13 18 87 6 261 18 100 16.1 0.045

PFH-13C 1/2" 13 19 116 8 348 24 100 19.9 0.052
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Note: Other size and wall thickness can be produced as customers’ requests. 
OEM brand service for free. 

Strongflex PVC fiber reinforced Hose

3. PVC HOSE 3.1 PVC Fiber Reinforced Hose

PFH-15 5/8" 15 19 87 6 261 18 50 7.05 0.03

PFH-15B 5/8" 15 20 102 7 305 21 50 9.05 0.03

PFH-15C 5/8" 15 21 116 8 348 24 50 11.2 0.03

PFH-16 5/8" 16 20 73 5 218 15 50 7.45 0.03

PFH-16B 5/8" 16 21 102 7 305 21 50 9.6 0.03

PFH-16C 5/8" 16 22 116 8 348 24 50 11.8 0.031

PFH-19 3/4" 19 23 58 4 174 12 50 8.7 0.043

PFH-19B 3/4" 19 24 58 4 174 12 50 11.15 0.043

PFH-19C 3/4" 19 25 102 7 305 21 50 13.7 0.045

PFH-19C 3/4" 19 26 116 8 348 24 50 16.3 0.05

PFH-22 7/8" 22 27 73 5 218 15 50 12.7 0.056

PFH-22B 7/8" 22 28 87 6 261 18 50 15.55 0.058

PFH-22C 7/8" 22 29 87 6 261 18 50 18.5 0.058

PFH-22C 7/8" 22 30 102 7 305 21 50 21.55 0.058

PFH-25 1" 25 30 58 4 174 12 50 14.25 0.068

PFH-25B 1" 25 31 73 5 218 15 50 17.4 0.072

PFH-25C 1" 25 32 73 5 218 15 50 20.65 0.077

PFH-25D 1" 25 33 87 6 261 18 50 24.05 0.079

PFH-32 1-1/4" 32 39 58 4 174 12 40 20.6 0.119

PFH-32B 1-1/4" 32 40 73 5 218 15 40 23.88 0.119

PFH-32C 1-1/4" 32 41 73 5 218 15 40 27.24 0.103

PFH-32D 1-1/4" 32 42 73 5 218 15 40 30.68 0.103

PFH-38 1-1/2" 38 45 58 4 174 12 40 24.08 0.151

PFH-38B 1-1/2" 38 46 58 4 174 12 40 27.84 0.151

PFH-38C 1-1/2" 38

It em  
Code

I.D O.D W.P. B.P. Lengt h Weight Volum e

inch m m m m psi bar ps i bar m /r oll kg/r oll m 3

48 58 4 174 12 40 35.64 0.155

PFH-50 2" 50 58 44 3 131 9 40 35.8 0.198

PFH-50B 2" 50 59 58 4 174 12 40 40.68 0.198

PFH-50C 2" 50 60 58 4 174 12 40 45.6 0.198

PFH-50D 2" 50 62 58 4 174 12 40 55.72 0.209

PFH-64 2-1/2" 64 78 58 4 174 12 40 82.4 0.304

PFH-75 3" 75 90 58 4 174 12 40 102.6 0.35

More information, please check www.strongflex.com P2
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3. PVC SERIES 3.1 PVC Fiber Reinforced Hose

Strongflex PVC Garden Hose

Construction:                                                              

Tube: Non-toxic flexible PVC
Reinforcement: high tensile polyester fibre
Cover: Non-toxic flexible PVC

Application:             
                                                                                                   
Being widely used for garden watering and car washing, household cleaning, in the parks, 
community, factories and families.  

Characteristic:                                                                                                            

High pressure resistance, no leakage;
Anti-abrasion,Anti- UV, long working life;
Non toxic, Without odor;
Lightweight and flexible, easy to coil  ;

Temperature:   
-10°C(-50°F)to + 65°C  (+ 150°F)

PGH-10 3/8" 10 14 116 8 348 24 5.05 0.016 50.0 

PGH-11 1/2" 11 15 116 8 348 24 1.64 0.008 15.0 

PGH-12A 1/2" 12 15.4 87 6 261 18 0.74 0.004 7.5 

PGH-12B 1/2" 12 15.4 87 6 261 18 1.47 0.006 15.0 

PGH-12C 1/2" 12 15.4 87 6 261 18 1.96 0.01 20.0 

PGH-12D 1/2" 12 15.4 87 6 261 18 2.21 0.009 22.5 

PGH-12E 1/2" 12 15.4 87 6 261 18 2.94 0.009 30.0 

PGH-12F 1/2" 12 16 102 7 304.5 21 5.9 0.022 50.0 

PGH-12G 1/2" 12 16 102 7 304.5 21 10.74 0.033 91.0 

PGH-12H 1/2" 12 16 102 7 304.5 21 11.8 0.033 100.0 

PGH-

Par t  No. 
I.D  O.D W.P. B.P. Weight Volum e Lengt h

inch m m m m psi Bar ps i Bar kg/r oll m 3 m /r oll

15A 5/8" 15 20 87 6 290 20 9.2 0.026 50.0 

PGH-15B 5/8" 15 19 87 6 290 20 3.58 0.017 25.0 

PGH-15C 5/8" 15 19 87 6 290 20 4.29 0.016 30.0 

PGH-16A 5/8" 16 21 73 5 261 18 1.95 0.008 10.0 

PGH-16B 5/8" 16 21 73 5 261 18 5.85 0.022 30.0 

PGH-16C 5/8" 16 21 73 5 261 18 9.75 0.032 50.0 

PGH-19 3/4" 19 23 73 5 217.5 15 3.54 0.018 20.0 

PGH-19B 3/4" 19 23 73 5 217.5 15 5.31 0.026 30.0 

PGH-19C 3/4" 19 23 73 5 217.5 15 8.85 0.045 50.0 

PGH-25 1" 25 30 44 3 130.5 9 14.45 0.06 50.0 

More information, please check www.strongflex.com P3
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Strongflex PVC LPG Gas Hose

Construction:    
                                                          
Tube: High quality flexible PVC
Reinforcement: Polyester fiber, textile Yarn
Cover: high quality PVC material, abrasive resistant

Application:            
                                                                                                    
Being used for conveying gas and liquid under low pressure. Specially suitable for LPG in 
family.

Characteristic:        
                                                                                                    
Being made from goo quality PVC and rubber compound, the hose is flexible, elastic, safe and 
easy to seal.

Temperature:   
-10°C(-50°F)to + 65°C  (+ 150°F)

3. PVC HOSE 3.1 PVC Fiber Reinforced Hose

Par t  No. 
I.D  O.D W.P. B.P. Weight Volum e Lengt h

inch m m m m psi Bar ps i Bar kg/r oll m 3 m /r oll

PGAS-06 1/4" 6 11 290 20 870 60 8.81 0.038

PGAS-09 5/16" 8 13.5 290 20 870 60 11.4 0.065

PGAS-10 3/8" 10 16 290 20 870 60 12.95 0.075

PGAS-13 1/2" 13 20 290 20 870 60 16.06 0.085

PGAS-16 5/8" 16 25 290 20 870 60 11.81 0.056

PGAS-19 3/4" 19 28 217.5 15 652.5 45 16.32 0.057

PGAS-25 1" 25 34 217.5 15 652.5 45 27.51 0.09

100

100

100

100

50

50

50

Note: Other size and wall thickness can be produced as customers’ requests. 
OEM brand service for free. 

More information, please check www.strongflex.com P4
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Strongflex PVC Air Hose

Construction:   
                                                           
Tube: Non-toxic flexible PVC
Reinforcement: 1 ply or 2 ply high tensile polyester braiding 
Cover: high quality PVC material, abrasive resistant

Application:           
                                                                                                     
The PVC air hose is widely used in pneumatic tools,  air compressors, Rock drill, automated 
air line, air supply, cleaning equipment, construction equipment and so on.       

Characteristic:                                                                                                            

Being made from goo quality PVC and rubber compound, the hose is flexible, elastic, safe and 
easy to seal.

Temperature:  
 -10°C(-50°F)to + 65°C  (+ 150°F)

3. PVC SERIES 3.1 PVC Fiber Reinforced Hose

Par t  No. 
I.D  O.D W.P. B.P. Lengt h Weight Volum e

inch m m m m psi Bar ps i Bar m /r oll kg/r oll m 3

PAH-06 1/4" 6.4 12 290 870 60 100 10.8 0.024

PAH-08 5/16" 8 14 290 870 60 100 13 0.026

PAH-10 3/8" 10 16 290 870 60 100 16.5 0.041

PAH-13 1/2" 13 20 290 870 60 50 12.2 0.029

PAH-16 5/8" 16 25 290 870 60 50 19.6 0.04

PAH-19 3/4" 19 28 290 870 60 50 24 0.056

PAH-25 1" 25 34 218 653 45 50 30 0.094

PAH-32 1-1/4" 32 44 218 653 45 50 48 0.166

PAH-38 1-1/2" 38 50 218 653 45 50 56 0.271

PAH-50 2" 50 64 145 435 30 50 84.6 0.375

20

20

20

20

20

20

15

15

15

10

More information, please check www.strongflex.com P5
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Strongflex PVC Spray Hose

Characteristic:                                                                                                            

Being made of tough PVC materials;
High tensile polyester braiding;
Light weight, flexible, durable, anti-erosion;
Good flexibility and Non-kinking.

Application:      
     
The hose is widely used in high pressure washer, air compressors and pneumatic tools.  In 
agriculture, the high pressure PVC spray hose is used for spraying of pesticide, fungicide, 
fertilizer solution.     

Temperature:  
 -10°C(-50°F)to + 65°C  (+ 150°F)

3 Layers Pressure Spray Hose

Construction:   
                                                           
Tube: Non-toxic flexible PVC;
Reinforcement: 1 ply high tensile polyester fibre  braiding with 2 layers PVC; 
Cover: high quality anti-UV, anti-aging  PVC material.

3. PVC HOSE 3.2 PVC Pressure Spray Hose

Par t  No. 
I.D  O.D W.P. B.P. Lengt h Weight Volum e

inch m m m m psi Bar ps i Bar m /r oll kg/r oll m 3

PSH-06C 1/4" 6.5 12.0 899 62 2683 185 100 0.110 0.015

PSH-08C1 5/16" 8.0 13.5 870 60 2610 180 100 0.135 0.024

PSH-08C2 5/16" 8.0 14.0 870 60 2610 180 100 0.135 0.028

PSH-08C3 5/16" 8.5 14.0 870 60 2610 180 100 0.13 0.028

PSH-10C 3/8" 10.0 16.0 798 55 2393 165 100 0.165 0.038

PSH-13C 1/2" 13.0 19.0 725 50 2175 150 100 0.22 0.058

Note: Other size and wall thickness can be produced as customers’ requests. 
OEM brand service for free. 

More information, please check www.strongflex.com P6
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Strongflex 5 Layers PVC Spray Hose

Construction:   
                                                           
Tube: Non-toxic flexible PVC;
Reinforcement: 2 ply high tensile polyester fibre  braiding with 3 layers PVC; 
Cover: high quality anti-UV, anti-aging  PVC material.

3. PVC HOSE 3.2 PVC Pressure Spray Hose

Note: Other size and wall thickness can be produced as customers’ requests. 
OEM brand service for free. 

More information, please check www.strongflex.com P7

Par t  No. 
I.D  O.D W.P. B.P. Lengt h Weight Volum e

inch m m m m psi Bar ps i Bar m /r oll kg/r oll m 3

PSH-06B 1/4" 6.5 12.0 870 60 2610 180 100 11.26 0.017

PSH-08B1 5/16" 8.0 13.5 870 60 2610 180 100 13.09 0.032

PSH-08B2 5/16" 8.0 14.0 870 60 2610 180 100 14.61 0.033

PSH-08B3 5/16" 8.5 14.0 870 60 2610 180 100 13.70 0.033

PSH-10B 3/8" 10.0 16.0 725 50 2175 150 100 17.27 0.04

PSH-13B 1/2" 13.0 19.0 725 50 2030 140 100 21.25 0.052

Construction:   
                                                           
Tube: Non-toxic flexible PVC;
Reinforcement: Full dense cotton yarn braided with 2 layers PVC; 
Cover: high quality anti-UV, anti-aging  PVC material.

Strongflex Full Dense Braided High Pressure Spray Hose

Par t  No. 
I.D  O.D W.P. B.P. Lengt h Weight Volum e

inch m m m m psi Bar ps i Bar m /r oll kg/r oll m 3

PSH-06C 1/4" 6.5 12.0 899 62 2683 185 100 0.110 0.015

PSH-08C1 5/16" 8.0 13.5 870 60 2610 180 100 0.135 0.024

PSH-08C2 5/16" 8.0 14.0 870 60 2610 180 100 0.135 0.028

PSH-08C3 5/16" 8.5 14.0 870 60 2610 180 100 0.13 0.028

PSH-10C 3/8" 10.0 16.0 798 55 2393 165 100 0.165 0.038

PSH-13C 1/2" 13.0 19.0 725 50 2175 150 100 0.22 0.058
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3. PVC SERIES 3.3 PVC Steel Wire  Hose

Strongflex PVC Steel Wire Hose

Construction:

Tube & cover: transparent PVC
Reinforcement: steel wire spiral, the cooper wire can be insert when customer request. 

Application:

Widely used for suction and discharge of water, oil and powdery articles in the industries, 
agriculture, engineering, foodstuffs and sanitation lines, the hose used for foodstuffs is 
made of special food grade PVC. It is non-toxic,light,without odor and transparent. 

The food grade PVC steel wire spring hose can be used for conveying milk, beverage, 
distilled liquor, beer, jam and other foods. We can also insert the cooper wire into hose. 

This hose can avoid the block of the flowing in the hose due to static, and protect users 
from getting electric shock or electric current impingement.

Characteristics:

1.Lightweight,flexible with small bending radius.
2.Durable against the external impact, chemical and climate
3.Transparent, easy to check the contents.
4.Anti-UV,anti-aginglong working life

Temperature : 
-10℃ (-50℉ ) to 65℃ (+150℉ ) 

More information, please check www.strongflex.com P8

SWH0611 1/4" 6 11 -15 -1 160 11 479 33 10.00 10.00 0.028

SWH0814 5/16" 8 14 -15 -1 160 11 479 33 15.50 15.50 0.039

SWH0914 3/8" 9 14 -15 -1 145 10 435 30 13.50 13.50 0.027

SWH1015 3/8“ 10 15 -15 -1 145 10 435 30 14.70 14.70 0.041

SWH0915 3/8" 9 15 -15 -1 160 11 479 33 17.00 17.00 0.029

SWH1016 3/8“ 10 16 -15 -1 160 11 479 33 18.40 18.40 0.045

SWH1217 1/2" 12 17 -15 -1 131 9 435 30 17.10 17.10 0.044

SWH1218 1/2" 12 18 -15 -1 145 10 435 30 21.20 21.20 0.049

SWH1620 5/8" 16 20 -15 -1 116 8 290 20 17.00 17.00 0.061

SWH1623 5/8" 16 23 -15 -1 131

Part No. 
I.D O.D Vacuum W.P. B.P. Length Weight Volume

inch mm mm psi bar psi bar psi bar kg/roll kg/roll m3

9 435 30 32.10 32.10 0.063
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3. PVC SERIES 3.3 PVC Steel Wire  Hose

Strongflex PVC Steel Wire Hose

Note: Other size and wall thickness can be produced as customers’ requests. 
OEM brand service for free. 

More information, please check www.strongflex.com P9

SWH1926 3/4" 19 26 -15 -1 145 10 435 30 18.55 18.55 0.052

SWH1925 3/4" 19 25.5 -15 -1 116 8 290 20 17.05 17.05 0.05

SWH2533 1" 25 33 -15 -1 145 10 363 25 27.30 27.30 0.085

SWH2529 1" 25 29 -15 -1 102 7 290 20 12.70 12.70 0.065

SWH2530 1" 25 30 -15 -1 102 7 290 20 16.20 16.20 0.069

SWH2532 1" 25 32 -15 -1 102 7 290 20 23.50 23.50 0.078

SWH3241 1-1/4" 32 41 -15 -1 102 7 290 20 30.96 30.96 0.106

SWH3236 1-1/4" 32 36 -15 -1 73 5 276 19 16.00 16.00 0.124

SWH3241 1-1/4" 32 41.6 -15 -1 87 6 290 20 44.10 44.10 0.13

SWH3848 1-1/2" 38 48 -15 -1 87 6 261 18 40.52 40.52 0.154

SWH3844 1-1/2" 38 44 -15 -1 73 5 232 16 28.95 28.95 0.161

SWH3845 1-1/2" 38 45.5 -15 -1 87 6 261 18 36.85 36.85 0.173

SWH3846 1-1/2" 38 46.4 -15 -1 87 6 261 18 41.75 41.75 0.184

SWH5062 2" 50 62 -15 -1 73 5 232 16 67.52 67.52 0.276

SWH5055 2" 50 55.6 -15 -1 73 5 145 10 37.15 37.15 0.258

SWH5057 2" 50 57.2 -15 -1 73 5 203 14 48.45 48.45 0.268

SWH5058 2" 50 58.2 -15 -1 73 5 203 14 55.70 55.70 0.273

SWH5060 2" 50 60 -15 -1 73 5 218 15 69.10 69.10 0.289

SWH6380 2-1/2" 63 80 -15 -1 73 5 203 14 94.47 94.47 0.33

SWH6475 2-1/2" 64 75 -15 -1 58 4 145 10 79.20 79.20 0.37

SWH6476 2-1/2" 64 76 -15 -1 58 4 145 10 87.04 87.04 0.37

SWH6477 2-1/2" 64 77 -15 -1 58 4 145 10 94.96 94.96 0.389

SWH7581 3" 75 91 -15 -1 73 5 189 13 103.20 103.20 0.436

SWH7587 3" 75 87 -15 -1 58 4 145 10 100.72 100.72 0.681

SWH7589 3" 75 89 -15 -1 58 4 145 10 118.96 118.96 0.715

SWH102112 4" 102 112 -15 -1 44 3 145 10 175.68 175.68 0.667

SWH102114 4" 102 114 -15 -1 44 3 145 10 103.77 103.77 0.676

SWH102115 4" 102 115 -15 -1 44 3 145 10 112.95 112.95 0.706

SWH102118 4" 102 118

Part No. 
I.D O.D Vacuum W.P. B.P. Length Weight Volume

inch mm mm psi bar psi bar psi bar kg/roll kg/roll m3

-15 -1 44 3 145 10 140.91 140.91 0.716

SWH127143 5" 127 143 -15 -1 44 3 145 10 118.70 118.70 1.243

SWH152170 6" 152 170 -15 -1 44 3 145 10 81.90 81.90 0.765

SWH180196 7" 180 196 -15 -1 44 3 145 10 85.01 85.01 1.156

SWH200224 8" 200 224 -15 -1 44 3 145 10 143.79 143.79 1.426
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3. PVC SERIES 3.4 PVC Rigid Helix Suction  Hose

Strongflex PVC Rigid Helix Suction Hose

Construction:

Wall: High quality plasticizer PVC,
Smooth flat surface or corrugation surface . 
Reinforcement: Rigid PVC helix

Character:

Anti-abrasion,anti-corrosion,anti-aging
Super flexible, small bending radius, light weight
Smooth tube and excellent water supply and draining efficiency
High abrasion resistance and easy to transfer power 

Temperature range:  -10℃ to +65℃ ( 14℉ to 150℉ )

SDH1923 3/4" 19 2.0 23 8 116 24 348 0.23 0.108

SDH1924 3/4" 19 2.5 24 8 116 24 348 0.25 0.108

SDH1925 3/4" 19 3.0 25 9 131 27 392 0.28 0.108

SDH2529 1" 25 2.0 29 8 116 24 348 0.29 0.108

SDH2530 1" 25 2.5 30 8 116 24 348 0.32 0.108

SDH2531 1" 25 3.0 31 9 131 27 392 0.35 0.108

SDH3236 1-1/4" 32 2.0 36 7 102 21 305 0.35 0.147

SDH3237 1-1/4" 32 2.5 37 7 102 21 305 0.38 0.147

SDH3238 1-1/4" 32 3.0 38 8 116 24 348 0.4 0.147

SDH3239 1-1/4" 32 3.5 39 9 131 27 392 0.45 0.147

SDH3240 1-1/4" 32 4.0 40

Par t  No. 
I.D  W.T. O.D W,P, B.P. Weight Volum e

inch m m m m m m Bar psi Bar ps i kg/m m 3

9 131 27 392 0.55 0.147

SDH3842 1-1/2" 38 2.0 42 6 87 18 261 0.45 0.147

SDH3843 1-1/2" 38 2.5 43 6 87 18 261 0.5 0.147

SDH3844 1-1/2" 38 3.0 44 7 102 21 305 0.55 0.147

SDH3845 1-1/2" 38 3.5 45 7 102 21 305 0.6 0.147

SDH3846 1-1/2" 38 4.0 46 7 102 21 305 0.8 0.147

SDH3848 1-1/2" 38 5.0 48 7 102 21 305 0.9 0.147

More information, please check www.strongflex.com P10
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3. PVC SERIES 3.4 PVC Rigid Helix Suction  Hose

Strongflex PVC Rigid Helix Suction Hose

More information, please check www.strongflex.com P11

SDH5054 2" 50 2 54 5 73 15 218 0.55 0.18 

SDH5055 2" 50 2.5 55 5 73 15 218 0.65 0.18 

SDH5056 2" 50 3 56 6 87 18 261 0.70 0.18 

SDH5058 2" 50 4 58 6 87 18 261 1.00 0.18 

SDH6369 2-1/2" 63 3 69 5 73 15 218 0.88 0.27 

SDH6370 2-1/2" 63 3.5 70 5 73 15 218 0.95 0.27 

SDH6371 2-1/2" 63 4 71 6 87 18 261 1.20 0.27 

SDH7581 3" 75 3 81 4 58 12 174 1.16 0.42 

SDH7583 3" 75 4 83 4 58 12 174 1.45 0.42 

SDH7585 3" 75 5 85 5 73 15 218 1.70 0.42 

SDH7587 3" 75 6 87 6 87 18 261 1.85 0.42 

SDH100108 4" 100 4 108 4 58 12 174 1.95 0.88 

SDH100110 4" 100 5 110 5 73 15 218 2.30 0.88 

SDH100112 4" 100 6 112 5 73 15 218 2.90 0.88 

SDH100114 4" 100 7 114 6 87 18 261 3.20 0.88 

SDH110124 4" 100 12 124 7 102 21 305 6.00 0.88 

SDH125135 5" 125 5 135 4 58 12 174 3.00 0.88 

SDH125137 5" 125 6 137 4 58 12 174 3.30 0.88 

SDH125141 5" 125 8 141 5 73 15 218 4.70 0.88 

SDH150162 6" 150 6 162 4 58 12 174 3.60 1.85 

SDH150164 6" 150 7 164 4 58 12 174 5.00 1.85 

SDH150168 6" 150 9 168 5 73 15 218 6.30 1.85 

SDH150170 6" 150 10 170 5 73 15 218 7.20 1.85 

SDH200214 8" 200 7 214 4 58 12 174 

Par t  No. 
I.D  W.T. O.D W,P, B.P. Weight Volum e

inch m m m m m m Bar psi Bar ps i kg/m m 3

6.30 1.85 

SDH200216 8" 200 8 216 4 58 12 174 7.00 1.85 

SDH254270 10" 254 8 270 4 58 12 174 10.00 1.85 

SDH254274 10" 254 9 274 4 58 12 174 11.00 1.85 

SDH254280 10" 254 11 280 6 87 18 261 13.00 1.85 

SDH305321 12" 305 8 321 4 58 12 174 14.00 1.85 

SDH305325 12" 305 10 325 5 73 15 218 15.50 1.85 

SDH355375 14" 355 10 375 5 73 15 218 19.00 1.85 

Application:

Very ideally for conveying water, oil, and powder, abrasive mineral sands, gravel ,cement, 
chips, shavings, construction, agriculture and industrial service applications.

Note: Other size and wall thickness can be produced as customers’ requests. 
OEM brand service for free. 
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3. PVC SERIES 3.5 PVC Layflat  Hose

Strongflex Standard Layflat  Hose 4 Bar

More information, please check www.strongflex.com P12

Characters: 

Light weight, Good flexibility. 
Corrosion resistant, anti-aging.
Easy use & storage.
Different colors available.
Assemblies and/or cut lengths available.
Burst pressure 3 times working pressure. 
Non-toxic,Non-smell  

PVC Lay-flat hose 

is a tough water discharge hoses made with a PVC cover and reinforced polyester yarn. The 
high tensile polyester yarn provides great durability and strength in all working situations. it 
is highly durable while maintaining great flexibility and best suited for low – medium 
pressure applications. 

Application:

PVC layflat hose is designed for light and heavy duty applications, the hoses are most 
commonly used in agricultural equipment where continuous water flow through irrigation 
systems is required. Additional uses include water pump, pool & spa, construction, mines 
and marine.

Note: Other size and wall thickness can be produced as customers’ requests. 
OEM brand service for free. 

Par t  No. 
I.D  W.P. B.P. Lengt h Weight Volum e

inch m m psi Bar ps i Bar m /r oll kg/r oll m 3

LFHS20 3/4" 20 58 4 218 15 100 0.14 0.014

LFHS25 1" 25 58 4 218 15 100 0.15 0.019

LFHS32 1-1/4" 32 58 4 218 15 100 0.17 0.023

LFHS38 1-1/2" 38 58 4 218 15 100 0.21 0.026

LFHS51 2" 51 58 4 174 12 100 0.23 0.039

LFHS64 2.5" 64 58 4 174 12 100 0.32 0.047

LFHS76 3" 76 58 4 174 12 100 0.36 0.06

LFHS102 4" 102 58 4 174 12 100 0.55 0.083

LFHS125 5" 127 58 4 174 12 100 0.75 0.109

LFHS153 6" 153 58 4 174 12 100 0.9 0.141

LFHS203 8" 203 58 4 174 12 100 1.8 0.193

LFHS254 10" 254 58 4 174 12 50 2.6 0.178

LFHS305 12" 305 58 4 174 12 50 3.1 0.245
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3. PVC SERIES 3.5 PVC Layflat  Hose

Strongflex Medium Layflat  Hose 6 Bar

More information, please check www.strongflex.com P13

Par t  No. 
I.D. W.P. B.P. Lengt h Weight Volum e

inch m m psi bar ps i bar m /r oll kg/m m 3

LFHM19 3/4" 20 87 6 305 21 100 0.14 0.014

LFHM25 1" 25 87 6 305 21 100 0.17 0.019

LFHM32 1-1/4" 32 87 6 305 21 100 0.19 0.023

LFHM38 1-1/2" 38 87 6 305 21 100 0.24 0.026

LFHM40 1-1/2" 40 87 6 261 18 100 0.26 0.026

LFHM51 2" 51 87 6 261 18 100 0.3 0.039

LFHM64 2.5" 64 87 6 261 18 100 0.45 0.047

LFHM76 3" 76 87 6 261 18 100 0.5 0.06

LFHM102 4" 102 87 6 261 18 100 0.9 0.083

LFHM125 5" 127 87 6 261 18 100 1.1 0.109

LFHM153 6" 153 87 6 261 18 100 1.8 0.141

LFHM203 8" 203 87 6 261 18 100 2.8 0.193

Note: Other size and wall thickness can be produced as customers’ requests. 
OEM brand service for free. 

Construction:

Tube:  Extrude industrial grade PVC. 
Reinforcement: Reinforced with polyester yarn. 

Color available: 

black, grey, blue, yellow, red, etc

Application:
For suck or discharge large flow air, water, dust, mud, or chemical solvent for agriculture 
irrigation, industrial water, construction, hardware, garden tools, etc.

Temperature range: -5℃ to +65℃
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3. PVC SERIES 3.5 PVC Layflat  Hose

More information, please check www.strongflex.com P14

Strongflex Heavy Duty Layflat  Hose 8 Bar

Par t  No. 
I.D. W.P. B.P. Lengt h Weight Volum e

inch m m psi bar ps i bar m /r oll kg/m m 3

LFHH76-1 3" 76 116 8 348 24 50 0.66 0.03

LFHH102 4" 102 116 8 348 24 50 1 0.042

LFHH153 6" 153 116 8 348 24 50 2.2 0.071

LFHH203 8" 203 116 8 348 24 50 2.8 0.01

Strongflex Heavy Duty Layflat  Hose 10 Bar

Par t  No. 
I.D. W.P. B.P. Lengt h Weight Volum e

inch m m psi bar ps i bar m /r oll kg/m m 3

LFHH20 3/4" 20 145 10 435 30 50 0.15 0.007

LFHH25 1" 25 145 10 435 30 50 0.2 0.01

LFHH32 1-1/4" 32 145 10 435 30 50 0.21 0.012

LFHH38 1-1/2" 38 145 10 435 30 50 0.29 0.013

LFHH40 1-1/2" 40 145 10 435 30 50 0.3 0.013

LFHH45 1-3/4" 45 145 10 435 30 50 0.35 0.018

LFHH51-2 2" 51 145 10 435 30 50 0.42 0.02

LFHH64 2.5" 64 145 10 435 30 50 0.7 0.024

LFHH76-2 3" 76 145 10 435 30 50 0.85 0.03
LFHH102 4" 102 145 10 435 30 50 1.2 0.042

Material: 
high strength polyester filament and high quality PVC.

One step extrusion:
Parted the threads regularly and molded by plastic coated once.

Character: 
Acid & alkali resistant .
aging resistant, 
stretching resistant, 
anti-wrinkle, 
non-toxic.

Temperature range: -5ºC to +65 ºC
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3. PVC SERIES 3.5 PVC Layflat  Hose

More information, please check www.strongflex.com P15

Strongflex Heavy Duty TPU Layflat  Hose

Par t  No. 
I.D. W.P. B.P. Lengt h Weight  

Tens ile 
St r enght

inch m m psi bar ps i bar m /r oll kg/m kg

TDH064 2-1/2" 65+2 300 20 900 62 200 0.8 7500

TDH076 3" 76+2 250 17 750 51 200 0.98 8500

TDH089 3-1/2" 90+2 300 20 600 41 200 1.2 12000

TDH102 4" 102+2.5 180 12 540 37 200 1.4 13000

TDH115 4-1/2" 114+2.5 180 12 540 37 200 1.55 16000

TDH127 5" 127+2.5 160 11 480 33 200 1.7 17500

TDH150 6" 152+2.5 160 11 480 33 200 2 24500

Construction:                                                              

Tube: Thermoplastic polyurethane(TPU)
Cover: Thermoplastic polyurethane(TPU)
Reinforcement: High Strength Circular Woven Polyester Or Polyamide

Characteristic: 
                                                                                                           
Extra abrasion resistance, oil resistance
Acid and alkali resistance, corrosion resistance
Cold resistance, small flow resistance
Low coil volume for easy handling
Flexible in all weather conditions from -50 to +80 deg C  

Temperature: -55℃ (-131℉ ) to 80℃ (+176℉ ) 

Application:

TPU drag hose is designed for distribution of slurry and manure as fertilizer,Delivery of water 
in self-propelled machines for irrigation,

As for the superior abrasion resistance, the TPU drag hose is designed for distribution of 
slurry and manure as fertilizer,
delivery of water in self-propelled machines for irrigation.

Packing:

Generally the packing would be pallet or steel hose holder,Customized packing is also 
supported.
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3. PVC SERIES 3.6 PVC Clear Single  Hose

More information, please check www.strongflex.com P16

Strongflex Clear Single  Hose

Construction: Tube and Cover: PVC

Application:

PVC transparent hose is used for conveying water, oil, gas under normal working 
condition in factories, farm, ship, building and family. 

Characteristics:

Flexible, light, transparent
Food grade, non-toxic, without odor
Anti-erosion and anti-abrasion
Anti-aging,long working life

Temperature: -10℃ (-50℉ ) to 65℃ (+150℉ )

CPH-06 1/4" 6 8 21.75 1.5 65 4.5 3 0.02 100 

CPH-08 5/16" 8 10 21.75 1.5 65 4.5 4 0.02 100 

CPH-10 3/8" 10 12 21.75 1.5 65 4.5 5 0.03 100 

CPH-12 1/2" 12 15 14.5 1.0 44 3.0 4 0.02 50 

CPH-15 5/8" 16 18 14.5 1.0 44 3.0 5 0.03 50 

CPH-19 3/4" 19 22 14.5 1.0 44 3.0 6 0.03 50 

CPH-25 1" 25 30 14.5 1.0 44 3.0 14 0.07 50 

CPH-32 1-1/4" 32 38 14.5 1.0 44 3.0 17 0.11 40 

CPH-38 1-1/2" 38 44 14.5 1.0 44 3.

Par t  No. 
I.D  W.T. O.D W,P, B.P. Weight Volum e

inch m m m m m m Bar ps i Bar ps i kg/m m 3

0 20 0.15 40 

CPH-50 2" 50 58 14.5 1.0 44 3.0 36 0.26 40 

Note: Other size and wall thickness can be produced as customers’ requests. 
OEM brand service for free. STR
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