
3.0 AUTOMOTIVE HOSE 3.0 AUTOMOTIVE HOSE

Temperature: -40℃~+135℃ (-40℉～+275℉)
Tube: EPDM / CSM / IIR 
Barrier: PA / NYLON
Friction: EPDM / CSM / IIR
Reinforcement: PET / PVA
Cover: EPDM (CLOTH / SHEATH)

SAE J2064 A/C Hose-C (5 Layers )
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SAE J2064 A/C Hose-E(4 Layers )

Temperature: -40℃~+135℃ (-40℉～+275℉)
Barrier: PA / NYLON
Friction :EPDM / CSM / IIR
Reinforcement: PET / PVA
Cover: EPDM (CLOTH / SHEATH )

Code Size I.D O.D Wall Thickness Wall Diff. MAX.W.P. MAX.B.P. MIN.B.R Permeability
inch mm mm mm mm Mpa Psi Mpa Psi mm kg/m³/year

ACC-0819 5/16" 8.2±0.2 19.0±0.3 5.50 0.4 3.5 500 21 3000 55 1.9
ACC-1023 13/32" 10.5±0.2 23.0±0.3 6.20 0.4 3.5 500 21 3000 65 1.9
ACC-1325 1/2"A 13.0±0.2 25.4±0.3 6.20 0.4 3.5 500 22 3200 75 1.9
ACC-1323 1/2"B 13.0±0.2 23.0±0.3 5.00 3.5 500 22 3200 70 1.9
ACC-1628 5/8" 16.0±0.2 28.6±0.3 6.10 0.4 1.5 200 18 2600 85 1.9
ACC-0815 φ8 8.2±0.2 15.2±0.3 3.50 0.4 3.5 500 28 3300 55 1.9
ACC-1118 φ11.2 11.4±0.2 18.4±0.3 3.50 0.4 3.5 500 22 3200 70 1.9
ACC-1321 φ13 13.0±0.2 21±0.3 4.00 0.4 3.5 500 20 2900 75 1.9
ACC-1523 φ15.2 15.4±0.2 23±0.3 3.90 0.4 3.5 500 18 2600 85 1.9

0.4

Code Size I.D O.D Wall Thickness Wall Diff. MAX.W.P. MAX.B.P. MIN.B.R Permeability
inch mm mm mm mm Mpa Psi Mpa Psi mm kg/m³/year

ACE-0819 5/16" 8.2±0.2 19.0±0.3 5.50 0.4 3.5 500 21 3000 55 1.6
ACE-1023 13/32” 10.5±0.2 23.0±0.3 6.20 0.4 3.5 500 21 3000 65 1.6
ACE-1325 1/2"A 13.0±0.2 25.4±0.3 6.20 0.4 3.5 500 22 3200 70 1.6
ACE-1323 1/2"B 13.0±0.2 23.0±0.3 5.00 0.4 3.5 500 22 3200 70 1.6
ACE-1628 5/8" 16.0±0.2 28.6±0.3 6.10 0.4 1.5 200 18 2600 85 1.6
ACE-0815 φ8 8.2±0.2 15.2±0.3 5.50 0.4 3.5 200 21 3300 55 1.6
ACE-1118 φ11.2 11.4±0.2 18.4±0.3 6.20 0.4 3.5 500 21 3200 65 1.6
ACE-1220 Φ13 12.8±0.2 20.8±0.3 5.00 0.4 3.5 500 22 2900 70 1.6
ACE-1522 φ15.2 15.4±0.2 22.8±0.3 6.10 0.4 1.5 500 18 2600 85 1.6

Temperature: -40℃~+135℃ (-40℉～+275℉)
Tube: EPDM / CSM / IIR
Barrier:PA / NYLON
Friction:EPDM / CSM / IIR   
Reinforcement: PET / PVA 
Cover: EPDM / CLOTH

SAE J2064 A/C Hose-F (7 Layers)

SAE J2064 Refrigeration Hose 

Temperature:
-40℃~+140℃ (-40°F~+284°F)
Barrier: PA / NYLON
Friction: EPDM / CSM  / IIR   
Reinforcement: PET / PVA
Cover: EPDM / CLOTH
Application: Conveying Organic Solvents from Industrial Equipment

Code Size I.D O.D Wall Thickness Wall Diff. MAX.W.P. MAX.B.P. MIN.B.R Permeability
inch mm mm mm mm Mpa Psi Mpa Psi mm kg/m³/year

ACCS-0819 5/16" 8.2±0.2 19.0±0.3 5.50 0.4 3.5 500 22 3000 55 1.9
ACCS-1023 13/32" 10.5±0.2 23.0±0.3 6.20 0.4 3.5 500 22 3000 65 1.9
ACCS-1325 1/2"A 13.0±0.2 25.4±0.3 6.20 0.4 3.5 500 22 3200 75 1.9
ACCS-1323 1/2"B 13.0±0.2 23.0±0.3 5.00 0.4 3.5 500 22 3200 70 1.9
ACCS-1628 5/8" 16.0±0.2 28.6±0.3 6.10 0.4 1.5 200 18 2600 85 1.9

Code Size I.D O.D Wall Thickness Wall Diff. MAX.W.P. MAX.B.P. MIN.B.R Permeability
inch mm mm mm mm Mpa Psi Mpa Psi mm kg/m³/year

RIT-0815 5/16" 8.2±0.3 15.5±0.4 3.65 0.4 5 725 35 5000 60 1.6
RIT-1018 13/32" 10.7±0.4 18.8±0.5 4.05 0.4 5 725 30 4300 70 1.6
RIT-1321 1/2" 13.0±0.4 21.5±0.5 4.25 0.4 5 725 28 4000 75 1.6
RIT-1624 5/8" 16.1±0.4 24.1±0.5 4.00 0.4 5 725 28 4000 85 1.6
RIT-1827 3/4" 18.5±0.5 27.5±0.5 4.50 0.5 5 725 25 3600 100 1.6



3.0 AUTOMOTIVE HOSE 3.0 AUTOMOTIVE HOSE

CONSTRUCTION: 
Tube: Special rubber formula with perfectbrake fluid compatibility -EPDM
Reinforcement: High tensile braided fiber-PET
Cover: EPDM-synthetic rubber, Ribbed surface
TEMPERATURE: -40°C to +125°C
APPLICATION: Application: Truck 、car or Motor

SAEJ1401 Hydraulic Brake Hose
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SAE J1402 Air Brake Hose

Temperature: -40℃~+150℃ (-40℉～+300°F)
Tube: Special rubber formula with perfect brake fluid compatibility -NBR
Reinforcement: High tensile braided fiber-PET
Cover: EPDM-synthetic rubber
Surface: Smooth surface and cloth wrapped
Application: Truck  or  car

SAE J188 High Pressure Power Steering Hose

Temperature: -40℃~+150℃ (-40℉～+302℉)
Tube:Oil resistance synthetic rubber(CSM)
Reinforcement:High tensile fiber braided
Cover:Synthetic rubber with excellent aging resistance and weather ability 
Surface:Smooth surface and cloth wrapped

Code Diamension I.D. O.D. Wall Diff. MAX.B.P.
inch mm mm mm mm mpa Psi

HBH-3102 1/8" 3.2x10.2 3.35±0.20 10.20±0.30 0.25 70 10150
HBH-3105 1/8" 3.2x10.5 3.35±0.20 10.50±0.30 0.25 80 11600
HBH-3125 1/8" 3.2x12.5 3.35±0.20 12.50±0.30 0.25 70 10150
HBH-4125 3/16" 4.8x12.5 1.80±0.20 12.50±0.30 0.3 60 8700
HB6-6150 1/4" 6.3x15.0 6.30±0.20 15.0±0.30 0.3 50 7250

Code Size I.D O.D MAX.W.P. MAX.B.P.
inch mm mm Mpa Psi Mpa Psi

ABH-1017 3/8" 10±0.30 17.0±0.40 3.0 2100 18 8700
ABH-1019 3/8" 10±0.30 19.0±0.40 3.0 2100 18 8700
ABH-1322 1/2" 13±0.30 22.0±0.50 2.0 2100 12 8700
ABH-1624 5/8" 16±0.40 24.0±0.50 1.6 2100 9 8700

Code Size I.D O.D MAX.B.P.
inch mm mm Mpa Psi

HPSO-6314 1/4" 6.3±0.2 14.5±0.3 65~85 9400~12300
HPSO-8018 5/16” 8.0±0.2 18.0±0.4 65~85 9400~12300
HPSO-9518 3/8" 9.5±0.3 18.5±0.4 65~85 9400~12300
HPSO-9520 3/8" 9.5±0.3 20.0±0.4 65~85 9400~12300
HPSO-9818 13/32” 9.8±0.3 18.5±0.4 65~85 9400~12300
HPSO-9819 13/32" 9.8±0.3 19.8±0.4 65~85 9400~12300
HPSO-1020 13/32” 10.0±0.3 20.0±0.5 65~85 9400~12300
HPSO-1323 1/2" 13.0±0.5 23.0±0.5 65~85 9400~12300

Temperature: -40℃~+120℃ (-40F～+248℉)
Tube: NBR synthetic  rubber
Reinforcement:High tensile synthetic textile(PET)
Cover:High quality CSM rubber
Surface:Smooth surface and cloth wrapped

SAE J189 Low Pressure Power Steering Oil Hose

Code Size I.D O.D Concentricity MAX.B.P.
inch mm mm mm Mpa Psi

LPSO-9517 3/8" 9.5±0.2 17.0±0.3 <0.56 0.5~2.0 72.5~290.0
LPSO-1322 1/2" 13.0±0.2 22.0±0.4 <0.76 0.5~2.0 72.5~290.0
LPSO-1624 5/8" 16.0±0.4 24.0±0.5 <0.76 0.5~2.0 72.5~290.0

Temperature: -40℃~+170℃ (-40F～+330F)
Tube:High Performance Formula(AEM)
Reinforcement:High Tensile Braided Fiber
Cover:High Performance Synthetic Rubber(AEM) 
Surface:Smooth surface and cloth wrapped
Application:Transporting oil to automatic transmission fluid

SAE J1532 Oil  Cooler  Hose

Code Size I.D O.D MAX.W.P. MAX.B.P.
inch mm mm Mpa Psi Mpa Psi

OCH-0814 5/16” 8.0±0.20 14.0±0.30 2.06 300 10 1200
OCH-1017 13/32" 10.0±0.30 17.0±0.40 2.06 300 10 1200
OCH-1322 1/2" 13.0±0.40 22.0±0.50 2.06 300 8.27 1200

SAE J1403 Vacuum Brake Hose

Code
Size I.D O.D Wall Thickness. Wall Diff Max. Burst Pressure Min. 

inch mm mm mm  mm Mpa

VBH-1017 5/16" 8±0.30 14.0±0.40 3.0 0.3 2.4

VBH-1019 11/32" 9±0.30 17.0±0.40 4.0 0.3 2.4

VBH-1322 3/8" 10±0.30 17.0±0.40 3.5 0.3 2.4

VBH-1624 7/16" 11±0.40 19.0±0.40 4.0 0.3 2.4

VBH-1624 15/32" 12±0.40 19.0±0.40 3.5 0.3 2.4

Temperature: -40℃~+100℃
Tube: Special rubber formula with perfect brake fluid compatibility -NBR
Reinforcement: High tensile braided fiber
Cover: EPDM-synthetic rubber
Surface: Smooth surface and cloth wrapped
Application: power braking systems of vehicles or as connections on vacuum 
lines of vehicles or systems thereof
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CONSTRUCTION: 
Tube: NBR synthetic rubber
Reinforcement: High Tensile Braided
Cover: NBR and Environment Resistant Synthetic Rubber,Smooth surface and cloth 
wrapped
TEMPERATURE:  -40°C to +125°C
APPLICATION:  Gasoline, Diesel,Hydraulic and Machinery oil.and Lubricating oil , E10, 
E20,E55,E85 for passenger cars,diesel vehicles and other fuelsupply system .
STANDARD: SAEJ30R6/R7/DIN 73379 Type 2A

SAE J30R6/R7 Fuel Hose
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SAE J30R9 Fuel Injection Hose

CONSTRUCTION: 
Tube:FKM
Reinforcement:Aramid
Cover: ECO,Smooth Surface / cloth wrapped
TEMPERATURE:  -40°C to +150°C
APPLICATION:  auto and truck fuel injection systems.gasoline, diesel, bio-diesel 
,E-85Ehanol extended gasoline
STANDARD: SAE J30R9

CONSTRUCTION: 
Tube:Special rubber formula with perfect brake fluid compatibility
Reinforcement:High tensile synthetic yarn (Polyester)
Cover: Black smooth EPDM, with good heat, ozone and weather resistance
TEMPERATURE:  -30°C to +110°C
APPLICATION:  For conveyance of hot water predominantly in vehicles
STANDARD: SAE J20R3

SAE J20R3 Rubber Heater Hose

EPDM Radiator Hose

CONSTRUCTION: 
Tube:black EPDM
Reinforcement:high tensile textile cords.
Cover:black EPDM - heat, abrasion and ozone resistant.
TEMPERATURE:  -40°C to +121°C
APPLICATION:  Abrasion resistant, weather resistant and zone resistant. It is 
flexible, light in weight, anti-bending and less distortion.

Code Diamension O.D. Wall MAX.W.P. Length
Mpa psi Mpa psi m

MAX.B.P.
Inch mm mm

3/16" 5 11 3 2 300 6 900 100
1/4" 6.3 13 3.4 2 300 6 900 100

5/16" 8 15 3.5 2 300 6 900 100
3/8" 9.5 17 3.8 2 300 6 900 100

7/16" 11 18.4 3.7 2 300 6 900 100
1/2" 12.7 21 4.2 2 300 6 900 100

9/16" 14.3 22 3.85 2 300 6 900 100
5/8" 16 26 5 2 300 6 900 100
3/4" 19 29 5 2 300 6 900 100
7/8" 22 31 4.5 2 300 6 900 100
1" 25.4 36 5.3 2 300 6 900 100

FH-05
FH-06
FH-08
FH-09
FH-11
FH-12
FH-14
FH-16
FH-19
FH-22
FH-25

Code Diamension I.D. O.D. MAX.W.P. Length
Mpa psi Mpa psi m

MAX.B.P.
Inch mm mm
1/8" 3.2×9.0 3.0±0.15 9.0±0.2 2 300 8.3 1200 100

5/32" 4.0×10.0 4.0±0.15 10.0±0.2 2 300 8.3 1200 100
3/16" 4.8×11.0 4.8±0.2 11.0±0.4 2 300 8.3 1200 100
1/4" 6.3×12.7 6.3±0.3 12.7±0.3 2 300 8.3 1200 100

5/16" 8.0×14.0 8.0±0.3 14.0±0.4 2 300 8.3 1200 100
3/8" 9.5×16.0 9.5±0.3 16.0±0.5 2 300 8.3 1200 100

15/32" 12.0×19.0 12.0±0.3 19.0±0.5 2 300 8.3 1200 100
1/2" 12.7×20.0 12.7±0.4 20.0±0.5 2 300 8.3 1200 100
5/8" 16.0×24.0 16.0±0.4 24.0±0.50 2 300 8.3 1200 100
3/4" 19.0×28.8 19±0.4 28.8±0.5 2 300 8.3 1200 100
1" 25.4×35.0 25.4±0.4 35.0±0.6 2 300 8.3 1200 100

FIH--03
FIH--04
FIH--05
FIH--06
FIH--07
FIH--08
FIH--09
FIH--10
FIH--12
FIH--14
FIH--16

Code Diamension O.D. MAX.W.P. Length
Mpa psi Mpa psi m

MAX.B.P.
Inch mm mm
3/8" 10 17 1 150 8.3 1200 100
1/2" 13 21 2 300 8.3 1200 100
5/8" 16 24 2 300 8.3 1200 100
3/4" 19 27 2 300 8.3 1200 100
1" 25 34 2 300 8.3 1200 100

RHH--10
RHH--13
RHH--16
RHH--19
RHH--25

Code I.D. O.D. Wall Thickness MAX.W.P. Length
inch mm mm mm Mpa psi m

ERH-013 1/2" 13 21 4 0.5 75 1
ERH-016 5/8" 16 24 4 0.5 75 1
ERH-018 23/32" 18 26 4 0.5 75 1
ERH-020 13/16" 20 28 4 0.5 75 1
ERH-022 7/8" 22 30 4 0.5 75 1
ERH-025 1" 25 33 4 0.5 75 1
ERH-028 1-1/8" 28 36 4 0.5 75 1
ERH-030 1-3/16" 30 38 4 0.5 75 1
ERH-032 1-1/4" 32 40 4 0.5 75 1
ERH-035 1-3/8" 35 43 4 0.5 75 1
ERH-038 1-1/2" 38 48 5 0.5 75 1
ERH-040 1-9/16" 40 50 5 0.5 75 1
ERH-042 1-5/8" 42 52 5 0.5 75 1
ERH-045 1-3/4" 45 55 5 0.5 75 1
ERH-048 1-7/8" 48 58 5 0.5 75 1
ERH-051 2" 51 61 5 0.5 75 1
ERH-055 2-1/6" 55 65 5 0.5 75 1
ERH-057 2-1/4" 57 67 5 0.5 75 1
ERH-060 2-3/8" 60 70 5 0.5 75 1
ERH-063 2-1/2" 63 73 5 0.5 75 1
ERH-070 2-3/4" 70 80 5 0.5 75 1
ERH-076 3" 76 86 5 0.5 75 1
ERH-080 3-1/8" 80 90 5 0.5 75 1
ERH-090 3-1/2" 90 102 6 0.5 75 1
ERH-102 4" 102 114 6 0.5 75 1
ERH-110 4-5/16" 110 122 6 0.5 75 1
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CONSTRUCTION: 
Tube:100% High quality silicone
Reinforcement:4ply Polyester/Aramid/Glass fiber
Cover:silicon
TEMPERATURE:  -40°C to +220°C
APPLICATION:  Joining your intake pipe to the throttle body assembly, air metering 
assembly, intercooler, BOV pipe, or turbo inlet/outlet. Custom compressor, intercooler or 
inlet piping for turbo/supercharged 
car . Custom cold air intake for nonturbo car,Custom cold air intake for nonturbo car .These 
silicone parts can be used in trucks, recreational vehicles, boats, or anything else with an 
engine

SILICONE STRAIGHT TUBE
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SILICONE STRAIGHT TUBE REDUCER

CONSTRUCTION: 
Tube:100% High quality silicone
Reinforcement:4ply Polyester/Aramid/Glass fiber
Cover:silicon
TEMPERATURE:  -40°C to +220°C
APPLICATION:  Heating and Cooling Systems, CAC Charge-Air-Cooler (Hot & 
Cold side) , Turbo Charger Systems & Custom Compressor, Intercooler or Intake 
& Inlet Piping for turbo/Superchargers. etc.

Item 
code

I.D.
（mm）

I.D.
（inch）

Layer
Thickness 

(mm)
Leg Length

(mm)
SST25 25 1" 4 4 76
SST32 32 1 1/4" 4 4 76
SST36 36 1 7/16" 4 4 76
SST45 45 1 13/16" 4 5 76
SST51 51 2" 4 5 76
SST54 54 2 1/8" 4 5 76
SST57 57 2 1/4" 4 5 76
SST60 60 2 3/8" 4 5 76

Item 
code

I.D.
（mm）

I.D.
（inch）

Layer
Thickness 

(mm)
Leg Length

(mm)
SST63 63 2 1/2" 4 5 76
SST70 70 2 3/4" 4 5 76
SST76 76 3" 4 5 76
SST80 80 3 1/8" 4 5 76
SST83 83 3 1/4" 4 5 76
SST89 89 3 1/2" 4 5 76
SST95 95 3 3/4" 4 5 76
SST102 102 4" 4 5 76

Item I.D. Layer Thickness Length
Code mm inch mm mm

SSTR19- 16 19- 16 3/4"-5/8" 3 4 76
SSTR22- 19 22- 19 7/8"-3/4" 3 4 76
SSTR25- 16 25- 16 1"-5/8" 3 4 76
SSTR25- 19 25- 19 1"-3/4" 3 4 76
SSTR25-22 25-22 1"-7/8" 3 4 76
SSTR27-24 27-24 1 1/15"- 15/16" 3 4 76
SSTR28-22 28-22 1 1/8"-7/8" 3 4 76
SSTR28-25 28-25 1 1/8"- 1" 3 4 76
SSTR30-25 30-25 1 3/16"- 1" 3 4 76
SSTR30-28 30-28 1 3/16"- 1 1/8" 3 4 76
SSTR32- 19 32- 19 1 1/4"-3/4" 3 4 76

Item I.D. Layer Thickness Length
Code mm inch mm mm

SSTR65-60 65-60 2 9/16"-2 3/8" 4 5 76
SSTR66-61 66-61 2 3/5"-2 2/5" 4 5 76
SSTR70-51 70-51 2 3/4"-2" 4 5 76
SSTR70-57 70-57 2 3/4"-2 1/4" 4 5 76
SSTR70-60 70-60 2 3/4"-2 3/8" 4 5 76
SSTR70-63 70-63 2 3/4"-2  1/2" 4 5 76
SSTR71-68 71-68 2 4/5"-2 17/25" 4 5 76
SSTR76-51 76-51 3"--2" 4 5 76
SSTR76-57 76-57 3"-2 1/4" 4 5 76
SSTR76-60 76-60 3"-2 3/8" 4 5 76
SSTR76-63 76-63 3"-2 1/2" 4 5 76

Item I.D. Layer Thickness Length
Code mm inch mm mm

SSTR32-25 32-25 1 1/4"- 1" 3 4 76
SSTR32-28 32-28 1 1/4"- 1 1/8" 3 4 76
SSTR35-25 35-25 1 3/8"- 1" 3 4 76
SSTR35-28 35-28 1 3/8"- 1 1/8" 3 4 76
SSTR35-32 35-32 1 3/8"- 1 1/4" 3 4 76
SSTR38- 19 38- 19 1 1/2"-3/4" 3 4 76
SSTR38-22 38-22 1 1/2"-7/8" 3 4 76
SSTR38-25 38-25 1 1/2"- 1" 3 4 76
SSTR38-29 38-29 1 1/2"- 1 1/8" 3 4 76
SSTR38-32 38-32 1 1/2"- 1 1/4" 3 4 76
SSTR38-35 38-35 1 1/2"- 1 3/8" 3 4 76
SSTR41-25 41-25 1 5/8"- 1" 4 5 76
SSTR41-29 41-29 1 5/8"- 1 1/8" 4 5 76
SSTR41-32 41-32 1 5/8"- 1 1/4" 4 5 76
SSTR41-38 41-38 1 5/8"- 1 1/2" 4 5 76
SSTR44-25 44-25 1 18/25"- 1" 4 5 76
SSTR44-29 44-29 1 18/25"- 1 1/8" 4 5 76
SSTR44-41 44-41 1 18/25"- 1 5/8" 4 5 76
SSTR45-32 45-32 1 3/4"- 1 1/4" 4 5 76
SSTR45-35 45-35 1 3/4"- 1 3/8" 4 5 76
SSTR45-38 45-38 1 3/4"- 1 1/2" 4 5 76
SSTR48-29 48-29 1 7/8"- 1 1/8" 4 5 76
SSTR48-35 48-35 1 7/8"- 1 3/8" 4 5 76
SSTR48-38 48-38 1 7/8"- 1 1/2" 4 5 76
SSTR48-41 48-41 1 7/8"- 1 5/8" 4 5 76
SSTR48-44 48-44 1 7/8"- 1 18/25" 4 5 76
SSTR49-32 49-32 1 23/25"- 1 1/4" 4 5 76
SSTR50-41 50-41 1 24/25"- 1 5/8" 4 5 76
SSTR51-25 51-25 2"- 1" 4 5 76
SSTR51-29 51-29 2"- 1 1/8" 4 5 76
SSTR51-32 51-32 2"- 1 1/4" 4 5 76
SSTR51-35 51-35 2"- 1 3/8" 4 5 76
SSTR51-38 51-38 2"- 1 1/2" 4 5 76
SSTR51-44 51-44 2"- 1 18/25" 4 5 76
SSTR51-48 51-48 2"- 1 7/8" 4 5 76
SSTR54-51 54-51 2 1/8"-2" 4 5 76
SSTR55-50 55-50 2 4/25"- 1 24/25" 4 5 76
SSTR57-45 57-45 2 1/4"- 1 3/4" 4 5 76
SSTR57-51 57-51 2 1/4"-2" 4 5 76
SSTR60-51 60-51 2 3/8"-2" 4 5 76
SSTR60-55 60-55 2 3/8"-2 4/25" 4 5 76
SSTR62-58 62-58 2 11/25"-2 7/25" 4 5 76
SSTR63-51 63-51 2  1/2"-2" 4 5 76
SSTR63-54 63-54 2 1/2"-2 1/8" 4 5 76
SSTR63-57 63-57 2 1/2"-2 1/4" 4 5 76
SSTR64-44 64-44 2 13/25"- 1 18/25" 4 5 76
SSTR64-60 64-60 2 13/25"-2 3/8" 4 5 76

Item I.D. Layer Thickness Length
Code mm inch mm mm

SSTR76-68 76-68 3"-2 17/25" 4 5 76
SSTR76-70 76-70 3"-2 3/4" 4 5 76
SSTR76-73 76-73 3"-2 22/25" 4 5 76
SSTR77-70 77-70 3  1/25"-2 3/4" 4 5 76
SSTR78-73 78-73 3  2/25"-2 22/25" 4 5 76
SSTR80-60 80-60 3 1/8"-2 3/8" 4 5 76
SSTR80-63 80-63 3 1/8"-2 1/2" 4 5 76
SSTR80-65 80-65 3 1/8"-2 9/16" 4 5 76
SSTR80-70 80-70 3 1/8"-2 3/4" 4 5 76
SSTR80-76 80-76 3 1/8"-3" 4 5 76
SSTR83-63 83-63 3 1/4"-2 1/2" 4 5 76
SSTR83-70 83-70 3 1/4"-2 3/4" 4 5 76
SSTR83-76 83-76 3 1/4"-3" 4 5 76
SSTR85-63 85-63 3 7/20"-2 1/2" 4 5 76
SSTR85-80 85-80 3 7/20"-3 1/8" 4 5 76
SSTR89-51 89-51 3 1/2"-2" 4 5 76
SSTR89-57 89-57 3 1/2"-2 1/4" 4 5 76
SSTR89-64 89-64 3 1/2"-2  13/25" 4 5 76
SSTR89-70 89-70 3 1/2"-2 3/4" 4 5 76
SSTR89-76 89-76 3 1/2"-3" 4 5 76
SSTR89-80 89-80 3 1/2"-3 1/8" 4 5 76
SSTR89-83 89-83 3 1/2"-3 1/4" 4 5 76
SSTR90-60 90-60 3 11/20"-2 3/8" 4 5 76
SSTR90-70 90-70 3 11/20"-2 3/4" 4 5 76
SSTR90-80 90-80 3 11/20"-3 1/8" 4 5 76
SSTR92-90 92-90 3 16/25"-3 11/20" 4 5 76
SSTR95-89 95-89 3 17/25"-3 1/2" 4 5 76
SSTR98-80 98-80 3 21/25"-3 1/8" 4 5 76

SSTR100-70 100-70 3 9/10"-2 3/4" 4 5 76
SSTR100-76 100-76 3 9/10"-3" 4 5 76
SSTR100-80 100-80 3 9/10"-3 1/8" 4 5 76
SSTR100-83 100-83 3 9/10"-3 1/4" 4 5 76
SSTR100-90 100-90 3 9/10"-3 11/20" 4 5 76
SSTR100-94 100-94 3 9/10"-3  7/10" 4 5 76
SSTR102-51 102-51 4"-2" 4 5 76
SSTR102-76 102-76 4"-3" 4 5 76
SSTR102-83 102-83 4"-3 1/4" 4 5 76
SSTR110-103 110-103 4 8/25"-4  1/15" 4 5 76
SSTR114-76 114-76 4  12/25"-3" 4 5 76
SSTR114-90 114-90 4 12/25"-3 11/20" 4 5 76
SSTR114-102 114-102 4  12/25"-4" 4 5 76
SSTR114-107 114-107 4  12/25"-4  1/5" 4 5 76
SSTR116-106 116-106 4 14/25"-4 4/25" 4 5 76
SSTR125-98 125-98 4 23/25"-4 21/25" 4 5 76
SSTR140-100 140-100 5 13/25"-3 9/10" 4 5 76
SSTR150-102 150-102 5 9/10"-4" 4 5 76



3.0 AUTOMOTIVE HOSE 3.0 AUTOMOTIVE HOSE

CONSTRUCTION: 
Tube:100% High quality silicone
Reinforcement:4ply Polyester/Aramid/Glass fiber
Cover:silicon
TEMPERATURE:  -40°C to +220°C
APPLICATION:  Heating and Cooling Systems, CAC Charge-Air-Cooler (Hot & Cold side) 
,Turbo Charger Systems & Custom Compressor,Intercooler or Intake & Inlet Piping for 
turbo/Superchargers. etc.

SILICONE ELBOW TUBE (45°/90°/ 135°)

WWW.STRONGFLEX.COM ___________________________________________________________________   P77 P78 ____________________________________________________________________ WWW.STRONGFLEX.COM 

SILICONE ELBOW TUBE 180°

CONSTRUCTION: 
Tube:100% High quality silicone
Reinforcement:4ply Polyester/Aramid/Glass fiber
Cover:silicon
TEMPERATURE:  -40°C to +220°C
APPLICATION:  Heating and Cooling Systems, CAC Charge-Air-Cooler(Hot & Cold side) 
,Turbo Charger Systems & Custom 
Compressor,Intercooler or Intake & Inlet Piping for turbo/Superchargers. etc.

SILICONE ELBOW REDUCER(45°/90°/ 135°) 

CONSTRUCTION: 
Tube:100% High quality silicone
Reinforcement:4ply Polyester/Aramid/Glass fiber
Cover:silicon
TEMPERATURE: -40°C to +220°C
APPLICATION: Heating and Cooling Systems, CAC Charge-Air-Cooler (Hot & Cold 
side) , Turbo Charger Systems & Custom Compressor, Intercooler or Intake & 
Inlet Piping for turbo/Superchargers. etc.

Item Code I.D.(mm) Layer
Thickness

(mm)
Leg Length

(mm)
SET625 6.5 4 4.5 250*250
SET825 8 4 4.5 250*250
SET925 9.5 4 4.5 250*250

SET1125 11 4 4.5 250*250
SET1325 13 4 4.5 250*250
SET1625 16 4 4.5 250*250
SET1925 19 4 4.5 250*250
SET2225 22 4 4.5 250*250
SET2525 25 4 4.5 250*250
SET2825 28 4 4.5 250*250
SET3025 30 4 4.5 250*250
SET3225 32 4 4.5 250*250
SET3525 35 4 4.5 250*250
SET3825 38 4 4.5 250*250
SET4125 41 4 4.5 250*250
SET4525 45 4 4.5 250*250
SET4825 48 4 4.5 250*250
SET5015 50 4 4.5 150*150
SET5115 51 4 4.5 150*150
SET5515 55 4 4.5 150*150
SET5715 57 4 4.5 150*150
SET6015 60 4 4.5 150*150
SET6315 63 4 4.5 150*150
SET6515 65 4 4.5 150*150
SET7015 70 4 4.5 150*150
SET7515 75 4 4.5 150*150
SET7615 76 4 4.5 150*150
SET8015 80 4 4.5 150*150
SET8515 85 4 4.5 150*150
SET9015 90 4 4.5 150*150

Item Code I.D.(mm) Layer
Thickness

(mm)
Leg Length

(mm)
SET1115 11 4 4.5 150*150
SET1215 12 4 4.5 150*150
SET1415 14 4 4.5 150*150
SET1615 16 4 4.5 150*150
SET1815 18 4 4.5 150*150
SET1915 19 4 4.5 150*150
SET2015 20 4 4.5 150*150
SET2215 22 4 4.5 150*150
SET2515 25 4 4.5 150*150
SET2815 28 4 4.5 150*150
SET3015 30 4 4.5 150*150
SET3215 32 4 4.5 150*150
SET3515 35 4 4.5 150*150
SET3815 38 4 4.5 150*150
SET4015 40 4 4.5 150*150
SET4515 45 4 4.5 150*150
SET4815 48 4 4.5 150*150
SET5125 51 4 4.5 250*250
SET5425 54 4 4.5 250*250
SET5725 57 4 4.5 250*250
SET6025 60 4 4.5 250*250
SET6325 63 4 4.5 250*250
SET6525 65 4 4.5 250*250
SET6825 68 4 4.5 250*250
SET7025 70 4 4.5 250*250
SET7625 76 4 4.5 250*250
SET8025 80 4 4.5 250*250
SET8325 83 4 4.5 250*250
SET8925 89 4 4.5 250*250
SET10225 102 4 4.5 250*250

Item I.D Layer Thickness Length
Code mm inch mm mm

SER25- 16 25- 1"- 3 4 150*150
SER25- 19 25- 1"- 3 4 150*150
SER32-25 32- 1 3 4 150*150
SER35-25 35- 1 3 4 150*150
SER35-32 35- 1 3 4 150*150
SER38-25 38- 1 3 4 150*150
SER38-32 38- 1 3 4 150*150
SER38-35 38- 1 3 4 150*150
SER45-38 45- 1 4 5 150*150
SER51-38 51- 2"- 4 5 150*150
SER51-42 51- 2"- 4 5 150*150
SER51-45 51- 2"- 4 5 150*150
SER57-51 57- 2 4 5 150*150
SER60-51 60- 2 4 5 150*150
SER62-48 62- 2 4 5 150*150
SER63-51 63- 2 4 5 150*150
SER63-57 63- 2 4 5 150*150
SER64-45 64- 13/25"- 4 5 150*150
SER64-51 64- 4 5 150*150
SER65-58 65- 4 5 150*150
SER70-51 70- 2 4 5 150*150
SER70-57 70- 2 4 5 150*150
SER70-60 70- 2 4 5 150*150
SER70-63 70- 2 4 5 150*150
SER76-51 76- 3"- 4 5 150*150

 16
 19
25
25
32
25
32
35
38
38
42
45
51
51
48
51
57
45
51
58
51
57
60
63
51

5/8"
3/4"

 1/4"- 1"
 3/8"- 1"

 3/8"- 1 1/4"
 1/2"- 1"

 1/2"- 1 1/4"
 1/2"- 1 3/8"
 3/4"- 1 1/2"

 1 1/2"
 1 16/25"
 1 19/25"
 1/4"-2"
 3/8"-2"

 4/9"- 1 7/8"
 1/2"-2"

 1/2"-2 1/4"
 1 19/25"

2 13/25"-2"
2 9/16"-2 7/25"

 3/4"-2"
 3/4"-2 1/4"
 3/4"-2 3/8"
 3/4"-2 1/2"

2"

Item I.D Layer Thickness Length
Code mm inch mm mm

SER76-57 76- 3"-2 4 5 150*150
SER/76-60 76- 3"-2 4 5 150*150
SER76-63 76- 3"-2 4 5 150*150
SER76-67 76- 3"-2 4 5 150*150
SER76-70 76- 3"-2 4 5 150*150
SER80-60 80- 3 4 5 150*150
SER80-64 80- 3 4 5 150*150
SER80-70 80- 3 4 5 150*150
SER80-76 80- 3 4 5 150*150
SER83-64 83- 3 4 5 150*150
SER89-60 89- 3 4 5 150*150
SER89-76 89- 3 4 5 150*150
SER89-83 89- 3 4 5 150*150
SER90-65 90- 3 4 5 150*150
SER90-70 90- 3 4 5 150*150
SER90-76 90- 3 4 5 150*150
SER90-80 90- 3 4 5 150*150

SER100-83 100- 3 4 5 150*150
SER102-63 102- 4"-2 4 5 150*150
SER102-76 102- 4"- 4 5 150*150
SER102-89 102- 4"-3 4 5 150*150
SER114-89 114- 4 4 5 150*150
SER114-102 114- 4 4 5 150*150
SER127-102 127- 5"- 4 5 150*150

57
60
63
67
70
60
64
70
76
64
60
76
83
65
70
76
80
83
63
76
89
89
102
102

 1/4"
 3/8"
 1/2"

 16/25"
 3/4"

 1/8"-2 3/8"
 1/8"-2 13/25"

 1/8"-2 3/4"
 1/8"-3"

 1/4"-2 13/25"
 1/2"-2 3/8"

 1/2"-3"
 1/2"-3 1/4"

 11/20"-2 9/16"
 11/20"-2 3/4"

 11/20"-3"
 11/20"-3 1/8"
 9/10"-3 1/4"

 1/2"
3"

 1/2"
 12/25"- 3 1/2"

 12/25"- 4"
 4"

Item Code I.D. Layer
Thickness

(mm)

Leg 
Length
(mm)

SET18016- 15 16 4 4.5 150*150

SET18019- 15 19 4 4.5 150*150

SET18030- 15 30 4 4.5 150*150

SET18032- 15 32 4 4.5 150*150

SET18035- 15 35 4 4.5 150*150

SET18038- 15 38 4 4.5 150*150

SET18040- 15 40 4 4.5 150*150

SET18048- 15 48 4 4.5 150*150

SET18051- 15 51 4 4.5 150*150

SET18060- 15 60 4 4.5 150*150

SET18063- 15 63 4 4.5 150*150

SET18065- 15 65 4 4.5 150*150

Item Code I.D. Layer
Thickness

(mm)

Leg 
Length
(mm)

SET18070- 15 70 4 4.5 150*150

SET18076- 15 76 4 4.5 150*150

SET18016-20 16 4 4.5 200*200

SET18019-20 19 4 4.5 200*200

SET18022-20 22 4 4.5 200*200

SET18025-20 25 4 4.5 200*200

SET18028-20 28 4 4.5 200*200

SET18030-20 30 4 4.5 200*200

SET18032-20 32 4 4.5 200*200

SET18035-20 35 4 4.5 200*200

SET18038-20 38 4 4.5 200*200



3.0 AUTOMOTIVE HOSE 3.0 AUTOMOTIVE HOSE

CONSTRUCTION: 
Tube:100% High quality silicone
Reinforcement:4ply Polyester/Aramid/Glass fiber
Cover:silicon
TEMPERATURE:  -40°C to +220°C
APPLICATION:  Heating and Cooling Systems, CAC Charge-Air-Cooler (Hot & Cold side) , 
Turbo Charger Systems & Custom 
Compressor, Intercooler or Intake & Inlet Piping for turbo/Superchargers. etc.

SILICONE HUMP HOSE
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T-SHAPE SILICONE HOSE

CONSTRUCTION: 
Tube:100% High quality silicone
Reinforcement:4ply Polyester/Aramid/Glass fiber
Cover:silicon
TEMPERATURE:  -40°C to +220°C
APPLICATION:  Heating and Cooling Systems, CAC Charge-Air-Cooler (Hot & Cold side) , 
Turbo Charger Systems & Custom Compressor, Intercooler or Intake & Inlet Piping for 
turbo/Superchargers. etc.

SILICONE METER HOSE

CONSTRUCTION: 
Tube:100% High quality silicone
Reinforcement:4ply Polyester/Aramid/Glass fiber
Cover:silicon
TEMPERATURE:  -40°C to +220°C
APPLICATION:  Heating and Cooling Systems CAC Charge-Air-Cooler (Hot & Cold side) 
,Turbo Charger Systems & Custom Compressor,Intercooler or Intake & Inlet Piping 
foturbo/Superchargers. etc.

SILICONE CORRUGATED RADIATOR HOSE

CONSTRUCTION: 
Tube:100% High quality silicone
Reinforcement:4ply Polyester/Aramid/Glass fiber
Cover:silicon
TEMPERATURE:  -40°C to +220°C
APPLICATION:  Mainly used in mine hydraulic support, oil exploration, suitable to 
engineer construction, crane transport, forging metallurgy, mining equipment, ships, 
injection molding machinery agricultural machinery various machine tools.

Iem Code I.D. Layer Thickness Length
mm inch mm mm

TSH38- 16 38x16 1 1/2"x5/8" 4 5 102x50
TSH38-25 38x25 1 1/2"x1" 4 5 102x50
TSH45-25 45x25 1 3/4"x1" 4 5 102x50
TSH51-25 51x25 2"x1" 4 5 102x50
TSH51-34 51x34 2"x1 1/3" 4 5 102x50
TSH57-34 57x34 2 1/4"x1 1/3" 4 5 102x50
TSH60-25 60x 25 2 3/8"x1" 4 5 102x50
TSH60-34 60x34 2 3/8"x1 1/3" 4 5 102x50
TSH63-25 63X25 2 1/2"x1" 4 5 102x50
TSH63-34 63X34 2 1/2"x1 1/3" 4 5 102x50
TSH70-25 70x25 2 3/4"x1" 4 5 102x50
TSH70-34 70x34 2 3/4"x1 1/3" 4 5 102x50
TSH76-25 76x25 3"x1" 4 5 102x50
TSH76-34 76x34 3"x1 1/3" 4 5 102x50
TSH38- 16 38x16 1 1/2"x5/8" 4 5 102x50
TSH38-25 38x25 1 1/2"x1" 4 5 102x50
TSH45-25 45x25 1 3/4"x1" 4 5 102x50
TSH51-25 51x25 2"x1" 4 5 102x50
TSH51-34 51x34 2"x1 1/3" 4 5 102x50
TSH57-34 57x34 2 1/4"x1 1/3" 4 5 102x50
TSH60-25 60x 25 2 3/8"x1" 4 5 102x50

Iem Code I.D. Layer Thickness Length
mm inch mm mm

TSH60-34 60x34 2 3/8"x1 1/3" 4 5 102x50
TSH63-25 63X25 2 1/2"x1" 4 5 102x50
TSH63-34 63X34 2 1/2"x1 1/3" 4 5 102x50
TSH70-25 70x25 2 3/4"x1" 4 5 102x50
TSH70-34 70x34 2 3/4"x1 1/3" 4 5 102x50
TSH76-25 76x25 3"x1" 4 5 102x50
TSH76-34 76x34 3"x1 1/3" 4 5 102x50
TSH38- 16 38x16 1 1/2"x5/8" 4 5 102x50
TSH38-25 38x25 1 1/2"x1" 4 5 102x50
TSH45-25 45x25 1 3/4"x1" 4 5 102x50
TSH51-25 51x25 2"x1" 4 5 102x50
TSH51-34 51x34 2"x1 1/3" 4 5 102x50
TSH57-34 57x34 2 1/4"x1 1/3" 4 5 102x50
TSH60-25 60x 25 2 3/8"x1" 4 5 102x50
TSH60-34 60x34 2 3/8"x1 1/3" 4 5 102x50
TSH63-25 63X25 2 1/2"x1" 4 5 102x50
TSH63-34 63X34 2 1/2"x1 1/3" 4 5 102x50
TSH70-25 70x25 2 3/4"x1" 4 5 102x50
TSH70-34 70x34 2 3/4"x1 1/3" 4 5 102x50
TSH76-25 76x25 3"x1" 4 5 102x50
TSH76-34 76x34 3"x1 1/3" 4 5 102x50

Item code
I.D.

（mm）
Layer

Thickness 
(mm)

Leg Length

SMH6 6.5 4 4 1000
SMH8 8 4 4 1000
SMH9 9 4 4 1000
SMH10 10 4 4 1000
SMH12 12 4 4 1000
SMH14 14 4 4 1000
SMH16 16 4 4 1000
SMH18 18 4 4 1000
SMH20 20 4 4 1000
SMH24 24 4 4 1000
SMH26 26 4 4 1000
SMH30 30 4 4 1000
SMH32 32 4 4 1000
SMH34 34 4 4 1000
SMH36 36 4 4 1000

Item code
I.D.

（mm）
Layer

Thickness 
(mm)

Leg Length

SMH38 38 4 4 1000
SMH40 40 4 5 1000
SMH42 42 4 5 1000
SMH45 45 4 5 1000
SMH48 48 4 5 1000
SMH50 51 4 5 1000
SMH57 57 4 5 1000
SMH60 60 4 5 1000
SMH63 63 4 5 1000
SMH70 70 4 5 1000
SMH76 76 4 5 1000
SMH80 80 4 5 1000
SMH89 89 4 5 1000

SMH102 102 4 5 1000

Item Code I.D. Layer Thickness Length

mm mm mm
SCR16 16 4 4.5

300 400 
500 550 
600 650 
700 750 
800 850 
900 950 

1000

SCR18 18 4 4.5
SCR20 20 4 4.5
SCR22 22 4 4.5
SCR25 25 4 4.5
SCR28 28 4 4.5
SCR30 30 4 4.5
SCR32 32 4 4.5
SCR35 35 4 4.5
SCR38 38 4 4.5
SCR41 41 4 4.5
SCR43 43 4 4.5

Item Code I.D. Layer Thickness Length

mm mm mm
SCR45 45 4 4.5

300 400 
500 550 
600 650 
700 750 
800 850 
900 950 

1000

SCR50 50 4 4.5
SCR54 54 4 4.5
SCR57 57 4 4.5
SCR60 60 4 4.5
SCR63 63 4 4.5
SCR65 65 4 4.5
SCR68 68 4 4.5
SCR70 70 4 4.5
SCR74 74 4 4.5
SCR76 76 4 4.5
SCR80 80 4 4.5

Item I.D
Layer

Wall 

Thicknes

s

L
Code mm inch

SHH25 25 1" 3 4 76

SHH32 32 1 1/4" 3 4 76

SHH38 38 1 1/2" 3 4 76

SHH45 45 1 3/4" 4 5 76

SHH51 51 2" 4 5 76

SHH54 54 2 1/8" 4 5 76

SHH57 57 2 1/4" 4 5 76

SHH60 60 2 3/8" 4 5 76

Item I.D
Layer

Wall 

Thickness
L

Code mm inch

SHH63 63 2 1/2" 4 5 76

SHH70 70 2 3/4" 4 5 76

SHH76 76 3" 4 5 76

SHH80 80 3 1/8" 4 5 76

SHH83 83 3 1/4" 4 5 76

SHH89 89 3 1/2" 4 5 76

SHH95 95 3 19/25" 4 5 76

SHH102 102 4" 4 5 76



3.0 AUTOMOTIVE HOSE 3.0 AUTOMOTIVE HOSE

CONSTRUCTION: 
Tube:100% High quality silicone
Reinforcement:4ply Polyester/Aramid/Glass fiber
Cover:silicon
TEMPERATURE:  -40°C to +220°C
APPLICATION:  Mainly used in mine hydraulic support, oil exploration, suitable to 
engineer construction, crane transport, forging metallurgy, mining equipment, ships, 
injection molding machinery agricultural machinery various machine tools.

SILICONE HEATER HOSE
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SILICONE VACUUM HOSE

COMMON GRADE SILICONE VACUUM HOSE
Material:100% High quality silicone Any colors are available 
FOOD GRADE SILICONE VACUUM HOSE
Material: 100% FDA siliconeAny colors are available
FDA, LFGB certificated
CHEMICAL GRADE SILICONE VACUUM HOSE
Material: Medical grade silicone
Any colors are available
Note:Thickness Range From 1.0mm-5.0mm Upon Your request 
TEMPERATURE:  -40°C to +220°C

SILICONE BRAIDED HOSE

COMMON GRADE SILICONE BRAIDED HOSE
Material:100% High quality silicone Any colors are available 
FOOD GRADE SILICONE BRAIDED HOSE
Material: 100% FDA siliconeAny colors are available
FDA, LFGB certificated
CHEMICAL GRADE SILICONE BRAIDED HOSE
Material: Medical grade silicone
Any colors are available
TEMPERATURE:  -40°C to +220°C

SILICONE STEEL WIRE HOSE

COMMON GRADE SILICONE STEEL WIRE HOSE
Material:100% High quality silicone Any colors are available 
FOOD GRADE SILICONE STEEL WIRE HOSE
Material: 100% FDA siliconeAny colors are available
FDA, LFGB certificated
CHEMICAL GRADE SILICONE STEEL WIRE HOSE
Material: Medical grade silicone
Any colors are available
TEMPERATURE:  -40°C to +220°C

Item Code I.D(mm)
Reinforced 

Layer
Thickness

(mm)
Length
(mm)

SH8 8 2 4/5 50
SH10 10 2 4/5 50
SH12 12 2 4/5 50
SH13 13 2 4/5 50
SH14 14 2 4/5 50
SH16 16 2 4/5 50
SH18 18 2 4/5 50

Item Code I.D(mm)
Reinforced 

Layer
Thickness

(mm)
Length
(mm)

SH20 20 2 4/5 50
SH22 22 2 4/5 50
SH24 24 2 4/5 50
SH25 25 2 4/5 50
SH28 28 2 4/5 50
SH30 30 2 4/5 50
SH32 32 2 4/5 50

Item Code I.D(mm)
Reinforced 

Layer
Thickness

(mm)
Length
(mm)

50
50
50
50
50
50
50
50

SV7-1 7 9 1
SV7-2 7 11 2
SV'08 8 12 2
SV'09 9 12 1.5
SV10 10 14 2
SV12 12 16 2
SV14 14 18 2
SV25 25 32 3.5

Item Code I.D(mm)
Reinforced 

Layer
Thickness

(mm)
Length
(mm)

50
50
50
50
50
50
50
50

SV03 3 5 1
SV4-1 4 6 1
SV4-2 4 8 2
SV5-1 5 5 1.5
SV5-2 5 10 2.5
SV6-1 6 8 1
SV6-2 6 9 1.5
SV6-3 6 10 2

Item Code I.D(mm)
Reinforced 

Layer
Thickness

(mm)
Length
(mm)

SB6 6 13 3.5 100
SB8 8 15 3.5 100

SB10 10 17 3.5 100
SB13 13 21 4 100
SB16 16 24 4 100
SB19 19 27 4 100
SB25 25 35 5 100
SB32 32 42 5 100

Item Code I.D Thickness O.D. Working Pressure Bursting Pressure

mm inch mm mm bar psi bar
SSW10 10 3/8" 5.5 34 11 159 33
SSW13 13 1/2" 5.5 39 9.9 144 30
SSW16 16 5/8" 5.5 45 9.1 132 27
SSW19 19 3/4" 5.5 54 8.3 120 25
SSW25 25 1" 5.5 68 7.4 107 22
SSW32 32 1- 1/4" 5.5 94 6.4 93 20
SSW38 38 1- 1/2" 5.5 112 5.7 83 17
SSW51 51 2" 5.5 144 4.6 67 14
SSW57 57 2- 1/4" 5.5 165 4.3 63 13
SSW63 63 1- 1/2" 5.5 181 3.8 55 11
SSW76 76 3" 5.5 232 3 44 9
SSW89 89 3- 1/4" 5.5 258 2.7 39 8

SSW102 102 4" 5.5 367 1.9 27 5


