
2.0 INDUSTRIAL HOSE 2.0 INDUSTRIAL HOSE

CONSTRUCTION: 
Tube: NR & SBR synthetic rubber, black color. 
Reinforcement:1ply or 2ply high tensile polyester thread braiding
Cover: NR & SBR synthetic rubber,smooth surface, black,yellow,red available 
TEMPERATURE:  -30°C to +80°C
APPLICATION:
Mainly used for conveying of air, inert gas and water in mining, construction, 
engineering, shipbuilding, steel production etc.

AIR/WATER HOSE  (Smooth surface)
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FUEL OIL HOSE  (Smooth surface)

CONSTRUCTION: 
Tube: NR & SBR synthetic rubber, black color. 
Reinforcement:1ply or 2ply high tensile polyester thread braiding
Cover: NR & SBR synthetic rubber,smooth surface, black,yellow,red available 
TEMPERATURE:  -32°C to +82°C.
APPLICATION:
Mainly used for conveying of air, inert gas and water in mining, construction, engineering, 
shipbuilding, steel production etc.

MULTIPURPOSE HOSE  (Smooth surface)

CONSTRUCTION: 
Tube: NR & SBR synthetic rubber, black color. 
Reinforcement:1ply or 2ply high tensile polyester thread braiding
Cover: NR & SBR synthetic rubber,smooth or wrapped surface, black,yellow,red available 
TEMPERATURE:  -30°C to +80°C
APPLICATION:
For air, oil and medium grade fuels used in construction, shipyards, mining and 
agriculture.

RUBBER LPG/ PROPANE/GAS HOSE

CONSTRUCTION: 
Tube: Black, smooth, Nitrile synthetic rubber
Reinforcement: High strength synthetic yarn braiding
Cover: orange/red/black, smooth, synthetic rubber NBR or chloroprene CR
TEMPERATURE:  -30°C to +80°C.
APPLICATION:
For commercial and family gas cooker oven, the connection of gas system of industrial 
device. Transport media:LPG,CNG,CH4 etc

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Weight Length

# Inch mm mm bar psi bar psi kgs/m m
KQG-300-005 3/16" 4.8 12.0 20 300 60 900 \ 100 
KQG-300-006 1/4" 6.4 13.0 20 300 60 900 0.167 100 
KQG-300-008 5/16" 7.9 15.0 20 300 60 900 0.220 100 
KQG-300-010 3/8" 9.5 17.0 20 300 60 900 0.270 100 
KQG-300-012 1/2" 12.7 23.0 20 300 60 900 0.370 100 
KQG-300-016 5/8" 15.8 25.5 20 300 60 900 0.500 100 
KQG-300-019 3/4" 19.1 30.0 20 300 60 900 0.650 100 
KQG-300-025 1" 25.4 37.0 20 300 60 900 0.850 50 
KQG-300-032 1-1/4" 31.8 46.0 20 300 60 900 \ 50 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Weight Length

# Inch mm mm bar psi bar psi kgs/m m
RYG-300-05 3/16" 5 12.0 20 300 60 900 \ 100 
RYG-300-06 1/4" 6 13.0 20 300 60 900 0.167 100 
RYG-300-08 5/16" 8 15.0 20 300 60 900 0.220 100 
RYG-300-10 3/8" 10 17.0 20 300 60 900 0.270 100 
RYG-300-13 1/2" 13 22.0 20 300 60 900 0.370 100 
RYG-300-16 5/8" 16 25.0 20 300 60 900 0.500 100 
RYG-300-19 3/4" 19 29.0 20 300 60 900 0.650 100 
RYG-300-25 1" 25 36.0 20 300 60 900 0.850 50 
RYG-300-32 1-1/4" 32 43.0 10 150 30 450 \ 50 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Weight Length

# Inch mm mm bar psi bar psi kgs/m m
DGS-300-005 3/16" 4.8 12.0 20 300 60 900 \ 100 
DGS-300-006 1/4" 6.4 13.0 20 300 60 900 0.167 100 
DGS-300-008 5/16" 7.9 15.0 20 300 60 900 0.220 100 
DGS-300-010 3/8" 9.5 17.0 20 300 60 900 0.270 100 
DGS-300-012 1/2" 12.7 23.0 20 300 60 900 0.370 100 
DGS-300-016 5/8" 15.8 25.5 20 300 60 900 0.500 100 
DGS-300-019 3/4" 19.1 30.0 20 300 60 900 0.650 100 
DGS-300-025 1" 25.4 37.0 20 300 60 900 0.850 50 
DGS-300-032 1-1/4" 31.8 46.0 20 300 60 900 \ 50 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
LPG-300-005
LPG-300-006
LPG-300-008
LPG-300-010
LPG-300-012

Inch mm mm bar psi bar psi m ft
3/16" 4.8 12 20 300 60 900 100 300 
1/4" 6.4 13 20 300 60 900 100 300 

5/16" 7.9 15 20 300 60 900 100 300 
3/8" 9.5 17 20 300 60 900 100 300 
1/2" 12.7 21 20 300 60 900 100 300 



2.0 INDUSTRIAL HOSE 2.0 INDUSTRIAL HOSE

CONSTRUCTION: 
Tube:Black, smooth, synthetic rubber
Reinforcement:High strength synthetic plies
Cover:Blue/green/red, smooth, synthetic rubber
TEMPERATURE:  -30°C to +80°C.
APPLICATION:
Designed for welding, cutting and allied processes. Specific welding hose cartering for 
oxygen, carbon dioxide, nitrogen, argon and fuel gases including acetylene, natural gas, 
methane and propane available upon request.

RUBBER OXYGEN HOSE
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ACETYLENE RUBBER HOSE

CONSTRUCTION: 
Tube:Black, smooth, synthetic rubber
Reinforcement:High strength synthetic plies
Cover:Blue/green/red, smooth, synthetic rubber
TEMPERATURE:  -30°C to +80°C.
APPLICATION:
Designed for welding, cutting and allied processes. Specific welding hose cartering for 
oxygen, carbon dioxide, nitrogen, argon and fuel gases including acetylene, natural gas, 
methane and propane available upon request.

TWIN WELDING RUBBER HOSE 

CONSTRUCTION: 
Tube : Black, smooth, synthetic rubber
Reinforcement:High strength synthetic yarn braiding
Cover:Blue/green/red, smooth, synthetic rubber
TEMPERATURE:  -30°C to +80°C.
APPLICATION:
Designed for welding, cutting and allied processes. Specific welding hose cartering for 
oxygen, carbon dioxide, nitrogen, argon and fuel gases including acetylene, natural gas, 
methane and propane available upon request.

TPR HOSE  (Rubber & PVC mixed multipurpose hose 300spi )

CONSTRUCTION: 
Tube: TPR
Reinforcement:1ply or 2ply high tensile polyester thread braiding
Cover: TPR mate black with red line
TEMPERATURE:  -30°C to +80°C
APPLICATION:
For air, oil and medium grade fuels used in construction, shipyards, mining and agricul-
ture.

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
YQG-300-005
YQG-300-006
YQG-300-008
YQG-300-010
YQG-300-012
YQG-300-016
YQG-300-019
YQG-300-025

Inch mm mm bar psi bar psi m ft
3/16" 4.8 12 20 300 60 900 100 300 
1/4" 6.4 13 20 300 60 900 100 300 

5/16" 7.9 15 20 300 60 900 100 300 
3/8" 9.5 17 20 300 60 900 100 300 
1/2" 12.7 21 20 300 60 900 100 300 
5/8" 15.9 26 20 300 60 900 100 300 
3/4" 19.1 29 20 300 60 900 50 150 
1" 25.4 36 20 300 60 900 50 150 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
IQG-300-005
IQG-300-006
IQG-300-008
IQG-300-010
IQG-300-012
IQG-300-016
IQG-300-019
IQG-300-025

Inch mm mm bar psi bar psi m ft
3/16" 4.8 12 20 300 60 900 100 300 
1/4" 6.4 13 20 300 60 900 100 300 

5/16" 7.9 15 20 300 60 900 100 300 
3/8" 9.5 17 20 300 60 900 100 300 
1/2" 12.7 21 20 300 60 900 100 300 
5/8" 15.9 26 20 300 60 900 100 300 
3/4" 19.1 29 20 300 60 900 50 150 
1" 25.4 36 20 300 60 900 50 150 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
HJS-300-005
HJS-300-006
HJS-300-008
HJS-300-810
HJS-300-010

Inch mm mm bar psi bar psi m ft
3/16" 4.8+4.8 12+12 20 300 60 900 100 300 
1/4" 6.4+6.4 13+13 20 300 60 900 100 300 

5/16" 7.9+7.9 15+15 20 300 60 900 100 300 
5/16"+3/8" 7.9+9.5 15+17 20 300 60 900 100 300 

3/8" 9.5+9.5 17+17 20 300 60 900 100 300 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Weight Length

# Inch mm mm bar psi bar psi kgs/m m
TPR-300-006 1/4" 6 12.0 20 300 60 900 0.120 100 
TPR-300-008 5/16" 8 15.0 20 300 60 900 0.178 100 
TPR-300-010 3/8" 10 17.0 20 300 60 900 0.209 100 
TPR-300-012 1/2" 13 22.0 20 300 60 900 0.348 100 
TPR-300-016 5/8" 16 25.0 20 300 60 900 0.408 100 
TPR-300-019 3/4" 19 28.0 20 300 60 900 0.468 100 
TPR-300-025 1" 25 35.0 20 300 60 900 0.664 50 



2.0 INDUSTRIAL HOSE 2.0 INDUSTRIAL HOSE

CONSTRUCTION: 
Tube: NR & SBR synthetic rubber, black color. 
Reinforcement:1ply or 2ply high tensile polyester thread braiding 
Cover: NR & SBR synthetic rubber,smooth or wrapped surface, black,yellow,red available 
TEMPERATURE:  -30°C to +80°C, 
APPLICATION:
For jackhammer applications kits.

JACKHAMMER HOSE (smooth surface)
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AIR/WATER HOSE  (Wrapped surface)

CONSTRUCTION: 
Tube: NR & SBR synthetic rubber, black color. 
Reinforcement:1ply or 2ply high tensile polyester thread braiding
Cover: NR & SBR synthetic rubber,wrapped surface, black,yellow,red available 
TEMPERATURE:  -30°C to +80°C
APPLICATION:
Mainly used for conveying of air, inert gas and water in mining, construction, engineering, 
shipbuilding, steel production etc.

MULTIPURPOSE HOSE  (Wrapped surface)

CONSTRUCTION: 
Tube: NR & SBR synthetic rubber, black color. 
Reinforcement:1ply or 2ply high tensile polyester thread braiding
Cover: NR & SBR synthetic rubber,wrapped surface, black,yellow,red available 
TEMPERATURE:  -40°C to +70°C
APPLICATION:
For air, oil and medium grade fuels used in construction, shipyards, mining and 
agriculture.

JACKHAMMER HOSE (Wrapped surface)

CONSTRUCTION: 
Tube: NR & SBR synthetic rubber, black color. 
Reinforcement:1ply or 2ply high tensile polyester thread braiding 
Cover: NR & SBR synthetic rubber,smooth or wrapped surface, black,yellow,red available 
TEMPERATURE:  -30°C to +80°C, 
APPLICATION:
For jackhammer applications kits.

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
ZYS-300-019
ZYS-300-025

Inch mm mm bar psi bar psi m
3/4" 19.1 29 20 300 60 900 100 
1" 25.4 36 20 300 60 900 100 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Weight Length

# Inch mm mm bar psi bar psi kgs/m m
KQM-300-005 3/16" 4.8 12.0 20 300 60 900 \ 100 
KQM-300-006 1/4" 6.4 13.0 20 300 60 900 0.167 100 
KQM-300-008 5/16" 7.9 15.0 20 300 60 900 0.220 100 
KQM-300-010 3/8" 9.5 17.0 20 300 60 900 0.270 100 
KQM-300-012 1/2" 12.7 23.0 20 300 60 900 0.370 100 
KQM-300-016 5/8" 15.8 25.5 20 300 60 900 0.500 100 
KQM-300-019 3/4" 19.1 30.0 20 300 60 900 0.650 100 
KQM-300-025 1" 25.4 37.0 20 300 60 900 0.850 50 
KQM-300-032 1-1/4" 31.8 46.0 20 300 60 900 \ 50 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Weight Length

# Inch mm mm bar psi bar psi kgs/m m
DGM-300-005 3/16" 4.8 12.0 20 300 60 900 \ 100 
DGM-300-006 1/4" 6.4 13.0 20 300 60 900 0.167 100 
DGM-300-008 5/16" 7.9 15.0 20 300 60 900 0.220 100 
DGM-300-010 3/8" 9.5 17.0 20 300 60 900 0.270 100 
DGM-300-012 1/2" 12.7 23.0 20 300 60 900 0.370 100 
DGM-300-016 5/8" 15.8 25.5 20 300 60 900 0.500 100 
DGM-300-019 3/4" 19.1 30.0 20 300 60 900 0.650 100 
DGM-300-025 1" 25.4 37.0 20 300 60 900 0.850 50 
DGM-300-032 1-1/4" 31.8 46.0 20 300 60 900 \ 50 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
JAH-019
JAH-025

Inch mm mm bar psi bar psi m
3/4" 19.1 29 20 300 60 900 100 
1" 25.4 36 20 300 60 900 100 



2.0 INDUSTRIAL HOSE 2.0 INDUSTRIAL HOSE

CONSTRUCTION: 
Tube: Nitrile synthetic rubber.  
Cover: Textile brided layer.  
TEMPERATURE:  -40°C to +100°C
APPLICATION:
It is applied to circulating diesel, bio-diesel, hydraulic oil, machinery oil and lubricating oil 
etc or the oil products.

TEXTILE COVER FUEL OIL HOSE  
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STAINLESS STEEL BRAIDED COVER FUEL HOSE 

CONSTRUCTION: 
Tube: Nitrile synthetic rubber.  
Cover: Textile brided layer.  
TEMPERATURE:  -40°C to +100°C
APPLICATION:
It is applied to circulating diesel, bio-diesel, hydraulic oil, machinery oil and lubricating oil 
etc or the oil products.

HOT AIR BLOWER HOSE 

CONSTRUCTION: 
Tube: Black EPDM
Reinforcement: Multiple plies of polyester tire cord with wire helix 
Cover: Black heat resistant EPDM rubber
TEMPERATURE:  -30°C to +149°C, (+177°C) on an intermittent basis. Not for steam 
service. 
APPLICATION:
Hot Air Blower flexible lightweight hose designed for transferring hot air to tanks on dry 
bulk material trucks.

FURNACE DOOR HOSE non-conductive 

CONSTRUCTION: 
Tube: EPDM,white,smooth and non-conductive
Reinforcement: 2 ply synthetic fabric
Cover:Glass fibre ply impregnated with heat and flame resistant synthetic rubber
TEMPERATURE:  -40°C to +130°C, the cover could resistant max. tem up to 302°C
APPLICATION:
The non-conductive furnace door hose is designed for conveying cooling water to furnace 
doors in steel mills,glass plants and similar operations.

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
WBO-300-032
WBO-300-032
WBO-300-041
WBO-300-042
WBO-300-050
WBO-300-055
WBO-300-061
WBO-300-062
WBO-300-070

mm mm bar psi bar psi m
3.2 7 10 150 30 450 100 
3.5 7.5 10 150 30 450 100 
4 8 10 150 30 450 100 
4 9 10 150 30 450 100 
5 10 10 150 30 450 100 

5.5 10.5 10 150 30 450 100 
6 11 10 150 30 450 100 
6 12 10 150 30 450 100 
7 12 10 150 30 450 100 

WBO-300-075 7.5 12.5 10 150 30 450 100 
WBO-300-080 8 15.0 10 150 30 450 100 
WBO-300-100 10 17.0 10 150 30 450 100 
WBO-300-120 12 18.0 10 150 30 450 100 
WBO-300-140 14 22.0 10 150 30 450 100 
WBO-300-160 16 23.0 10 150 30 450 100 
WBO-300-180 18 26.0 10 150 30 450 100 
WBO-300-190 19 27.0 10 150 30 450 100 
WBO-300-250 25 33.0 10 150 30 450 100 

Code Inside Diameter Outside 
Diameter

Working Pressure Reinforcm
ent

Length

#
LMG-150-13
LMG-150-19
LMG-150-25
LMG-150-32
LMG-150-38
LMG-150-50

Inch mm mm bar psi ply m
1/2" 12.7 23 10 150 2 50 
3/4" 19.1 30 10 150 2 50 
1" 25.4 35 10 150 2 50 

1- 1/4" 31.8 45 10 150 4 50 
1- 1/2" 38.1 51 10 150 4 50 

2" 50.8 64 10 150 4 50 

Inside Diameter Outside Diameter Working Pressure Bursting Pressure Bend Radius Length

#
WSO-300-05
WSO-300-08
WSO-300-11
WSO-300-14
WSO-300-17
WSO-300-22
WSO-300-27

mm mm bar psi bar psi mm m
5.56 11.13 20 300 60 900 50.8 100 
8.73 13.89 20 300 60 900 63.5 100 
11.12 16.28 20 300 60 900 88.9 100 
14.27 20.24 20 300 60 900 101.6 100 
17.47 23.82 20 300 60 900 114.8 100 
22.22 29.36 20 300 60 900 139.7 100 
27.68 35.58 20 300 60 900 350.5 100 

Code Inside Diameter Outside Diameter Working Pressure Bursting Pressure Length

#
RFJ-150-038
RFJ-150-050
RFJ-150-064

Inch mm mm bar psi bar psi m
1-1/2" 38 50.0 10 150 30 450 61.0 

2" 50.8 64.0 10 150 30 450 61.0 
2-1/2" 64 76.0 10 150 30 450 61.0 

RFJ-150-076 3" 76.2 91.0 10 150 30 450 61.0 
RFJ-150-089 3-1/2" 89 104.0 7 100 21 300 61.0 
RFJ-150-102 4" 102 120.0 5 75 15 225 61.0 
RFJ-150-127 5" 127 144.0 5 75 15 225 61.0 
RFJ-150-152 6" 152 170.0 5 75 15 225 30.5 



2.0 INDUSTRIAL HOSE 2.0 INDUSTRIAL HOSE

CONSTRUCTION: 
Tube :White heat resistant rubber compound EPDM
Reinforcement : two layers of synthetic yarns.
Cover: White cloth impression,rubber compound EPDM
TEMPERATURE:  -32°C to +82°C
APPLICATION:
For general clean-up and hot water washdown service in dairies, meat packing houses, 
creameries, food processing bottling plants.The use of premium materials gives longer 
service life under high temperature use. Not suitable for steam service

WASHDOWN HOSE 
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WATER DELIVERY HOSE 150psi
CONSTRUCTION: 
Tube:Black,smooth,NR,SBR rubber compound. 
Reinforcement:Multi plies high strength synthetic fibre 
Cover:Black,smooth,cloth impression, SBR rubber compound
TEMPERATURE:  -40°C to +70°C.
APPLICATION:
Designed for water and non-corrosive fluids used and light duty industrial applications.

WATER DELIVERY HOSE 300psi
CONSTRUCTION: 
Tube:Black,smooth,NR,SBR rubber compound. 
Reinforcement:Multi plies high strength synthetic fibre 
Cover:Black,smooth,cloth impression, SBR rubber compound
TEMPERATURE:  -40°C to +70°C.
APPLICATION:
Designed for water and non-corrosive fluids used in construction ,mines and heavy duty 
industrial.

FUEL DELIVERY HOSE 150 PSI  
CONSTRUCTION: 
Tube: NR & SBR synthetic rubber, black color. 
Reinforcement:Multi plies high strength synthetic fibre.
Cover:Black,smooth,cloth impression, SBR rubber compound.
TEMPERATURE:  -32°C to +82°C.
APPLICATION:
 Soft-wall hose Designed for the discharge of petroleum-based products,diesel, gaso-
line,lubricants,fuel,with aromatic content up to 50%.

Code Inside Diameter Outside 
Diameter

Working Pressure Length

#
CXG-150-12
CXG-150-13
CXG-150-14
CXG-150-15

Inch mm mm bar psi m
1/2" 12.7 23 10 150 50
5/8" 15.8 26 10 150 50
3/4" 19.1 29 10 150 50
1" 25.4 36 10 150 50

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
WD-150-019
WD-150-025
WD-150-032
WD-150-038
WD-150-045
WD-150-050
WD-150-063
WD-150-076
WD-150-089
WD-150-102
WD-150-127
WD-150-152
WD-150-203
WD-150-254
WD-150-305

Inch mm mm bar psi bar psi m ft
3/4" 19.1 29 10 150 30 450 100 300 
1" 25.4 35 10 150 30 450 100 300 

1-1/4" 31.8 42 10 150 30 450 60 180 
1-1/2" 38.1 48 10 150 30 450 60 180 
1-3/4" 45 59 10 150 30 450 60 180 

2" 50.8 62 10 150 30 450 60 180 
2-1/2" 63.5 76 10 150 30 450 60 180 

3" 76.2 89 10 150 30 450 60 180 
3-1/2" 88.9 103 10 150 30 450 60 180 

4" 101.6 116 10 150 30 450 60 180 
5" 127 142 10 150 30 450 30 90 
6" 152.4 167 10 150 30 450 30 90 
8" 203.2 219 10 150 30 450 30 90 

10" 254 274 10 150 30 450 12 36 
12" 304.8 322 10 150 30 450 12 36 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
WDH2-019
WDH2-025
WDH2-032
WDH2-038
WDH2-045
WDH2-050
WDH2-063
WDH2-076
WDH2-089
WDH2- 102
WDH2- 127
WDH2- 152
WDH2-203
WDH2-254
WDH2-304

Inch mm mm bar psi bar psi m ft
3/4" 19.1 29 20 300 60 900 100 300 
1" 25.4 36 20 300 60 900 100 300 

1- 1/4" 31.8 44 20 300 60 900 60 180 
1- 1/2" 38.1 51 20 300 60 900 60 180 
1-3/4" 45 58.8 20 300 60 900 60 180 

2" 50.8 65 20 300 60 900 60 180 
2- 1/2" 63.5 78 20 300 60 900 60 180 

3" 76.2 91 20 300 60 900 60 180 
3- 1/2" 88.9 108 20 300 60 900 60 180 

4" 101.6 120 20 300 60 900 60 180 
5" 127 148 20 300 60 900 30 90 
6" 152.4 173 20 300 60 900 30 90 
8" 203.2 228 20 300 60 900 30 90 

10" 254 280 20 300 60 900 12 36 
12" 304.8 330 20 300 60 900 12 36 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
OD-150-012
OD-150-016
OD-150-019
OD-150-022
OD-150-025
OD-150-032
OD-150-038
OD-150-050
OD-150-064

Inch mm mm bar psi bar psi m ft
1/2" 12.7 21 10 150 30 450 100 300 
5/8" 15.9 25 10 150 30 450 100 300 
3/4" 19.1 29 10 150 30 450 60 180 
7/8" 22.2 31 10 150 30 450 60 180 
1" 25.4 35 10 150 30 450 60 180 

1-1/4" 31.8 42 10 150 30 450 60 180 
1-1/2" 38.1 51 10 150 30 450 60 180 

2" 50.8 64 10 150 30 450 60 180 
2-1/2" 63.5 76 10 150 30 450 60 180 

OD-150-076 3" 76.2 89.0 10 150 30 450 60 180 
OD-150-089 3-1/2" 88.9 103.0 10 150 30 450 30 90 
OD-150-100 4" 101.6 116.0 10 150 30 450 30 90 
OD-150-125 5" 127 142.0 10 150 30 450 30 90 
OD-150-150 6" 152.4 167.0 10 150 30 450 12 36 
OD-150-200 8" 203.2 223.0 10 150 30 450 12 36 



2.0 INDUSTRIAL HOSE 2.0 INDUSTRIAL HOSE

CONSTRUCTION: 
Tube: NR & SBR synthetic rubber, black color. 
Reinforcement:Multi plies high strength synthetic fibre.
Cover:Black,smooth,cloth impression, SBR rubber compound.
TEMPERATURE:  -32°C to +82°C.
APPLICATION:
 Soft-wall hose Designed for the discharge of petroleum-based products,diesel, 
gasoline,lubricants,fuel,with aromatic content up to 50%.

FUEL DELIVERY HOSE 300 PSI  
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WATER SUCTION & DISCHARGE HOSE 150psi
CONSTRUCTION: 
Tube:Black,smooth,NR,SBR rubber compound. 
Reinforcement:Multi plies High strength synthetic fibre and helix steel wire 
Cover:Black,smooth,cloth impression,SBR rubber compound 
TEMPERATURE:  -30°C to +80°C.
APPLICATION:
Designed for suction and discharge of water,and non-corrosive fluids used in construc-
tion,mines,and light duty industrial

WATER SUCTION & DISCHARGE HOSE 300psi
CONSTRUCTION: 
Tube:Black,smooth,NR,SBR rubber compound. 
Reinforcement:Multi plies High strength synthetic fibre and helix steel wire 
Cover:Black,smooth,cloth impression,SBR rubber compound 
TEMPERATURE:  -30°C to +80°C.
APPLICATION:
Designed for suction and discharge of water,and non-corrosive fluids used in 
construction,mines,and heavy duty industrial

FUEL SUCTION & DISCHARGE HOSE 150psi
CONSTRUCTION: 
Tube:Black,smooth,NR,SBR rubber compound. 
Reinforcement:Multi plies High strength synthetic fibre and helix steel wire 
Cover:Black,smooth,cloth impression,SBR rubber compound 
TEMPERATURE:  -32°C to +82°C.
APPLICATION:
Designed for suction and discharge of water,and non-corrosive fluids used in construc-
tion,mines,and heavy duty industrial

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
OD-300-012
OD-300-016
OD-300-019
OD-300-022
OD-300-025
OD-300-032
OD-300-038
OD-300-050
OD-300-064

Inch mm mm bar psi bar psi m ft
1/2" 12.7 22 20 300 60 900 100 300 
5/8" 15.9 26 20 300 60 900 100 300 
3/4" 19.1 31 20 300 60 900 60 180 
7/8" 22.2 32 20 300 60 900 60 180 
1" 25.4 36 20 300 60 900 60 180 

1-1/4" 31.8 45 20 300 60 900 60 180 
1-1/2" 38.1 51 20 300 60 900 60 180 

2" 50.8 65 20 300 60 900 60 180 
2-1/2" 63.5 79 20 300 60 900 60 180 

OD-300-076 3" 76.2 91.0 20 300 60 900 60 180 
OD-300-089 3-1/2" 88.9 107.0 20 300 60 900 30 90 
OD-300-100 4" 101.6 120.0 20 300 60 900 30 90 
OD-300-125 5" 127 148.0 20 300 60 900 30 90 
OD-300-150 6" 152.4 173.0 20 300 60 900 12 36 
OD-300-200 8" 203.2 228.0 20 300 60 900 12 36 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Vacuum 
Pressure

Length

#
WS-150-019
WS-150-025
WS-150-032
WS-150-038
WS-150-050
WS-150-063
WS-150-076
WS-150-089
WS-150- 102
WS-150- 127
WS-150- 152
WS-150-203
WS-150-276
WS-150-326
WS-150-378

Inch mm mm bar psi bar psi bar m
3/4" 19.1 30 10 150 30 450 0.8 60 
1" 25.4 36 10 150 30 450 0.8 60 

1- 1/4" 31.8 44 10 150 30 450 0.8 60 
1- 1/2" 38.1 51 10 150 30 450 0.8 60 

2" 50.8 64 10 150 30 450 0.8 60 
2- 1/2" 63.5 77 10 150 30 450 0.8 60 

3" 76.2 90 10 150 30 450 0.8 60 
3- 1/2" 88.9 104 10 150 30 450 0.8 60 

4" 101.6 118 10 150 30 450 0.8 60 
5" 127 145 10 150 30 450 0.8 30 
6" 152.4 170 10 150 30 450 0.8 30 
8" 203.2 224 10 150 30 450 0.8 12 

10" 254 276 10 150 30 450 0.8 12 
12" 304 326 10 150 30 450 0.8 12 
14" 350 378 10 150 30 450 0.8 12 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Vacuum 
Pressure

Length

#
WS-300-019
WS-300-025
WS-300-032
WS-300-038
WS-300-050
WS-300-063
WS-300-076
WS-300-089
WS-300- 102
WS-300- 127
WS-300- 152
WS-300-203
WS-300-254
WS-300-304

Inch mm mm bar psi bar psi bar m
3/4" 19.1 31 20 300 60 900 0.8 60 
1" 25.4 38 20 300 60 900 0.8 60 

1- 1/4" 31.8 47 20 300 60 900 0.8 60 
1- 1/2" 38.1 53 20 300 60 900 0.8 60 

2" 50.8 67 20 300 60 900 0.8 60 
2- 1/2" 63.5 82 20 300 60 900 0.8 60 

3" 76.2 94 20 300 60 900 0.8 60 
3- 1/2" 88.9 110 20 300 60 900 0.8 60 

4" 101.6 122 20 300 60 900 0.8 60 
5" 127 150 20 300 60 900 0.8 30 
6" 152.4 176 20 300 60 900 0.8 30 
8" 203.2 232 20 300 60 900 0.8 12 

10" 254 290 20 300 60 900 0.8 12 
12" 304 340 20 300 60 900 0.8 12 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Vacuum 
Pressure

Length

#
OS-150-019
OS-150-025
OS-150-032
OS-150-038
OS-150-050
OS-150-064
OS-150-076
OS-150-089
OS-150-100
OS-150-125
OS-150-150
OS-150-200
OS-150-254
OS-150-300

Inch mm mm bar psi bar psi bar m
3/4" 19.1 31 10 150 30 450 0.8 61 
1" 25.4 37 10 150 30 450 0.8 61 

1- 1/4" 31.8 44 10 150 30 450 0.8 61 
1- 1/2" 38.1 51 10 150 30 450 0.8 61 

2" 50.8 64 10 150 30 450 0.8 61 
2- 1/2" 63.5 76 10 150 30 450 0.8 61 

3" 76.2 91 10 150 30 450 0.8 61 
3- 1/2" 88.9 107 10 150 30 450 0.8 61 

4" 101.6 120 10 150 30 450 0.8 61 
5" 127 147 10 150 30 450 0.8 31 
6" 152.4 172 10 150 30 450 0.8 31 
8" 203.2 229 10 150 30 450 0.8 31 

10" 254 282 10 150 30 450 0.8 12 
12" 304.8 329 10 150 30 450 0.8 12 



2.0 INDUSTRIAL HOSE 2.0 INDUSTRIAL HOSE

CONSTRUCTION: 
Tube:Black,smooth,NR,SBR rubber compound. 
Reinforcement:Multi plies High strength synthetic fibre and helix steel wire 
Cover:Black,smooth,cloth impression,SBR rubber compound 
TEMPERATURE:  -32°C to +82°C.
APPLICATION:
Designed for suction and discharge of water,and non-corrosive fluids used in construc-
tion,mines,and heavy duty industrial

FUEL SUCTION & DISCHARGE HOSE 300psi
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TANK TRUCK OIL HOSE 150psi
CONSTRUCTION: 
Tube: Black,smooth,Nitrile rubber
Reinforcement: High strength synthetic fabric and helix wire,with anti-static wire 
Cover:Black or Red,smooth or corrugated ,oil,fuel,and weathering resistant synthetic 
rubber.
TEMPERATURE:  -32°C to +82°C.
APPLICATION:
Hardwall hose designed for suction and delivery of a wide range of petroleum fuel with 
aromatic content up to 50% for tank trucks.

FUEL DISPENSER PUMP HOSE

CONSTRUCTION: 
Tube: Nitrile synthetic rubber,smooth
Reinforcement: steel wire braid 
Cover: Nitrile synthetic rubber,black,green,red,blue or yellow
TEMPERATURE:  -40°C to +121°C.
APPLICATION:
Designed for general refueling equipment to convey aviation kerosene,gasoline,diesel oil 
and other mineral oil.

HOT TAR & ASPHALT SUCTION HOSE 150psi

CONSTRUCTION: 
Tube: Black,smooth,special elastmoer compound
Reinforcement:2 or 4 layers high tensile cord with steel wire helix, anti-static wires
Cover:Black,wrapped finish,synthetic elastomer compound for high abrasion ,ozone
 & weather resistance
TEMPERATURE:  -40°C to +180°C.
APPLICATION:
 Hot tar and alphalt suction hose is specially designed for conveying hot tar and asphalt.

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Vacuum 
Pressure

Length

#
OS-300-019
OS-300-025
OS-300-032
OS-300-038
OS-300-050
OS-300-064
OS-300-076
OS-300-089
OS-300-100
OS-300-125
OS-300-150
OS-300-200
OS-300-254
OS-300-304

Inch mm mm bar psi bar psi bar m
3/4" 19.1 32 20 300 60 900 0.8 61 
1" 25.4 37 20 300 60 900 0.8 61 

1- 1/4" 31.8 47 20 300 60 900 0.8 61 
1- 1/2" 38.1 54 20 300 60 900 0.8 61 

2" 50.8 67 20 300 60 900 0.8 61 
2- 1/2" 63.5 80 20 300 60 900 0.8 61 

3" 76.2 92 20 300 60 900 0.8 61 
3- 1/2" 88.9 110 20 300 60 900 0.8 61 

4" 101.6 122 20 300 60 900 0.8 61 
5" 127 153 20 300 60 900 0.8 31 
6" 152.4 176 20 300 60 900 0.8 31 
8" 203.2 228 20 300 60 900 0.8 31 

10" 254 288 20 300 60 900 0.8 12 
12" 304.8 340 20 300 60 900 0.8 12 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Vacuum 
Pressure

Length

#
YGC-300-050
YGC-300-064
YGC-300-076
YGC-300-089
YGC-300-100
YGC-300-125
YGC-300-150

Inch mm mm bar psi bar psi bar m
2" 50.8 63 10 150 30 450 0.8 61 

2-1/2" 63.5 76 10 150 30 450 0.8 61 
3" 76.2 89 10 150 30 450 0.8 61 

3-1/2" 88.9 103 10 150 30 450 0.8 61 
4" 101.6 120 10 150 30 450 0.8 61 
5" 127 147 10 150 30 450 0.8  
6" 152.4 172 10 150 30 450 0.8  

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Weight Bend 
Radius

#
JYJ-250-016
JYJ-250-019
JYJ-250-025

Inch mm mm bar psi bar psi kgs/m mm
5/8" 15.9 25.4 18 258 72 1032 0.590 160.0 
3/4" 19.1 28.7 18 258 72 1032 0.670 190.0 
1" 25.4 35.1 18 258 72 1032 0.890 240.0 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Weight Length

#
RYLQ-150-051
RYLQ-150-076
RYLQ-150-102

Inch mm mm bar psi bar psi kgs/m m
2" 50.8 69 10 150 30 450 0.590 30.5 
3" 76.2 96 10 150 30 450 0.670 30.5 
4" 101.6 122 10 150 30 450 0.890 30.5 

30.5

30.5



2.0 INDUSTRIAL HOSE 2.0 INDUSTRIAL HOSE

CONSTRUCTION: 
Tube: White,Smooth Ultra High Molecular Weight Polyethylene (UHMWPE),EPDM.
Reinforcement: Multi plies high strength synthetic fabric
Cover:EPDM resistant to chemical,weathering and ozone,blue,green wrapped.
TEMPERATURE:  -40°C to +120°C.
APPLICATION:
Designed for in-plant or tank truck use to transfer chemicals and solvents.

UHMWPE CHEMICAL DISCHARGE HOSE 150psi
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UHMWPE CHEMICAL DISCHARGE HOSE 250psi

CONSTRUCTION: 
Tube: White,Smooth Ultra High Molecular Weight Polyethylene (UHMWPE),EPDM.
Reinforcement: Multi plies high strength synthetic fabric
Cover:EPDM resistant to chemical,weathering and ozone,blue,green wrapped.
TEMPERATURE:  -40°C to +120°C.
APPLICATION:
Designed for in-plant or tank truck use to transfer chemicals and solvents.

UHMWPE CHEMICAL SUCTION HOSE 150psi

CONSTRUCTION: 
Tube: White,Smooth Ultra High Molecular Weight Polyethylene (UHMWPE),EPDM.
Reinforcement: Multi plies high strength synthetic fabric
Cover:EPDM resistant to chemical,weathering and ozone,blue,green wrapped.
TEMPERATURE:  -40°C to +120°C.
APPLICATION:
Designed for in-plant or tank truck use to transfer chemicals and solvents.

UHMWPE CHEMICAL SUCTION HOSE 250psi

CONSTRUCTION: 
Tube: White,Smooth Ultra High Molecular Weight Polyethylene (UHMWPE),EPDM.
Reinforcement: Multi plies high strength synthetic fabric
Cover:EPDM resistant to chemical,weathering and ozone,blue,green wrapped.
TEMPERATURE:  -40°C to +120°C.
APPLICATION:
Designed for in-plant or tank truck use to transfer chemicals and solvents.

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length
#

HXD-150-019
HXD-150-025
HXD-150-032
HXD-150-038
HXD-150-050
HXD-150-064
HXD-150-076
HXD-150-089
HXD-150-102
HXD-150-152

Inch mm mm bar psi bar psi m ft
3/4" 19.1 31 10 150 30 450 61.0 183.0 
1" 25.4 37 10 150 30 450 61.0 183.0 

1-1/4" 31.8 44 10 150 30 450 61.0 183.0 
1-1/2" 38.1 51 10 150 30 450 61.0 183.0 

2" 50.8 67 10 150 30 450 61.0 183.0 
2-1/2" 63.5 79 10 150 30 450 61.0 183.0 

3" 76.2 92 10 150 30 450 61.0 183.0 
3-1/2" 88.9 105 10 150 30 450 61.0 183.0 

4" 101.6 118 10 150 30 450 61.0 183.0 
6" 152 175 10 150 30 450 30.5 91.5 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length
#

HXD-250-019
HXD-250-025
HXD-250-032
HXD-250-038
HXD-250-050
HXD-250-064
HXD-250-076
HXD-250-089
HXD-250-102
HXD-250-152

Inch mm mm bar psi bar psi m ft
3/4" 19.1 31 17 250 51 750 61.0 183.0 
1" 25.4 37 17 250 51 750 61.0 183.0 

1-1/4" 31.8 44 17 250 51 750 61.0 183.0 
1-1/2" 38.1 51 17 250 51 750 61.0 183.0 

2" 50.8 67 17 250 51 750 61.0 183.0 
2-1/2" 63.5 79 17 250 51 750 61.0 183.0 

3" 76.2 92 17 250 51 750 61.0 183.0 
3-1/2" 88.9 105 17 250 51 750 61.0 183.0 

4" 101.6 118 17 250 51 750 61.0 183.0 
6" 152 175 17 250 51 750 30.5 91.5 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length
#

HXS-150-019
HXS-150-025
HXS-150-032
HXS-150-038
HXS-150-050
HXS-150-064
HXS-150-076
HXS-150-089
HXS-150-102
HXS-150-152

Inch mm mm bar psi bar psi m ft
3/4" 19.1 30 10 150 30 450 61.0 183.0 
1" 25.4 36 10 150 30 450 61.0 183.0 

1-1/4" 31.8 44 10 150 30 450 61.0 183.0 
1-1/2" 38.1 51 10 150 30 450 61.0 183.0 

2" 50.8 64 10 150 30 450 61.0 183.0 
2-1/2" 63.5 79 10 150 30 450 61.0 183.0 

3" 76.2 92 10 150 30 450 61.0 183.0 
3-1/2" 88.9 105 10 150 30 450 61.0 183.0 

4" 101.6 120 10 150 30 450 61.0 183.0 
6" 152 172 10 150 30 450 30.5 91.5 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length
#

HXS-250-019
HXS-250-025
HXS-250-032
HXS-250-038
HXS-250-050
HXS-250-064
HXS-250-076
HXS-250-089
HXS-250-102
HXS-250-152

Inch mm mm bar psi bar psi m ft
3/4" 19.1 31 17 250 51 750 61.0 183.0 
1" 25.4 38 17 250 51 750 61.0 183.0 

1-1/4" 31.8 47 17 250 51 750 61.0 183.0 
1-1/2" 38.1 53 17 250 51 750 61.0 183.0 

2" 50.8 67 17 250 51 750 61.0 183.0 
2-1/2" 63.5 82 17 250 51 750 61.0 183.0 

3" 76.2 94 17 250 51 750 61.0 183.0 
3-1/2" 88.9 108 17 250 51 750 61.0 183.0 

4" 101.6 122 17 250 51 750 61.0 183.0 
6" 152 175 17 250 51 750 30.5 91.5 



2.0 INDUSTRIAL HOSE 2.0 INDUSTRIAL HOSE

CONSTRUCTION: 
Tube: White,smooth,NR,NBR or EPDM food quality rubber
Reinforcement: High strength synthetic fabric
Cover: smooth(wrapped finish),synthetic rubber, blue or white,weathering resistant.
TEMPERATURE:  -30°C to +80°C.
APPLICATION:
FDA approved food hose designed for the delivery of foods such as milk,Juice,beer,
edible oil,dairy products etc.

FOOD DISCHARGE HOSE 150psi
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FOOD DISCHARGE HOSE 250psi

CONSTRUCTION: 
Tube: White,smooth,NR,NBR or EPDM food quality rubber
Reinforcement: High strength synthetic fabric
Cover: smooth(wrapped finish),synthetic rubber, blue or white,weathering resistant.
TEMPERATURE:  -30°C to +80°C.
APPLICATION:
FDA approved food hose designed for the delivery of foods such as milk,Juice,beer,
edible oil,dairy products etc.

FOOD SUCTION HOSE 150psi

CONSTRUCTION: 
Tube: White,smooth,NR,NBR or EPDM food quality rubber
Reinforcement: High strength synthetic fabric
Cover: smooth(wrapped finish),synthetic rubber, blue or white,weathering resistant.
TEMPERATURE:  -30°C to +80°C.
APPLICATION:
FDA approved food hose designed for the suction and delivery of foods such as 
milk,Juice,beer,edible oil,dairy products etc.

FOOD SUCTION HOSE 250psi

CONSTRUCTION: 
Tube: White,smooth,NR,NBR or EPDM food quality rubber
Reinforcement: High strength synthetic fabric
Cover: smooth(wrapped finish),synthetic rubber, blue or white,weathering resistant.
TEMPERATURE:  -30°C to +80°C.
APPLICATION:
FDA approved food hose designed for the suction and delivery of foods such as 
milk,Juice,beer,edible oil,dairy products etc.

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
SPD-150-012
SPD-150-019
SPD-150-025
SPD-150-032
SPD-150-038
SPD-150-050
SPD-150-064
SPD-150-076
SPD-150-089
SPD-150-102

Inch mm mm bar psi bar psi m ft
1/2" 12.7 22 10 150 30 450 61.0 183.0 
3/4" 19.1 29 10 150 30 450 61.0 183.0 
1" 25.4 37 10 150 30 450 61.0 183.0 

1-1/4" 31.8 43 10 150 30 450 61.0 183.0 
1-1/2" 38.1 50 10 150 30 450 61.0 183.0 

2" 50.8 64 10 150 30 450 61.0 183.0 
2-1/2" 63.5 78 10 150 30 450 61.0 183.0 

3" 76.2 90 10 150 30 450 61.0 183.0 
3-1/2" 89 104 10 150 30 450 61.0 183.0 

4" 101.6 116 10 150 30 450 30.5 91.5 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
SPD-250-012
SPD-250-019
SPD-250-025
SPD-250-032
SPD-250-038
SPD-250-050
SPD-250-064
SPD-250-076
SPD-250-089
SPD-250-102

Inch mm mm bar psi bar psi m ft
1/2" 12.7 22 17 250 51 750 61.0 183.0 
3/4" 19.1 31 17 250 51 750 61.0 183.0 
1" 25.4 38 17 250 51 750 61.0 183.0 

1-1/4" 31.8 45 17 250 51 750 61.0 183.0 
1-1/2" 38.1 51 17 250 51 750 61.0 183.0 

2" 50.8 68 17 250 51 750 61.0 183.0 
2-1/2" 63.5 79 17 250 51 750 61.0 183.0 

3" 76.2 91 17 250 51 750 61.0 183.0 
3-1/2" 89 106 17 250 51 750 61.0 183.0 

4" 101.6 120 17 250 51 750 30.5 91.5 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
SPS-150-019
SPS-150-025
SPS-150-032
SPS-150-038
SPS-150-050
SPS-150-064
SPS-150-076
SPS-150-089
SPS-150-102
SPS-150-125
SPS-150-152

Inch mm mm bar psi bar psi m ft
3/4" 19.1 31 10 150 30 450 61.0 183.0 
1" 25.4 37 10 150 30 450 61.0 183.0 

1-1/4" 31.8 44 10 150 30 450 61.0 183.0 
1-1/2" 38.1 51 10 150 30 450 61.0 183.0 

2" 50.8 64 10 150 30 450 61.0 183.0 
2-1/2" 63.5 80 10 150 30 450 61.0 183.0 

3" 76.2 92 10 150 30 450 61.0 183.0 
3-1/2" 89 105 10 150 30 450 61.0 183.0 

4" 101.6 120 10 150 30 450 61.0 183.0 
5" 125 145 10 150 30 450 30.5 91.5 
6" 152 172 10 150 30 450 30.5 91.5 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
SPS-250-019
SPS-250-025
SPS-250-032
SPS-250-038
SPS-250-050
SPS-250-064
SPS-250-076
SPS-250-089
SPS-250-102
SPS-250-125
SPS-250-152

Inch mm mm bar psi bar psi m ft
3/4" 19.1 32 17 250 51 750 61.0 183.0 
1" 25.4 38 17 250 51 750 61.0 183.0 

1-1/4" 31.8 46 17 250 51 750 61.0 183.0 
1-1/2" 38.1 53 17 250 51 750 61.0 183.0 

2" 50.8 67 17 250 51 750 61.0 183.0 
2-1/2" 63.5 81 17 250 51 750 61.0 183.0 

3" 76.2 93 17 250 51 750 61.0 183.0 
3-1/2" 89 107 17 250 51 750 61.0 183.0 

4" 101.6 122 17 250 51 750 61.0 183.0 
5" 125 147 17 250 51 750 30.5 91.5 
6" 152 174 17 250 51 750 30.5 91.5 



2.0 INDUSTRIAL HOSE 2.0 INDUSTRIAL HOSE

CONSTRUCTION: 
Tube:Black,smooth, NR synthetic rubber
Reinforcement: Multi ply High strength synthetic fabric
Cover:Black, smooth(wrapped), abrasion resistant NR synthetic rubber
TEMPERATURE:  -30°C to +80°C.
APPLICATION:
Softwall abrasion resistant hose designed for the delivery of steel shots, sand, bead 
blasting application

SANDBLAST RUBBER HOSE 12BAR
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BULK MATERIAL DISCHARGE HOSE 150psi

CONSTRUCTION: 
Tube:Black, smooth, synthetic rubber
Reinforcement:High strength synthetic cord
Cover:Black, smooth(wrapped finish), synthetic rubber, weathering and ozone resistant.
TEMPERATURE:  -30°C to +82°C.
APPLICATION:
Specially designed softwall hose for delivery of dry cement, sand, gravel, etc. Equipped 
with excellent rebound, durability and abrasion resistant properties.

BULK MATERIAL SUCTION HOSE 150psi
CONSTRUCTION: 
Tube: Pure gum compound
Reinforcement: Multi ply synthetic fabric with steel wire helix 
Cover:Black synthetic rubber, fabric impression, corrugated or smooth.
TEMPERATURE:  -30°C to +82°C.
APPLICATION:
For suction, discharge or gravity flow of abrasives ,dry cement,sand,gravel etc from 
manufacturing, sandblast recovery, mineral processing, power plants.

CONCRETE PLACEMENT HOSE 800psi
CONSTRUCTION: 
Tube: Black NR/SBR rubber compound
Reinforcement: Multi ply synthetic fabric or steel wire braiding
Cover: Black,smooth cloth impression,NR/SBR rubber compound
TEMPERATURE:  -30°C to +70°C.
APPLICATION:
These concrete hoses are high pressure pumping components designed to pump 
concrete and other abrasive mixtures such as plaster and wet cement at a pressure up to 
800psi

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
PSG-170-012
PSG-170-016
PSG-170-019

PSG-170-025A
PSG-170-025B
PSG-170-032
PSG-170-038
PSG-170-051
PSG-170-064
PSG-170-076
PSG-170-102
PSG-170-127
PSG-170-152

Inch mm mm bar psi bar psi m ft
1/2" 12.7 25 12 174 36 522 40 120
5/8" 15.9 30 12 174 36 522 40 120
3/4" 19.1 34 12 174 36 522 40 120
1" 25.4 38 12 174 36 522 40 120
1" 25.4 47 12 174 36 522 40 120

1-1/4" 31.8 48 12 174 36 522 40 120
1-1/2" 38.1 54 12 174 36 522 40 120

2" 50.8 69 12 174 36 522 40 120
2-1/2" 64 84 12 174 36 522 40 120

3" 76.2 96 12 174 36 522 40 120
4" 102 124 12 174 36 522 40 120
5" 127 149 12 174 36 522 40 120
6" 152 177 12 174 36 522 40 120

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
WLS-150-032
WLS-150-038
WLS-150-051
WLS-150-064
WLS-150-076
WLS-150-089
WLS-150-102
WLS-150-127
WLS-150-152
WLS-150-203
WLS-150-254
WLS-150-304

Inch mm mm bar psi bar psi m ft
1 1/4" 31.8 46 10 150 30 300 61.0 183.0 
1 1/2" 38 53 10 150 30 300 61.0 183.0 

2" 50 69 10 150 30 300 61.0 183.0 
2-1/2" 64 83 10 150 30 300 61.0 183.0 

3" 76 98 10 150 30 300 61.0 183.0 
3-1/2" 89 113 10 150 30 300 61.0 183.0 

4" 102 126 10 150 30 300 61.0 183.0 
5" 127 153 10 150 30 300 30.5 91.5 
6" 152 180 10 150 30 300 30.5 91.5 
8" 203 235 10 150 30 300 12.0 36.0 
10"
12"

254 287 10 150 30 300 12.0 36.0 
304.8 335 10 150 30 300 12.0 36.0 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
WLD-150-H050
WLD-150-H057
WLD-150-H060
WLD-150-H063
WLD-150-H066
WLD-150-H069
WLD-150-H076
WLD-150-H089
WLD-150-H102
WLD-150-H114
WLD-150-H127
WLD-150-H152
WLD-150-H203
WLD-150-H254
WLD-150-H304

Inch mm mm bar psi bar psi m ft
2" 50.8 68 10 150 30 450 60.0 180.0 

2-1/4" 57.2 74 10 150 30 450 60.0 180.0 
1-3/8" 60.3 77 10 150 30 450 60.0 180.0 
2-1/2" 63.5 81 10 150 30 450 60.0 180.0 
2-5/8" 66.7 84 10 150 30 450 40.0 120.0 
2-3/4" 69.9 88 10 150 30 450 40.0 120.0 

3" 76.2 94 10 150 30 450 60.0 180.0 
3-1/2" 88.9 107 10 150 30 450 60.0 180.0 

4" 101.6 120 10 150 30 450 30.0 90.0 
4-1/2" 114.3 134 10 150 30 450 30.0 90.0 

5" 127 148 10 150 30 450 30.0 90.0 
6" 152.4 175 10 150 30 450 30.0 90.0 
8" 203.2 230 10 150 30 450 30.0 90.0 
10"
12"

12"12"

254 281 10 150 30 450 12.0 36.0 
304.8 334 10 150 30 450 12.0 36.0 

Code Inside Diameter Outside 
Diameter

Working Pressure Length

#
HJZ-800-51
HJZ-800-76

HJZ-800-102

Inch mm mm bar psi m ft
2“ 51 74 55 800 60.0 180.0 
3” 76 100 55 800 60.0 180.0 
4“ 102 132 55 800 60.0 180.0 



2.0 INDUSTRIAL HOSE 2.0 INDUSTRIAL HOSE

CONSTRUCTION: 
Tube: Black,smooth,Abrasion resistant NR/SBR compound
Reinforcement: 2”-3” : two steel wire braiding,  3 1/2”-6” four layers steel cords
Cover:Black,smooth cloth impression,NR/SBR compound abrasion cover,resistant to 
abrasion, cutting, gouging and weather
TEMPERATURE:  -30°C to +80°C.
APPLICATION:
High pressure concrete placement application.

CONCRETE PLACEMENT HOSE 1230psi
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PLASTER & GROUT HOSE 600psi

CONSTRUCTION: 
Tube: NR/SBR synthetic rubber. 
Reinforcement: four or six plies of synthetic textile with a static wire. 
Cover:NR/SBR synthetic rubber,black,cloth impression.
TEMPERATURE:  -30°C to +80°C.
APPLICATION:
Used for spraying plaster, grout, sand.

HEAVY DUTY VACUUM RUBBER HOSE

CONSTRUCTION: 
Tube: 1/4" thick red gum rubber tube for abrasion resistance.
Reinforcement: High tensile textile fabric with embedded steel helical wire.
Cover: Corrugated black conductive SBR/NR blend abrasion and ozone x005f resistance.
TEMPERATURE:  -40°C to +100°C.
APPLICATION:
Material handling suction/discharge.Industrial vacuum equipment applications.Great hose 
for dry or wet abrasive materials.Drill cutting suction hose in mobile drilling rigs.

MINING SLURRY HOSE 150 psi

CONSTRUCTION: 
Tube: Black NR/SBR rubber compound.
Reinforcement: Multi ply synthetic fabric with wire helix. 
Cover:Black NR/SBR corrugated abrasion and weather resistant.
TEMPERATURE:  -30°C to +80°C.
APPLICATION:
Slurry hoses are designed primarily for handling abrasive and viscous slurries from mine and 
quarries. They can also be used for handling dry materials such as sand, gravel and grains. 
The external bolt on the flanges allow for easy installation and uninterrupted free flow.

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
SGJ-600-025
SGJ-600-032
SGJ-600-038
SGJ-600-051
SGJ-600-064
SGJ-600-076
SGJ-600-089
SGJ-600-102

Inch mm mm bar psi bar psi m ft
1" 25 38 40 600 120 1800 61 183

1-1/4" 32 50 40 600 120 1800 61 183
1-1/2" 38 56 40 600 120 1800 61 183

3" 61 73 40 600 120 1800 61 183
2-1/2" 64 84 40 600 120 1800 61 183

3" 76 102 40 600 120 1800 61 183
3-1/2" 89 113 40 600 120 1800 61 183

4" 102 127 40 600 120 1800 61 183

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Weight Bend 
Radius

#
HDV-06
HDV-08
HDV-10

Inch mm mm bar psi bar psi kgs/m mm
6" 152.4 183.64 10 150 30 450 9.97 914 
8" 203.2 237.74 10 150 30 450 14.83 1422 
10" 254.0 297.69 10 150 30 450 23.35 1778 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length Bend 
Radius

#
KNJ-150-051
KNJ-150-076
KNJ-150-102
KNJ-150-127
KNJ-150-152
KNJ-150-203
KNJ-150-254
KNJ-150-305
KNJ-150-355

Inch mm mm bar psi bar psi kgs/m mm
2" 51 79.0 10 150 30 450 61 305 
3" 76 118.0 10 150 30 450 61 356 
4" 102 137.0 10 150 30 450 61 508 
5" 127 167.0 10 150 30 450 61 660 
6" 152 196.0 10 150 30 450 12 762 
8" 203 255.0 10 150 30 450 12 1727 
10" 254 302.0 10 150 30 450 12 1981 
12" 305 349.0 10 150 30 450 12 2489 
14" 355 416.0 10 150 30 450 12 2819 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Weight Bend 
Radius

#
HNB-1230-51
HNB-1230-64
HNB-1230-76

HNB-1230-102
HNB-1230-127
HNB-1230-152

Inch mm mm bar psi bar psi kgs/m mm
2" 50.8 69.8 85 1230 255 3690 3.03 275 

2-1/2" 63.5 83.2 85 1230 255 3690 4.48 300 
3" 76.2 103 85 1230 255 3690 5.46 350 
4" 101.6 127 85 1230 255 3690 8.46 400 
5" 127 155 85 1230 255 3690 9.63 500 
6" 152.4 179 85 1230 255 3690 10.99 600 



2.0 INDUSTRIAL HOSE 2.0 INDUSTRIAL HOSE

CONSTRUCTION: 
Tube: Black,smooth,rubber compound
Reinforcement: Multi ply heavy duty synthetic cord 
Cover:Black,wrapped,synthetic rubber
TEMPERATURE:  -40°C to +100°C.
APPLICATION:
The peristaltic pump hoses are specifically engineered for application on peristaltic 
pumps,it is designed and manufactured for long operational life and minimized cost.

PERISTALTIC PUMP HOSE
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DISCHARGE DREDGING HOSE
CONSTRUCTION: 
Tube: Synthetic abrasive resistant rubber with high strength breaker plies coated with high 
grade synthetic rubber to achieve maximum adhesion of the lining to the hose carcass.
Reinforcement: Multiple layers of high tensile reinforcing materials with outstanding 
resistance to fatigue. Fully embedded steel wire coils are incorporated to achieve kink, 
crush and local load resistance. 
Cover: Synthetic rubber, resistant to abrasion, weathering, sea water and oil. The cover, 
which incorporates reinforcing breaker plies is black with a bright orange spiral stripe or 
coated in a tough bright orange polyurethane.
TEMPERATURE:  -25°C to +80°C.

SUCTION DREDGING HOSE
CONSTRUCTION: 
Tube: Abrasive resistant synthetic rubber with high strength breaker plies and coated 
with a high grade synthetic rubber interior surface. 
Reinforcement: High tensile strength fabrics with a steel inner structure. Fully embed-
ded steel wire coils are incorporated to achieve kink, crush and local load resistance. 
Cover: Synthetic rubber, resistant to abrasion, weathering, sea water and oil exposure. 
The cover, which incorporates reinforcing breaker plies is black with a bright orange 
spiral stripe or coated in tough bright orange polyurethane.
TEMPERATURE:  -32°C to +80°C.

LAYFLAT CEMENT DISCHARGE HOSE 60psi

CONSTRUCTION: 
Reinforcement: 2 ply high tensile synthetic fabric
Cover:Black,smooth,cloth impression NR/SBR rubber compound,abrasion and weather 
resistant
TEMPERATURE:  -30°C to +80°C.
APPLICATION:
Layflat delivery hose for concrete sand,gravel and general abrasive dry materials

Code Inside Diameter Outside 
Diameter

Working Pressure Reinforcment Toleranc
e

Length

#
RDB-200-1032
RDB-200-1537
RDB-200-2037
RDB-200-2554
RDB-200-3263
RDB-200-3863
RDB-200-4067
RDB-200-4581
RDB-200-5081
RDB-200-6087
RDB-200-65100
RDB-200-80124

RDB-200-100145
RDB-200-125168

mm mm bar psi mm mm
10 32 8 123.2 2 ± 0,5 570
15 37 8 123.2 2 ± 0,5 830
20 37 8 123.2 2 ± 0,5 830
25 54 16 246.4 4 ± 0,5 1090
32 63 16 246.4 4 ± 0,5 1300
38 63.0 16 246.4 4 ± 0,5 1300 
40 67.0 16 246.4 4 ± 0,5 1500 
45 81.0 16 246.4 4 ± 0,5 1850 
50 81.0 16 246.4 4 ± 0,5 1850 
60 87.0 16 246.4 4 ± 0,5 1850 
65 100.0 16 246.4 4 ± 0,5 2335 
80 124.0 16 246.4 6 ± 0,5 2910 

100 145.0 16 246.4 6 ± 0,5 3410 
125 168.0 16 246.4 6 ± 0,5 4000 

Code Inside Diameter Working Pressure LengthBursting 
Pressure

VACUUM Wear layer 
Thickness

Cover
Thickness

#
SJD-300
SJD-400
SJD-450
SJD-500
SJD-550
SJD-600
SJD-650
SJD-700
SJD-750
SJD-800
SJD-900

SJD-1000
SJD-1100

Inch mm bar max psi bar bar mm mm m
12" 300 5-15 220 15-45 0.8 12-15 5 1.5-2
16" 400 5-15 220 15-45 0.8 12-15 5 1.5-2
18" 450 5-15 220 15-45 0.8 12-15 5 1.5-2
20" 500 10-20 300 30-60 0.8 15-20 5 1.5-2
22" 550 10-20 300 30-60 0.8 15-20 5 1.5-2
24" 600 15-25 360 45-75 0.8 15-20 5 1.5-2
26" 650 15-25 360 45-75 0.8 15-20 5 1.5-2
28" 700 15-25 360 45-75 0.8 20-25 5 1.5-2
30" 750 15-25 360 45-75 0.8 20-25 5 1.5-2
32" 800 15-25 360 45-75 0.8 25-50 5-8 1.5-2
36" 900 20-30 450 60-90 0.8 25-50 5-8 2-3
40" 1000 25-30 450 75-90 0.8 25-50 5-8 2-3
44" 1100 25-30 450 75-90 0.8 25-50 5-8 2-3

Inch mm bar max psi bar bar mm mm m
12 300 3-10 150 9-30 0.8 10-15 5 1-3
16 400 3-10 150 9-30 0.8 10-15 5 1-3
18 450 3-11 150 9-30 0.8 10-15 5 1-3
20 500 3-10 150 9-30 0.8 10-15 5 1-3
22 550 3-10 150 9-30 0.8 10-15 5 1-3
24 600 3-10 150 9-30 0.8 10-15 5 1.5-3
26 650 3-10 150 9-30 0.8 15-20 5 1.5-3
28 700 3-10 150 9-30 0.8 15-20 5 1.5-3
30 750 3-10 150 9-30 0.8 15-20 5 1.5-3
32 800 3-10 150 9-30 0.8 15-20 5 1.5-3
34 850.0 3-10 150 9-30 0.8 20-25 5-8 1.5-3
36    900.0 3-10 150 9-30 0.8 20-25 5-8 2-3
40 1000.0 3-10 150 9-30 0.8 20-25 5-8 2-3
44 1100.0 3-10 150 9-30 0.8

Code Inside Diameter Working Pressure LengthBursting 
Pressure

Cover
Thickness

VACUUM Wear layer 
Thickness

#
XNG-150-300
XNG-150-400
XNG-150-450
XNG-150-500
XNG-150-550
XNG-150-600
XNG-150-650
XNG-150-700
XNG-150-750
XNG-150-800
XNG-150-850
XNG-150-900
XNG-150-1000
XNG-150-1100
XNG-150-1200
XNG-150-1300

25-30 5-8 2-3
48    1200.0 3-10 150 9-30 0.8 25-30 5-8 2-3
52 1300.0 3-10 150 9-30 0.8 25-30 5-8 2-3

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
SND-60-076
SND-60-089
SND-60-102
SND-60-127
SND-60-152
SND-60-203

Inch mm mm bar psi bar psi m ft
3" 76.0 86.00 4 60 12 180 20 60 

3-1/2" 89.0 100.00 4 60 12 180 20 60 
4" 102.0 112.00 4 60 12 180 20 60 
5" 127.0 137.00 4 60 12 180 20 60 
6" 152.0 162.00 4 60 12 180 20 60 
8" 203.0 213.00 4 60 12 180 20 60 



2.0 INDUSTRIAL HOSE 2.0 INDUSTRIAL HOSE

CONSTRUCTION: 
Tube: Synthetic rubber EPDM 
Reinforcement: high tensile wire braiding 
Cover:Red or blue, pin pricked smooth (wrapped finish) ,EPDM rubber.
TEMPERATURE:  -40°C to +170°C (Instantaneous operating temperature 210°C).
APPLICATION:
The steam hose is used for the saturated steam in chemical industry, petroleum industry, 
shipbuilding industry

EPDM STEAM HOSE 170℃
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EPDM STEAM HOSE 230℃
CONSTRUCTION: 
Tube: Synthetic rubber EPDM 
Reinforcement: high tensile wire braiding 
Cover:Red or blue, pin pricked smooth (wrapped finish) ,EPDM rubber.
TEMPERATURE:  -30°C to +230°C. (Instantaneous operating temperature 250℃)
APPLICATION:
The steam hose is used for the saturated steam in chemical industry, petroleum industry, 
shipbuilding industry

PRESSURE PAINT SPRAY HOSE （One steel wire braided）

APPLICATION:
CONSTRUCTION: 
Inner Core: polyolefin tube 
Reinforcement: One braids of high tensile steel wire
Cover: High abrasion,mold and fungus resistant polyether- urethane
TEMPERATURE: -40°C to +120°C.
Suitable for applications requiring solvent and corrosive fluids, for paint sprayers/sprayers

PRESSURE PAINT SPRAY HOSE (Two steel wire braided)

CONSTRUCTION: 
Inner Core: polyolefin tube
Reinforcement: Two braids of high tensile steel wire
Cover: High abrasion,mold and fungus resistant polyether- urethane
TEMPERATURE: -40°C to +120°C.
APPLICATION:
Suitable for applications requiring solvent and corrosive fluids, for paint sprayers/sprayers.

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length Bend 
Radius

#
ZQG-250-1225
ZQG-250-1628
ZQG-250-1932
ZQG-250-2539
ZQG-250-3854
ZQG-250-5167

Inch mm mm bar psi bar psi m mm
1/2" 12 25 17 250 170 2500 100/50 50
5/8" 16 28 17 250 170 2500 100/50 60
3/4" 19 32 17 250 170 2500 100/50 70
1" 25 39 17 250 170 2500 100/50 80

1-1/2" 38 54 17 250 170 2500 100/50 110
2" 51 67 17 250 170 2500 40/20 150

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length Bend 
Radius

#
ZQGD-250-010
ZQGD-250-012
ZQGD-250-016
ZQGD-250-019
ZQGD-250-025
ZQGD-250-032
ZQGD-250-038
ZQGD-250-051
ZQGD-250-064
ZQGD-250-076
ZQGD-250-089
ZQGD-250-102

Inch mm mm bar psi bar psi m mm
3/8'' 10 21 17 250 170 2500 100/50 50
1/2'' 12 25 17 250 170 2500 100/50 60
5/8'' 16 28 17 250 170 2500 100/50 70
3/4'' 19    32 17 250 170 2500 100/50 80
1'' 25 39 17 250 170 2500 100/50 110

1 1/4'' 32 46 17 250 170 2500 40/20 150
1 1/2'' 38 54 17 250 170 2500 40/20 180

2'' 51    67 17 250 170 2500 40/20 245
2 1/2'' 64 83 17 250 170 2500 40/20 300

3'' 76 95 17 250 170 2500 40/20 400
3 1/2'' 89 110 17 250 170 2500 40/20 500

4'' 102 124 17 250 170 2500 40/20 600

Code Inside Diameter
Outside

Diameter
WorkingPressure Burs�ng Pressure Length

Bend
Radius

# Inch mm mm bar psi bar psi m mm
DPT-5 3/16" 5 10 350 5000 1400 20300 100/50 30
DPT-6 1/4" 6.5 12 320 4650 1280 18560 100/50 40
DPT-8 5/16" 8 13.2 275 4000 1100 15950 100/50 50

DPT-10 3/8” 10 15.2 250 3600 1000 14500 100/50 60
DPT-12 1/2" 12 20 190 2750 760 11020 100/50 80
DPT-16 5/8" 16 24 160 2300 640 9280 100/50 110
DPT-19 3/4" 19 28 120 1750 480 6960 100/50 150
DPT-25 1" 25.4 37 100 1450 400 5800 100/50 230

Code Inside Diameter
Outside

Diameter
WorkingPressure Burs�ng Pressure Length

Bend
Radius

# Inch mm mm bar psi bar psi m mm
SPT-6 1/4" 6.5 13.5 450 6500 1800 26000 100/50 100
SPT-8 5/16" 8 15.2 400 5800 1600 23200 100/50 110
SPT-10 3/8" 10 17.5 380 5500 1520 22000 100/50 127
SPT-12 1/2" 12 20.3 300 4350 1200 17400 100/50 178
SPT-16 5/8" 16 25.5 210 3000 840 12000 100/50 203
SPT-19 3/4" 19 29.5 160 2300 640 9200 100/50 250
SPT-25 1" 25.4 39 150 2175 600 8700 100/50 305



2.0 INDUSTRIAL HOSE 2.0 INDUSTRIAL HOSE

CONSTRUCTION: 
Inner Core:Orange seamless polyolefin tube
Reinforcement: one or Two braids of high tensile synthetic fiber
Cover: High abrasion,mold and fungus resistant polyether- urethane
TEMPERATURE:  -40°C to +120°C.
APPLICATION:
The sewer cleaning hose is designed for use on high pressure sewer cleaning equipment.

SEWER CLEANING HOSE
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ULTRA HIGH PRESSURE HOSE (steel braided) 

CONSTRUCTION: 
Tube:Polyamide 
Reinforcment:Two spiral layers and one or two layer high tensile steel wire braiding
Cover:Pin pricked anti-abrasion polyurethane
TEMPERATURE:  -40°C to +120°C.
APPLICATION:
Waterjet cutting,cleaning of tubes and heat-exchangers,removing paint and dirt from 
reservoirs,containers,ships etc.industrial cleaning,checking the pressure of injection in 
Diesel engines.

ULTRA HIGH PRESSURE HOSE (steel spiral) 

CONSTRUCTION: 
Tube:Polyoxymenthylene
Reinforcment:Two spiral or four layers of high tensile steel wire
Cover:Polyamide
TEMPERATURE:  -40°C to +120°C.
APPLICATION:
Waterjet cutting,cleaning of tubes and heat-exchangers,removing paint and dirt from 
reservoirs,containers,ships etc.industrial cleaning,checking the pressure of injection in 
Diesel engines.

Code Inside Diameter Outside
Diameter WorkingPressure BurstingPressure Length Bend Radius

# Inch mm mm bar psi bar psi m mm
SCH-2500-10 3/8” 10 18.0 173 2500 431 6250 100/50 60 
SCH-2500-12 1/2" 12 20.3 173 2500 431 6250 100/50 75 
SCH-2500-16 5/8" 16 27.2 173 2500 431 6250 100/50 103 
SCH-2500-19 3/4" 19 30.0 173 2500 431 6250 100/50 120 
SCH-2500-25 1" 25.4 38.7 173 2500 431 6250 100/50 155 
SCH-2500-32 1-1/4" 32.8 46.6 173 2500 431 6250 40/20 240 

SEWER CLEANING HOSE 2500 psi

SEWER CLEANING HOSE 3000 psi
Code Inside Diameter Outside

Diameter WorkingPressure BurstingPressure Length Bend Radius

# Inch mm mm bar psi bar psi m mm
SCH-3000-10 3/8” 10 18.0 210 3000 518 7500 100/50 60 
SCH-3000-12 1/2" 12 20.3 210 3000 518 7500 100/50 75 
SCH-3000-16 5/8" 16 27.2 210 3000 518 7500 100/50 103 
SCH-3000-19 3/4" 19 30.2 210 3000 518 7500 100/50 120 
SCH-3000-25 1" 25.4 38.7 210 3000 518 7500 100/50 155 

SEWER CLEANING HOSE 4000 psi
Code Inside Diameter Outside

Diameter WorkingPressure BurstingPressure Length Bend Radius

# Inch mm mm bar psi bar psi m mm
SCH-4000-10 3/8” 10 18.0 280 4000 690 10000 100/50 100 
SCH-4000-12 1/2" 12 20.3 280 4000 690 10000 100/50 120 
SCH-4000-16 5/8" 16 27.2 280 4000 690 10000 100/50 145 
SCH-4000-19 3/4" 19 31.6 280 4000 690 10000 100/50 165 
SCH-4000-25 1" 25.4 38.9 280 4000 690 10000 100/50 200 

ULTRA HIGH PRESSURE HOSE SSB201

ULTRA HIGH PRESSURE HOSE SS401

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Bend Radius Weight

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Bend Radius Weight

#

#

Inch mm mm bar psi bar psi mm kgs/m
CGY-2-6 1/4" 6 13.2 1100 15950 2800 40600 70 0.230 
CGY-2-8 5/16" 8 14.5 1000 14500 2500 36250 90 0.310 
CGY-2-97 3/8" 10 18.0 800 11600 2000 29000 120 0.430 
CGY-2-12 1/2" 13 21.0 700 10150 1750 25375 150 0.600 

Inch mm mm bar psi bar psi mm kgs/m
CGY-4-6 1/4" 6 15.0 1600 23200 4000 58000 80 0.430 
CGY-4-8 5/16" 8 17.0 1500 21750 3750 54375 90 0.550 
CGY-4-97 3/8" 9.7 20.0 1400 20300 3500 50750 100 0.890 
CGY-4-12 1/2" 12.7 24.0 1300 18850 3250 47125 110 1.200 

ULTRA HIGH PRESSURE HOSE SS200

ULTRA HIGH PRESSURE HOSE SS400

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Bend Radius Weight

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Bend Radius Weight

#

#
CGY-4-J-3
CGY-4-J-4
CGY-4-J-5
CGY-4-J-6
CGY-4-J-8

Inch mm mm bar psi bar psi mm kgs/m
CGY-2-J-6 1/8" 3.2 7.0 1000 14500 2500 36250 60 0.070 
CGY-2-J-8 5/32" 4 8.2 1100 15950 2750 39875 75 0.110 
CGY-2-J-97 3/16" 5 10.0 1000 14500 2500 36250 95 0.120 
CGY-2-J-12 1/4" 6.3 11.8 1000 14500 2500 36250 110 0.210 
CGY-2-J-13 5/16" 8 13.5 900 13050 2250 32625 120 0.260 

Inch mm mm bar psi bar psi mm kgs/m
1/8" 3 8.2 2000 29000 5000 72500 110 0.14
5/32" 4 10.5 2000 29000 5000 72500 130 0.24
3/16" 5 11.5 1800 26100 4500 65250 150 0.27
1/4" 6.3 12.6 1500 21750 3750 54375 180 3.3
3/8" 8 15 1400 20300 3500 50750 200 4.4

CGY-4-J-9 1/2" 9.7 19.0 1300 18850 3250 47125 200 7.1 
CGY-4-J-12 5/8" 12.7 22.0 1200 17400 3000 43500 220 9.0 
CGY-4-J-19 3/4" 19 29.0 1000 14500 2500 36250 260 13.5 
CGY-4-J-25 1" 25 37.0 900 13050 2250 32625 300 19.0 



2.0 INDUSTRIAL HOSE 2.0 INDUSTRIAL HOSE

StructureAnnular corrugated metal hose made of 304/316 stainless steel
Reinforcement: Up to 3 layers of braided structure can be made.
Temperature：  -196°C and 420°C.
Application: the maximum transmission temperature can reach 1200 °C, which can adapt 
to different application scenarios.

Annular Corrugated Metal Hose

WWW.STRONGFLEX.COM ___________________________________________________________________   P57 P58 ____________________________________________________________________ WWW.STRONGFLEX.COM 

Heavy Duty Annular Corrugated Metal Hose

Spiral Bellows Corrugated Metal Hose

Dynami
c

Meter
Bellows+

2layer  
Mesh

Bellows
+3layer 

Mesh
Mesh

6 0.15 50 110 100 0.8 ≤6 ≤18 0.11±0.01

8 0.15 65 145 100 0.8 ≤6 ≤18 0.13±0.02

10 0.15 80 180 100 0.6 ≤6 ≤18 0.16±0.02

12 0.15 95 215 100 0.6 ≤6 ≤18 0.18±0.02

16 0.17 120 270 100 0.6 ≤6 ≤18 0.21±0.02

20 0.18 160 360 100 0.6 ≤6 ≤18 0.26±0.03

25 0.18 175 400 100 0.6 ≤6 ≤18 0.32±0.04

32 0.20 225 510 100 0.6 ≤5 ≤15 0.4±0.06

40 0.22 280 640 100 0.6 ≤5 ≤15 0.5±0.08

50 0.22 350 800 100 0.6 ≤4 ≤12 0.75±0.1

65 0.22 390 845 100 0.6 ≤2.5 ≤6 1.1±0.2

80 0.40 480 1000  9 0.4 ≤1.6 ≤4.0 1.6±0.3

100 0.40 600 1200  9 0.4 ≤1.6 ≤4.0 2

DN   Bellows Bend Radius
Max. 
Lengt
h/pcs

Working pressure Mpa Weight KG/m

mm I.D O.D
 Pitch
(mm)

Thic
knes

s
Sta�c

Bellow
s

Bellows
+1layer  

Mesh
Bellows

6.1±0.2 9.6±0.2 2±0.2 ≤12 0.07±0.01

8.1±0.2 12.1±0.2 2.2±0.2 ≤12 0.1±0.01

10.1±0.25 14.2±0.25 2.6±0.25 ≤12 0.11±0.01

12.2±0.25 16.7±0.25 3.0±0.25 ≤12 0.13±0.03

16.3±0.25 21.6±0.25 3.5±0.25 ≤12 0.16±0.03

20.3±0.3 26.8±0.3 3.8±0.3 ≤12 0.25±0.03

25.5±0.3 32.3±0.3 3.8±0.3 ≤12 0.32±0.03

33.8±0.3 41.2±0.3 3.8±0.3 ≤10 0.48±0.05

40.3±0.3 49.5±0.3 5.1±0.3 ≤10 0.63±0.05

50.2±0.3 60.3±0.3 5.1±0.3 ≤8 0.78±0.1

65.2±0.3 75.2±0.3 5.1±0.3 ≤4.0 1.0±0.2

79±1 97.0±2 10.5±0.5 ≤2.5 1.8±0.3

99±1 120.0±2 12.0±1 ≤2.5 2.2±0.3

123.5±1.25 149.0±2 14.0±1 ≤4.0 3.6±0.4

150±1.25 179.0±2.5 19.5±2 ≤2.5 4.4±0.5

175±1.25 208.0±2.5 20.0±2

Code

ACMH1-6

ACMH1-8

ACMH1-10

ACMH1-12

ACMH1-16

ACMH1-20

ACMH1-25

ACMH1-32

ACMH1-40

ACMH1-50

ACMH1-65

ACMH1-80

ACMH1-100

ACMH1-125

ACMH1-150

ACMH1-175

ACMH1-200

ACMH1-250

ACMH1-300

≤2.5 5.8±0.5

200±1.45 238±3 21±2 ≤2.5 7±0.5

250±1.5 296±3 22.5±2 ≤1.6 11.8±1.5

300±1.5 348±3 27±2 ≤1.6 14±1.5

±0.3

125 0.50 750 1500  9 0.4 ≤1.6 ≤6.0 2.9±0.4

150 0.50 900 1800  9 0.4 ≤1.6 ≤4.0 3.3±0.5

175 0.60 1000 2000  9 0.3 ≤1.0 ≤4.0 4.0±0.5

200 0.60 1000 2000  9 0.3 ≤1.0 ≤4.0 4.7±0.5

250 0.60 1250 2500 8.5 0.3 ≤1.0 ≤2.5 6.5±1.5

300 0.60 1500 3000 8.5 0.3 ≤1.0 ≤2.5 8.5±1.5

Code

DCMH2-12 12±0.55 18.0±0.6 3.5±0.2 0.24±0.02

DCMH2-15 15±0.55 22±0.6 4±0.3 0.28±0.02

DCMH2-18 18±.055 25±0.6 3.5±03 0.30±0.02

DN   Bellows Bend Radius
Max. 
Lengt
h/pcs

Working pressure Mpa Weight KG/m

mm I.D O.D
 Pitch
(mm)

Thic
knes

s
Sta�c

Bellow
s

Bellows
+layer  
Mesh

Bellows

4.5M ≤6

4.5M ≤6

4.5M ≤6

Dynami
c

Meter
Bellows+

2layer  
Mesh

Bellows
+ 3-layer 

Mesh
Mesh

12 0.28 95 215 0.6 ≤12   ≤18 0.17±0.03

15 0.28 120 270 0.6 ≤12 ≤18 0.3±0.03

18 0.28 0.6 ≤12 ≤18 0.37±0.03

Code

DCMH2-20 19.5±0.65 27.5±0.6 5.2±0.3 0.33±0.03

DCMH2-25 25±0.65 32.5±1 5.2±0.5 0.36±0.04

DCMH2-32 30±0.8 41+1 6±0.5 0.6±0.06

DCMH2-40 39±0.8 51.5±1 6.2±0.5 0.74±0.08

DCMH2-50 48.5±0.8 62.5±1.3 7.5±0.5 1.00±0.1

DCMH2-65 64.5±1.1 79.0±2 8.5±0.5 1.4±0.2

DCMH2-80 79±1 97.0±2 10.5±0.5 1.7±0.3

DCMH2-100 99±1 120.0±2 12.0±1 1.9±0.3

DCMH2-125 123.5±1.25 149.0±2 14.0±1 2.9±0.4

DCMH2-150 150±1.25 179.0±2.5 19.5±2 3.3±0.5

DCMH2-175 175±1.25 208.0±2.5 20.0±2 4.0±0.5

DCMH2-200 200±1.45 238±3 21±2 4.7±0.5

DCMH2-250 250±1.5 296±3 22.5±2 5.9±1.5

DCMH2-300 300±1.5 348±3 27±2 8.5±1.5

DN   Bellows Bend Radius
Max. 
Lengt
h/pcs

Working pressure Mpa Weight KG/m

mm I.D O.D
 Pitch
(mm)

Thic
knes

s
Sta�c

Bellow
s

Bellows
+layer  
Mesh

Bellows

4.5M ≤6

5M ≤6

6M ≤5

6M ≤5

6M ≤4

5.5M ≤2.5

6M ≤1.6

6M ≤1.6

8.5M ≤1.6

8.5M ≤1.6

8.5M ≤1.0

8.5M ≤1.0

8.5M ≤1.0

Dynami
c

Meter
Bellows+

2layer  
Mesh

Bellows
+ 3-layer 

Mesh
Mesh

20 0.28 160 360 0.6 ≤12 ≤18 0.38±0.03

25 0.28 175 400 0.6 ≤12 ≤18 0.46±0.03

32 0.28 225 510 0.6 ≤10 ≤15 0.65±0.05

40 0.28 280 640 0.6 ≤10 ≤15 0.78±0.05

50 0.28 350 800 0.6 ≤8 ≤12 1±0.1

65 0.28 390 845 ≤4.0 ≤6 1.4±0.2

80 0.4 480 1000 ≤2.5 ≤4.0 2.2±0.3

100 0.4 600 1200 ≤2.5 ≤4.0 2.8±0.3

125 0.5 750 1500 ≤4.0 ≤6.0 3.6±0.4

150 0.5 900 1800 ≤2.5 ≤4.0 4.4±0.5

175 0.55 

200 0.6 1000 2000 ≤2.5 ≤4.0 7.5±0.5

250 0.8 1250 2500 ≤1.6 ≤2.5 11.8±1.5

300 0.8 1500 3000 ≤1.6 ≤2.5 13.4±1.5

5.8±0.5

Code

SCMH-8

SCMH-10

SCMH-13

SCMH-15

SCMH-18

SCMH-20

SCMH-25

SCMH-32

SCMH-40

SCMH-50

DN   Spiral wave Bend Radius
Max. 
Lengt
h/pcs

Working pressure Mpa Weight KG/m

mm I.D O.D
 Pitch
(mm)

Thic
knes

s
Sta�c

Bellow
s

Bellows
+layer  
Mesh

Bellows

8.1±0.2 11±0.2 ±0.2 ≤6 0.06±0.01

10.1±0.25 14.5±0.25    ±0.25 ≤6 0.11±0.01

13.5±0.25 17.8±0.25    ±0.25 ≤6 0.14±0.03

15.5±0.25 21±0.25    ±0.25 ≤6 0.16±0.03

18.2±0.3 23.5±0.3 ±0.3 ≤6 0.18±0.03

20.3±0.3 25±0.3 ±0.3 ≤6 0.2±0.03

25.2±0.3 31±0.3 ±0.3 ≤6 0.3±0.03

32.1±0.3 39.2±0.3 ±0.3 ≤5 0.4±0.05

40.1±0.3 47.5±0.3 ±0.3 ≤5 0.5±0.05

50.2±0.3 59.3±0.3 ±0.3 ≤4 0.66±0.1

Dynami
c

Meter
Bellows+

2layer  
Mesh

Bellows
+

3-layer 
Mesh

Mesh

8 0.18 65 145 100 0.8 ≤12 ≤18 0.12±0.02

10 0.18 80 180 100 0.6 ≤12 ≤18 0.16±0.02

13 0.18 95 215 100 0.6 ≤12 ≤18 0.18±0,02

15 0.18 120 270 100 0.6 ≤12 ≤18 0.2±0.02

18 0.18 0.6 ≤12 ≤18 0.23±0.02

20 0.18 160 360 100 0.6 ≤12 ≤18 0.25±0.03

25 0.20 175 400 100 0.6 ≤12 ≤18 0.3±0.04

32 0.21 225 510 100 0.6 ≤10 ≤15 0.4±0.06

40 0.22 280 640 100 0.6 ≤10 ≤15 0.5±0.08

50 0.22 350 800 100 0.6 ≤8 ≤12 0.65±0.1
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Internal Helical Wire: 
 -- Galvanized Steel 
 -- Stainless Steel
 -- Polypropylene Coated Steel

Internal Helical Wire: 
 -- Galvanized Steel 
 -- Stainless Steel

Hose Lining: 
 -- Polypropylene (E)
 -- Polyamide (P)
 -- PTFE (T)
 -- PTFE/Fiberglass (TP)

Scaling Film
Cover: 
 -- PVC coating

Construction: 
Inner Wire: Galvanized steel (G)
Outer Wire: Galvanized steel (G)
Tube:Polypropylene (E)
Cover:PVC Coating
Standard:EN 13765:2010
Temperature Range: -30℃+100℃
Safety Factor: 4:1
Vacuum: 0.9 bar
Application: GGE usually use for suction &discharge fuel oils orlubricants in trucks or fixed deposits.

SGP COMPOSITE | PETROL  
Construction: 
Inner Wire: Stainless steel (S304)
Outer Wire: Galvanized steel (G)
Tube:Polyamide(P)
Cover:PVC
Stanadard:EN 13765:2010
Temperature Range:-30℃+100℃
Safety Factor:4:1
Vacuum:0.9 bar
Application: This new product is ideal for biodiesel transportation. Due to its stainless steel inner wire, the composite 
material achieves electrical resistance and corrosion resistance not achieved by most rubber hoses. Biodiesel contains 
alcohol and ethanol, but SGP is an effective solution for transporting these media. It is also effective for heavy-duty 
unloading of tankers and trucks. Due to its stainless steel inner wire, this product can even be used on heavy-duty ships.

VR RECOVERY COMPOSITE | PETROL  
Construction: 
Inner Wire: Galvanized steel (G)
Outer Wire: Galvanized steel(G)
Tube:polypropylene (E)
Cover:PVC
Standard:EN 13765:2010
Temperature Range: -30℃+100℃
Safety Factor:4:1
Vacuum: 0.9 bar
Application:Vapor recovery hoses are designed for use on top of machinery to recover fuel and vapor, and on bottom loading 
and unloading arms. Vapor recovery hoses are manufactured with a fixed number of composite layers to achieve greater 
lightness and flexibility than rubber hoses, making them easier to manipulate with robotic arms.

Code InsideDiameter Tolerence Working Pressure Bend Electrical Resistance
inch mm mm Bar Psi mm (Ω)

Standard Duty
GGE-25 25 ±4 10/16 150/250 220 ≤2.5 ohm/m
GGE-38 38 ±4 10/16 150/250 270 ≤2.5 ohm/m
GGE-51 51 ±4 10/16 150/250 310 ≤1.0 ohm/m
GGE-63 63 ±4 10/16 150/250 330 ≤1.0 ohm/m
GGE-76 76 ±4 10/16 150/250 360 ≤1.0 ohm/m
GGE-102 102 ±4 10/16 150/250 450 ≤1.0 ohm/m

Marine or Heavy Duty
GGE-152 152 ±4 10/16 150/250 720 ≤1.0 ohm/m
GGE-203 203 ±4 10/16 150/250 860 ≤1.0 ohm/m
GGE-250 250 ±4 10/16 150/250 1000 ≤1.0 ohm/m

1"

2"
2-1/2"

3"
4"

6"
8"

1-1/2"

10"

Code InsideDiameter Tolerence Working Pressure Bend Electrical Resistance
inch mm mm Bar Psi mm (Ω)

Standard Duty
SGP-25 25 ±4 10/16 150/250 230 ≤2.5 ohm/m
SGP-38 38 ±4 10/16 150/250 280 ≤2.5 ohm/m
SGP-51 51 ±4 10/16 150/250 320 ≤1.0 ohm/m
SGP-63 63 ±4 10/16 150/250 340 ≤1.0 ohm/m
SGP-76 76 ±4 10/16 150/250 370 ≤1.0 ohm/m

SGP-102 102 ±4 10/16 150/250 460 ≤1.0 ohm/m
Marine or Heavy Duty

SGP-152 152 ±4 10/16 150/250 730 ≤1.0 ohm/m
SGP-203 203 ±4 10/16 150/250 870 ≤1.0 ohm/m
SGP-250 250 ±4 10/16 150/250 1100 ≤1.0 ohm/m

1"

2"
2-1/2"

3"
4"

6"
8"
10"

1-1/2"

Code InsideDiameter Tolerence Working Pressure Bend 
Radius

Electrical Resistance

inch mm mm Bar Psi mm (Ω)
Standard Duty

GGE-VR-25 25 ±4 7 105 220 ≤2.5 ohm/m
GGE-VR--38 38 ±4 7 105 270 ≤2.5 ohm/m
GGE-VR--51 51 ±4 7 105 180 ≤1.0 ohm/m
GGE-VR--63 63 ±4 7 105 210 ≤1.0 ohm/m
GGE-VR--76 76 ±4 7 105 275 ≤1.0 ohm/m
GGE-VR--102 102 ±4 7 105 310 ≤1.0 ohm/m

Marine or Heavy Duty
GGE-VR--152 152 ±4 7 105 720 ≤1.0 ohm/m
GGE-VR--203 203 ±4 7 105 860 ≤1.0 ohm/m
GGE-VR--250 250 ±4 7 105 1000 ≤1.0 ohm/m

1"
1-1/2"

2"
2-1/2"

3"
4"

6"
8"
10"
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Construction: 
Inner Wire: Stainless steel(S304)
Outer Wire:Stainless steel (S304)
Tube:polypropylene (E)
Cover:PVC
Standard:EN 13765:2010
Temperature Range: -30℃+100℃
Safety Factor:4:1
Vacuum: 0.9 bar
Application: Floating roof drain pipes are designed and manufactured for installation at the end of tank storage systems 
due to their high flexibility.Due to their long-term submersion in water, their outer and inner wires are constructed of 
stainless steel. They can handle all types of fuels and require no lubricant as long as they are within the permissible 
bending radius.

FUEL FILLING COMPOSITE | PETROL  

Construction: 
Inner Wire: Galvanized steel (G)
Outer Wire: Galvanized steel (G)
Tube:polypropylene (E)
Cover:PVC
Standard:EN 13765:2010
Temperature Range: -30℃+100℃
Safety Factor:4:1
Vacuum: 0.9 bar
Application: It is suitable for transporting oil from the inside to the outside, such as from a tank to a truck. It uses a stainless 
steel spiral wire design to withstand negative pressure and excellent resistance to aviation fuel. The polypropylene material 
is resistant to all fuels.

SSE COMPOSITE | CHEMICAL  

Construction: 
Inner Wire: Stainless Steel 316L(S)
Outer Wire: Stainless Steel 316L(S)
Tube: Polipropylene (E)
Cover: PVC Coated Polyester Cloth
Standard: EN 13765:2010
Temperature Range: -30℃ a +100℃
Safety Factor: 4 :1
Vacuum: 0.9 bar
Application:It is suitable for conveying a variety of chemicals and has good acid and alkali corrosion resistance. It can 
convey media such as acids, fatty acids, alkalis and solvents, even in corrosive environments. It is suitable for loading and 
unloading operations in tank trucks, trucks, chemical plants and chemical ships.

LOADING ARMS COMPOSITE | PETROL  

Construction: 
Inner Wire: Galvanized steel(G)
Outer Wire: Galvanized steel(G)
Tube: polypropylene(e)
Cover:PVC
Standard:EN  13765:2010
Temperature Range:-30℃+100℃
Safety Factor:5:1
Vacuum: 0.9  bar
Application: Loading arm hoses are used for loading finished petroleum trucks or vans at terminals. They are specifically 
designed and manufactured to withstand extreme harsh conditions.
During the loading process, these hoses offer excellent flex and elongation, providing excellent physical resistance. Their 
flexibility and lightweight design make them an ideal choice for loading terminal operators.

Code InsideDiameter Tolerence Working Pressure Bend Electrical Resistance
inch mm mm Bar Psi mm (Ω)

Standard Duty
GGE-LA-51 51 ±4 14 203 190 ≤1.0 ohm/m
GGE-LA-63 63 ±4 14 203 225 ≤1.0 ohm/m
GGE-LA-76 76 ±4 14 203 290 ≤1.0 ohm/m
GGE-LA-102 102 ±4 14 203 320 ≤1.0 ohm/m

2"
2-1/2"

3"
4"

Code InsideDiameter Tolerence Working Pressure Bend Electrical Resistance
inch mm mm Bar Psi mm (Ω)

Standard Duty
SSE-RD-76 76 ±4 16 250 360 ≤1.0 ohm/m
SSE-RD-102 102 ±4 16 250 450 ≤1.0 ohm/m

Marine or Heavy Duty
SSE-RD-152 152 ±4 16 250 700 ≤1.0 ohm/m
SSE-RD-203 203 ±4 16 250 840 ≤1.0 ohm/m
SSE-RD-250 250 ±4 16 250 960 ≤1.0 ohm/m

3"
4"

6"
8"
10"

Code InsideDiameter Tolerence Working Pressure Bend Electrical Resistance
inch mm mm Bar Psi mm (Ω)

Standard Duty
GGE-FF-51 51 ±4 16 250 200 ≤1.0 ohm/m
GGE-FF-63 63 ±4 16 250 230 ≤1.0 ohm/m
GGE-FF-76 76 ±4 16 250 300 ≤1.0 ohm/m
GGE-FF-102 102 ±4 16 250 340 ≤1.0 ohm/m

Marine or Heavy Duty
GGE-FF-152 152 ±4 16 250 680 ≤1.0 ohm/m

2"
2-1/2"

3"
4"

6"

Code InsideDiameter Tolerence Working Pressure Bend Electrical Resistance
inch mm mm Bar Psi mm (Ω)

Standard Duty
SSE-25 25 ±4 10/16 150/250 200 ≤2.5 ohm/m
SSE-38 38 ±4 10/16 150/250 230 ≤2.5 ohm/m
SSE-51 51 ±4 10/16 150/250 290 ≤1.0 ohm/m
SSE-63 63 ±4 10/16 150/250 310 ≤1.0 ohm/m
SSE-76 76 ±4 10/16 150/250 340 ≤1.0 ohm/m
SSE-102 102 ±4 10/16 150/250 430 ≤1.0 ohm/m

Marine or Heavy Duty
SSE-152 152 ±4 10/16 150/250 700 ≤1.0 ohm/m
SSE-203 203 ±4 10/16 150/250 840 ≤1.0 ohm/m
SSE-250 250 ±4 10/16 150/250 940 ≤1.0 ohm/m

1"
1-1/2"

2"
2-1/2"

3"
4"

6"
8"
10"
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Construction: 
Inner Wire:Stainless Steel 316L(S)
Outer Wire:StainlessSteel 316L(S)
Inner  Lining:PTFE(T)
Cover:PVC coated polyester cloth
Standard:EN 13765:2010
Temperature Range:-30℃+100℃
Safety Factor:4:1 
Vacuum:0.9  bar
Application: Typically used to transport highly corrosive fluids, due to the compatibility of polytetrafluoroethylene (PTFE) 
and stainless steel with low concentrations of phosphoric acid, naphtha or nitric acid, it is suitable for loading and unloading 
chemical tankers, trucks, vegetable oils, and marine chemical applications.

SGT COMPOSITE | CHEMICAL

Construction: 
Inner Wire:Stainless Steel 316L(S)
Outer Wire:Galvanized Steel 316L(G)
Inner  Lining:PTFE(T)
Cover:PVC coated polyester cloth
Standard:EN 13765:2010
Temperature Range:-30℃+100℃
Safety Factor:4:1
Vacuum:0.9  bar
Application: Recommended for conveying a variety of chemical products that do not react strongly with PP, such as certain 
types of acid and alkali solvents, toluene in non-corrosive environments, etc. It is generally suitable for chemical tankers, 
trucks, chemical plants and offshore loading and unloading.

HOSE TOWER  

Construction: 
Inner Wire spiral:SS/CS
Outer Wire spiral:SS/CS
Inner lining:PP/PTFE
Cover:PVC coated polyester cloth
Features
Norms:EN 13765:2010
Temperature Range:-30℃+100℃
Safety Factor:4:1
Vacuum:0.9 bar
Application:It is a hose made of a special material with reinforced steel bars in the internal spiral. It is generally used in ship 
load structures at port terminals to increase the elongation resistance of the hose.

SGE COMPOSITE | CHEMICAL  

Construction: 
Inner Wire:Stainless Steel 316L(S)
Outer Wire:Galvanized Steel 316L(G)
Inner   Lining:Polypropylene(E)
Cover:PVC coated polyester cloth
Standard:EN 13765:2010
Temperature Range:-30℃+100℃
Safety Factor:4:1
Vacuum:0.9 bar
Application: Generally used to transport a variety of chemicals in non-corrosive environments that react well with PP, such 
as blood products, fatty acids, alkaline substances, or solvents. Suitable for loading and unloading applications in chemical 
tankers, trucks, chemical plants, and offshore.

Code InsideDiameter Tolerence Working Pressure Bend Electrical Resistance
inch mm mm Bar Psi mm (Ω)

Standard Duty
SGE-25 25 ±4 10/16 150/250 200 ≤2.5 ohm/m
SGE-38 38 ±4 10/16 150/250 230 ≤2.5 ohm/m
SGE-51 51 ±4 10/16 150/250 290 ≤1.0 ohm/m
SGE-63 63 ±4 10/16 150/250 310 ≤1.0 ohm/m
SGE-76 76 ±4 10/16 150/250 340 ≤1.0 ohm/m

SGE-102 102 ±4 10/16 150/250 430 ≤1.0 ohm/m
Marine or Heavy Duty

SGE-152 152 ±4 10/16 150/250 700 ≤1.0 ohm/m
SGE-203 203 ±4 10/16 150/250 840 ≤1.0 ohm/m
SGE-250 250 ±4 10/16 150/250 940 ≤1.0 ohm/m

1"
1-1/2"

2"
2-1/2"

3"
4"

6"
8"
10"

Code InsideDiameter Tolerence Working Pressure Bend Electrical Resistance
inch mm mm Bar Psi mm (Ω)

Standard Duty
SST-25 25 ±4 10/16 150/250 200 ≤2.5 ohm/m
SST-38 38 ±4 10/16 150/250 230 ≤2.5 ohm/m
SST-51 51 ±4 10/16 150/250 290 ≤1.0 ohm/m
SST-63 63 ±4 10/16 150/250 310 ≤1.0 ohm/m
SST-76 76 ±4 10/16 150/250 340 ≤1.0 ohm/m
SST-102 102 ±4 10/16 150/250 430 ≤1.0 ohm/m

Marine or Heavy Duty
SST-152 152 ±4 10/16 150/250 700 ≤1.0 ohm/m
SST-203 203 ±4 10/16 150/250 840 ≤1.0 ohm/m
SST-250 250 ±4 10/16 150/250 940 ≤1.0 ohm/m

1"
1-1/2"

2"
2-1/2"

3"
4"

6"
8"
10"

Code InsideDiameter Tolerence Working Pressure Bend Electrical Resistance
inch mm mm Bar Psi mm (Ω)

Standard Duty
SGT-25 25 ±4 10/16 150/250 200 ≤2.5 ohm/m
SGT-38 38 ±4 10/16 150/250 230 ≤2.5 ohm/m
SGT-51 51 ±4 10/16 150/250 290 ≤1.0 ohm/m
SGT-63 63 ±4 10/16 150/250 310 ≤1.0 ohm/m
SGT-76 76 ±4 10/16 150/250 340 ≤1.0 ohm/m

SGT-102 102 ±4 10/16 150/250 430 ≤1.0 ohm/m
Marine or Heavy Duty

SGT-152 152 ±4 10/16 150/250 700 ≤1.0 ohm/m
SGT-203 203 ±4 10/16 150/250 840 ≤1.0 ohm/m
SGT-250 250 ±4 10/16 150/250 940 ≤1.0 ohm/m

1"
1-1/2"

2"
2-1/2"

3"
4"

6"
8"
10"

Code InsideDiameter Tolerence Working Pressure Bend Electrical Resistance
inch mm mm Bar Psi mm (Ω)

Standard Duty
SST-HT-25 25 ±4 10/16 150/250 220 ≤2.5 ohm/m
SST-HT-38 38 ±4 10/16 150/250 270 ≤2.5 ohm/m
SST-HT-51 51 ±4 10/16 150/250 310 ≤1.0 ohm/m
SST-HT-63 63 ±4 10/16 150/250 330 ≤1.0 ohm/m
SST-HT-76 76 ±4 10/16 150/250 360 ≤1.0 ohm/m
SST-HT-102 102 ±4 10/16 150/250 450 ≤1.0 ohm/m

Marine or Heavy Duty
SST-HT-152 152 ±4 10/16 150/250 720 ≤1.0 ohm/m
SST-HT-203 203 ±4 10/16 150/250 860 ≤1.0 ohm/m
SST-HT-250 250 ±4 10/16 150/250 1000 ≤1.0 ohm/m

1"
1-1/2"

2"
2-1/2"

3"
4"

6"
8"
10"
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Construction: 
Inner Wire: Stainless Steel 316L(S)
Outer Wire: Stainless Steel 316L(S)
Tube: Polyamide /Polyester
Cover:PVC Coated Polyester Cloth
Standard: EN 13766:2010
Safety Factor:4:1
Vacuum:0.9 bar
Application: It is made of 316L stainless steel wire spirally wound with multiple layers of different special polymers. It can 
reach a minimum temperature of -50 degrees Celsius and a maximum operating pressure of 20 bar. This product uses the 
latest technology to ensure excellent safety and is compatible with low-temperature products. It is generally suitable for 
transporting ammonia or liquefied petroleum gas in tank trucks, as well as fuel transportation in the ocean.

SSTP COMPOSITE | CRYOGENIC
Construction: 
Inner Wire: Stainless Steel 316L(S)
Outer Wire:Stainless Steel 316L(S)
Inner Lining:PTFE/Fiber Glass (TP)
Cover:PVC Coated Polyester Cloth
Standard:EN 13765:2010
Temperature Range:-30℃+240℃
Safety Factor:4:1
Vacuum:0.9 bar
Application: The hose is a composite of PP, PTFE and glass fiber, and can withstand temperatures of 240°C without losing 
its flexibility. Because both the inner and outer spirals are made of 316L stainless steel, it can be used in the most extreme 
conditions and corrosive environments. Due to its lightness, it is a substitute for heavy rubber hoses, such as conveying hot 
air, hot oil, etc., for loading/unloading tank trucks, diesel trucks, vegetable oil and even heavy marine applications.

SGTP COMPOSITE | CRYOGENIC
Construction: 
Inner Wire:Stainless Steel 316L(S)
Outer Wire:Galvanized Steel 316L(G)
Inner Lining:PTFE/Fiber Glass (TP)Cover:PVC
Coated Polyester Cloth
Standard:EN  13765:2010
Temperature Range:-30℃+240℃
Safety Factor:4:1
Vacuum:0.9 bar
Application: SSTP is a composite hose made of PP, PTFE, and fiberglass. It can withstand temperatures up to 240°C 
without losing its flexibility. Because both the inner and outer spirals are constructed of 316L stainless steel, it can be used in 
exterior or non-corrosive environments. Its lightweight design makes it a suitable alternative to heavy rubber hoses for 
conveying hot air, hot oil, and other applications, such as loading and unloading tank trucks, diesel trucks, vegetable oil 
trucks, and even heavy-duty marine applications

LPG COMPOSITE | CRYOGENIC
Construction: 
Inner Wire: Stainless Steel 316L(S)
Outer Wire: Stainless Steel 316L(S)
Tube: Polyamide/BPPO
Cover:PVC Coated Polyester Cloth
Standard: EN  13766:2010
Temperature Range:-50℃+50℃
Safety Factor:4:1
Vacuum:0.9 bar
Application:It is made of 316L stainless steel wire spirally wound with multiple layers of different special polymers. This 
product uses the latest technology to ensure excellent safety. The lowest temperature can reach -50 degrees Celsius and 
the maximum operating pressure can reach 20 bar. It is generally suitable for transporting ammonia or liquefied petroleum 
gas in tank trucks, and is also used for fuel transportation in the ocean.

Code InsideDiameter Tolerence Working Pressure Bend Electrical Resistance
inch mm mm Bar Psi mm (Ω)

Standard Duty
LPG-25 25 ±4 21/25 310/370 150 ≤2.5 ohm/m
LPG-38 38 ±4 21/25 310/370 200 ≤2.5 ohm/m
LPG-51 51 ±4 21/25 310/370 200 ≤1.0 ohm/m
LPG-63 63 ±4 21/25 310/370 200 ≤1.0 ohm/m
LPG-76 76 ±4 21/25 310/370 250 ≤1.0 ohm/m

LPG-102 102 ±4 21/25 310/370 500 ≤1.0 ohm/m
Marine or Heavy Duty

LPG-152 152 ±4 21/25 310/370 670 ≤1.0 ohm/m
LPG-203 203 ±4 21/25 310/370 930 ≤1.0 ohm/m
LPG-250 250 ±4 21/25 310/370 2550 ≤1.0 ohm/m

1"
1-1/2"

2"
2-1/2"

3"
4"

6"
8"
10"

Code InsideDiameter Tolerence Working Pressure Bend Electrical Resistance
inch mm mm Bar Psi mm (Ω)

Standard Duty
LNG-25 25 ±4 16/21 250/310 150 ≤2.5 ohm/m
LNG-38 38 ±4 16/21 250/310 200 ≤2.5 ohm/m
LNG-51 51 ±4 16/21 250/310 200 ≤1.0 ohm/m
LNG-63 63 ±4 16/21 250/310 200 ≤1.0 ohm/m
LNG-76 76 ±4 16/21 250/310 250 ≤1.0 ohm/m

LNG-102 102 ±4 16/21 250/310 500 ≤1.0 ohm/m
Marine or Heavy Duty

LNG-152 152 ±4 16/21 250/310 670 ≤1.0 ohm/m
LNG-203 203 ±4 16/21 250/310 930 ≤1.0 ohm/m
LNG-250 250 ±4 16/21 250/310 2550 ≤1.0 ohm/m

1"
1-1/2"

2"
2-1/2"

3"
4"

6"
8"
10"

Code InsideDiameter Tolerence Working Pressure Bend Electrical Resistance
inch mm mm Bar Psi mm (Ω)

Standard Duty
SSTP-25 25 ±4 10/16 150/250 220 ≤2.5 ohm/m
SSTP-38 38 ±4 10/16 150/250 270 ≤2.5 ohm/m
SSTP-51 51 ±4 10/16 150/250 310 ≤1.0 ohm/m
SSTP-63 63 ±4 10/16 150/250 330 ≤1.0 ohm/m
SSTP-76 76 ±4 10/16 150/250 360 ≤1.0 ohm/m

SSTP-102 102 ±4 10/16 150/250 450 ≤1.0 ohm/m
Marine or Heavy Duty

SSTP-152 152 ±4 10/16 150/250 720 ≤1.0 ohm/m
SSTP-203 203 ±4 10/16 150/250 860 ≤1.0 ohm/m
SSTP-250 250 ±4 10/16 150/250 1000 ≤1.0 ohm/m

1"
1-1/2"

2"
2-1/2"

3"
4"

6"
8"
10"

Code InsideDiameter Tolerence Working Pressure Bend Electrical Resistance
inch mm mm Bar Psi mm (Ω)

Standard Duty
SGTP-25 25 ±4 10/16 150/250 200 ≤2.5 ohm/m
SGTP-38 38 ±4 10/16 150/250 230 ≤2.5 ohm/m
SGTP-51 51 ±4 10/16 150/250 290 ≤1.0 ohm/m
SGTP-63 63 ±4 10/16 150/250 310 ≤1.0 ohm/m
SGTP-76 76 ±4 10/16 150/250 340 ≤1.0 ohm/m
SGTP-102 102 ±4 10/16 150/250 430 ≤1.0 ohm/m

Marine or Heavy Duty
SGTP-152 152 ±4 10/16 150/250 700 ≤1.0 ohm/m
SGTP-203 203 ±4 10/16 150/250 840 ≤1.0 ohm/m
SGTP-250 250 ±4 10/16 150/250 940 ≤1.0 ohm/m

1"
1-1/2"

2"
2-1/2"

3"
4"

6"
8"
10"
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Construction: 
Inner Wire: Galvanized Steel (G)
Outer Wire:Galvanized Steel (G)
Inner  Lining:PTFE/Fiber  Glass(TP)
Cover:PVC Coated Polyester Cloth
Standard:EN 13765:2010
Temperature Range:-30℃+200℃
Safety Factor:4:1
Vacuum:0.9  bar
Application: GGTP is a hose made of PP, PTFE and glass fiber. It can withstand high temperatures of 240°C without losing 
its flexibility. Since its internal and external spirals are made of stainless steel 316L, it can be used in external or non-corro-
sive environments. Since its internal and external spirals are made of galvanized carbon steel wire, it is the most economi-
cal product. It can be used for conveying hot air, hot oil, etc., for loading/unloading tank trucks, diesel trucks, vegetable oil 
and even heavy marine applications.

FITTINGS & ACCESORIES
FITTINGS SIZE MATERIAL STANDARD PICTURE

Ferrules 1"~12" Stainless Steel.
Galvanized Iron

Vapor Recovery 1"~6"
Stainless Steel
Carbon Steel
Aluminium

Camlock-C 1"~6"
Stainless Steel
Carbon Steel
Aluminium

Camlock-E 1"~6"
Stainless Steel
Carbon Steel
Aluminium

Camlock-A 1"~6"
Stainless Steel
Carbon Steel
Aluminium

Camlock-D 1"~6"
Stainless Steel
Carbon Steel
Aluminium

External Thread 1”~6"
Stainless Steel
Carbon Steel
Aluminium

BSP.NPT

Guillemin 1"~6"
Stainless Steel
Carbon Steel
Aluminium

Guillemin Internal
thread 1"~6"

Stainless Steel
Carbon Steel
Aluminium

Flange 1"~12" Stainless Steel
Carbon Steel

PN.ANSI.JIK

Union 1"~6" Stainless Steel
Carbon Steel

BSP.NPT

Code InsideDiameter Tolerence Working Pressure Bend Electrical Resistance
inch mm mm Bar Psi mm (Ω)

Standard Duty
GGTP-25 25 ±4 10/16 150/250 220 ≤2.5 ohm/m
GGTP-38 38 ±4 10/16 150/250 270 ≤2.5 ohm/m
GGTP-51 51 ±4 10/16 150/250 310 ≤1.0 ohm/m
GGTP-63 63 ±4 10/16 150/250 330 ≤1.0 ohm/m
GGTP-76 76 ±4 10/16 150/250 360 ≤1.0 ohm/m

GGTP-102 102 ±4 10/16 150/250 450 ≤1.0 ohm/m
Marine or Heavy Duty

GGTP-152 152 ±4 10/16 150/250 720 ≤1.0 ohm/m
GGTP-203 203 ±4 10/16 150/250 860 ≤1.0 ohm/m
GGTP-250 250 ±4 10/16 150/250 1000 ≤1.0 ohm/m

1"
1-1/2"

2"
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3"
4"

6"
8"
10"


